


Institutional Archive of the Naval Postgraduate School 





Calhoun: The NPS Institutional Archive 
DSpace Repository 


Theses and Dissertations 1. Thesis and Dissertation Collection, all items 


1993-06 


A software architecture for the construction 
and management of real-time virtual worlds. 


Pratt, David R. 


Monterey, California. Naval Postgraduate School 


http://ndl.handle.net/10945/24226 


Downloaded from NPS Archive: Calhoun 


Calhoun is the Naval Postgraduate School's public access digital repository for 


/ (8 D U DLEY research materials and institutional publications created by the NPS community. 
| Calhoun is named for Professor of Mathematics Guy K. Calhoun, NPS'‘s first 
th 
KNOX appointed — and published — scholarly author. 


INN LIBRARY Dudley Knox Library / Naval Postgraduate School 


411 Dyer Road / 1 University Circle 
Monterey, California USA 93943 








http://www.nps.edu/library 


ae | 
be 















ee eed 
Fy as Ped pr Pr pa soe Pte e ya be Pe i ke 
etd <sewwrisits yer a PLP Port ror ire | %y ere hid te el ea 
Pew Pare see ed | Hs mar ea ake Se irre Aiea yer 

oh iar 8. Rae oh, Tob crarseiha®. 4 eri sercrryt ght re a4 It ln ate et een 
aéuna ae Urn) aay eae et Drea re Pe Tei AR OO ob Rta | abe ee 
ror Ouran rat “athe On Prue Poletti st ots te F eva ee era Peete 

roe A 
eee aaa 

ro ee 
(linda Tales 


rrLury 
NE chy 





















PN Pec Pa 
Teer is ered | ee et 

RF Say ti eek ua ‘ee Ls Py 
Dear a ge Wau ae oa ree rar eater ae) es 
aa Derr esse ir) Ad qe 

hae hha 2 A are 


























































corn 
cet 
oor leh tiie 
ay eee 
apr inpebarceattampatsae rr Rh cgaecyhm 









Pe Pe rar | a 
tea EAP eB 







bo tye eee 








































Aan heres tq eee Fase ay ge 7 coe Lett pecan er eventos wks ook ale a earn 

Cary ro seers cor | Ped Be ee el 8 Prey AM 1% er ee Re Pte oe cee rir 

rar wr) oe Bee » hho gna s ory * LCi Ve re Cary ary vet eG nd 3 TU Pe htt Pree) Lr Aaa Le ke 
ra (5 wae FP mye Lr) o ae Pes a Degas aay Les Hy 149 geBeerat Po ee Pa tian ly Perper [oer moro ah onin sh, 











fers hee hPa 
Pe bs ee re 












CA Ri he woe eee ee Ld 
al rie iret vt 
ach lah ted te 































Vr a 
Leu y ang ae 
Clar Te saree os oe ee Paks ae riot RTS mS 
Pe aah che bet As 5 Fat sha® bod Cee Pe Setar rer eis 
ait eae YS Set Reece hes are Ss ira) year prec robot 
re ' ral Beers Pd ee a Neha damsugeasnevneaes tal ce hl 


















ry 
Be a LEP Pir posta aaa nee hee hte LT 
Sree eee eee | ee Patents het dee) 
Pl dd itd’ Peek? od 1 tae nl dh ak eh Ley te LL ch hl ti cinched 


“mo 
APCTE Tee Bt Orr RT cE ayy Pree er Tre ot aren 
Lroray brs Ey Na eh eel hl et yes Rafe Mata er ar abs 
Hehe at n es PY are e Det abery ede aS ar hase PSPC INT eee Ears Thar bt eo: tata ee aad 
ty Oe Be Ce ee Th) Le eed tera Pee eee Ger iret Pere ee CREE Prorat ICL Prin Pi Perper Pasoie er sr Or by eet a 
Paar er ee oe t Ie ri Ft ue Thre tee rere LY ri roy oy PAO PALT aya etehehabenaa eae LFt ree Ore ea ot Per Te Ee dete ey lela oe ee he 

reer) rs ry yy © Syb ro area r Cee Party seh. bar al Se irin ad 
seaeheueye pare Aba HeVous® he A ey ee 
Cre) oS rea ry aaa 


i 
recente ert es ne ee ret es 


ar ribs d 
Pes ney Per re tery Pe ed Be Cr ee Peer tl 





















































ay 












weeeun 





ry Sire ae tara Perot 
BF PR eiep iam ber: pre oh SD hd adele tan te teed telecon oe 
le he te ee SS lei fee dd Ce er ee a Eee 
bate ete te LAPT te rae Ot Blt ay Be a te fo, Cam ey Sil teem latest eheeae 

Orie LL See Rarer pera nr vere eats Nu eee 
Repent b iy Pere rr Ur rs ee ee 
Laren OO eR el Le ee 
ed Th Prine hae Se eaten Tet chiral in am het dieea 
i etintetartentes Se 

ee 










4496 a4 gn 
oe 




















rire) 2.ay nts 


errr ny 
Pa 


i 
ee te ord 
Leon PL) ae 



































Lt yer * 

ea ea Pree) DedaSst_ Ta Giy hs Paid gar te law 
sep bat Sarasa gem Mahan: 

pia y eet ye 


Cr Hs eas 
. See a 
Con hy Py re 


















Payee LS aed 
ad | Fi 
Po ee ee) ae | 
teh ec) Cr 
os 


















Kebpadte| es etre, 


ua ae ay 

Cory eH cy] ae ak Wiha RRR Ta teae tate aay a 
at ae ated aero aay) ee E baer de Ce ee hasthe ne hesia daar ba ad 
rere eee Redeee® PY i errr y 
PSR hs dard pate tae rr Persie 

Ro GAR a Vs te Belo Mere: oman Ag 
Seer utr ees 
dakp Me 


Pah eae Pe ee Ll) ce hho 

Tei ere hl PP Mt ere he oe PEL eure t 

TRYSTO AT PA Get eee Pert Sekar erates wee 
eral bi kibe RR he de Ue Get of wk het eu 

Pv LER ee eee Pe Relates earners ey 

PERL TY PETE LPL T Tere Ms PEST Te Pee ae 

Re Sib rt eee oie Pele Sh Pre] 
« Pa 























oe eae Py 
PEN PIA ek bare 
OPrratd) Cras Pee 

aya at ee 
anaekgaee 


























ee rea) by 
PTTL Pats 




















Hy 









pe po Sees 

rot aoe ham medd ote 
ee Ta ett 
Phe PL Pie et ee eee 





























































ert Pe 
n POPP ICL TT IT or PYM eee trata it Wea 
a. acer dalinoente reo Ve PE PLPC re Sere Pe Ce are eth eL Poe roe lar ree ATS Pe etek ea era een ee tr 
a « Cheer pate Hair) rir ey eva Re re ee) ey ee ae | i) kd Oe bd err eaeT) ier ee Ped road AB iAy per he Ze ® TE ne ee etd See) 
PM ear ye re aay Foe at edetaenos % Perey ce as eee ony Tweet yen Th Pe eo | BEE Dah et eta tary cade een apa e¥ et oboe Ft pic gigantea Fo) 
ry eG e Sw Fak Bed On OF ars Oa ree Pe Carr h st amee. mba t,t os Too hy arose ere Creer OC re ce es Pe 





Reider betel it tlereaey Lert ts Mi ed ae - Re ie ee ete 


OS Ler a eed rn erry eer ar ee 





oe 
Pi ae. ey at fe tet Bee a were) etet gh ante VM alaroe. Bt Ht asi? See oS et eh REL) Eh ae Pere eet) ar ee. tied 
4 



































a Sieh eViett ant @,t ene Ce ae oo ate FUT ie rt et hi oT Berrie sree hr ide oh ad SEER 79. g Yo i eae Pere ee he ee ee ee Ley 
ar rer | pie Uethoat, +8 . Be Poel tee eer rt Pay Loe CoS SRS Fen De to peste nectane hat 
a ht cede ar Ce ie ere thon 5 Pa ke Eee a eet e a oe Pe 











hee etry Pets betta! on eh ety 
ay ee et Sead 
ata vd Sn elotecie hate iieeh Pele teeta 
Oe Beans 

















Pr ted 
rte e gS eteeep he 
ee ee LY 


Fete Peary SDA pde » 
Le reer TK Sey Pr Tero mee ror rn 

ne ert | er COO a tne 
eer T eat ae tk ee rn Leh 
¥ Pre Pei 
er as eB OIG 
er Reet? eeer 77) 
- 


i} Sd Ad hee etl bear er werk 

POP es ites Ba) Be ore’ Sach Py: Sar ie tected 
Ve ben ed bacontcs me0s in te, Say te tar gl be kieteedireame tadiain a dae 
ah Caer wey De ets Oo ke Ch hid oe 

pac lar moneys Potato ame See bho Ped ee hl ae aah 
Teer ear ere Ute ark Te PT Upendra 
rary potent ied SL ete Ride Lhe aed ell eas eet ee ett err re ee 
a eer rere ot eT ee oe 
Dora aS Ce el meee 
ia ies Ly eats TY OP RPh “it 
Lh delideneedt ty pr Dab nds ee Reaiad apie tinabeee 















































aries ‘ 
+ Yo tadag” sas 
rs Tok 













Chiba Ghee dl tgone 
eae A) ee eT) 
Perks ee Pe) Co Ch 








a ary “ee 8 argece @acdas 
























































& *e woo 28 & ew Hh b wma h Behn pt ahie SByeg Ses, 
a ae ae Pe et ee Ce oe re oo ee, Png oe | wemad ymin Sa fod te eed FAY 
“she bye ae oa ee en Te eT | ote tehane Fann rg 5 Aetea tes edad! eS tt PEP ont s ra 
. Pirie re ire ee er CAC Rear eeTE OL tapered y + bo es * Ao lel lee LLY Sonata pear Le Lr er eld Le ee Sees] 
rs Ceo ars ‘esis Payee oe ry wad Tats Senas ar hatghe Oe a eer et ee Pais pha tatate amtatene eyes Ge eenehans 
4 Pert 7) Rao x Heat een eer Oe Pee re ge « 


re) By ae 
CAL a 
a eee, + 


ae ee i ed ee oe 
o ad Sie eats iy eet are 





Pre re mrt Fy 
Dots Shes 













Cy 
Verh MePh Grier fy 
rh Paty be td rit tet he ee ies 
ere ae Ph del ty Bde Betsy 
ee Pian. peat no 


















Pa? Pace 


' ars 
be te hh be AL AY ee er 2a, hate ry 


+ oe © Agkntae ont 



































a 2 shree Sahe e sean O! sah Sey Wivtisritorareeerir i riay at ot. Py aaa as 
oe be % 4. b-hoe, ite he ee Seer yer ee ae Pree oe re ero ah acer 
eye ere Ta V4 bd r} Perry OL Ue PNP rrr ft ee | a 
. a I Gr are * trp be tet 


he as 
‘ het laa a ae 








rena epoe OF eee tie! 
Fe to elit tae te pay T ey 
ed kee | S “I 











ae} WRG cts ea 
aye Fale te fete Sa he tetabe mM om 
ie bbe ek ken ee 
a rs ro Epa toceerr) Ce Per he  s 
AS a te teh Fhe eet TE tee Oe be Sided teeth eel te 
a Seek te eee ee Cr ek alee seh ete td 
aes itbeietonen 


nae UNzce he 
PrP Are Boe eh! 
ares es 












an nah. So | 
aor ro o) 
A 



































eevee gen’ 
CF ey oe Pa 
Bal ts | 








ard: Dae 
PEP PeTar Ss 
gts Se ay 
Leh Tr Poe 








ates 
few?) 


ef 







aa 
ee ony a2 

vars th Fe rg teen? 
MA TARE RE ety 






Sea ea! 










m 
ri 


ote a atets a 
Pet ee ee 
CH ne tat] 















sodamy hg tt 
Wer Soent, BI 
i i oS or ie Le 
ig » ebgtrs io ey | 

Ar Fi 




















Ch 
Cer area 












rae) re ap hott 
iad Batatare asad Oy whe Lobia et is ot ie aie 
pers a a Oe eee te 





Li ky aod LP eee co 
or ee re oe ae Pre i he en Pinte ie bei 
Seth Usd he ar Ore! ak hohe ath, a ae bee) 








oer a thet Bd 
Paria) | 











b] 





tS Cie ws 
Perri ae 
RS a 


amet 





Pee 







Py » 
ae 4 TE ters) Ch ae kee Sl 
Tie bing ky Ad 
hs URE Pay Ce 
arr stace? 
rarity oy 
sueghetet: yee 








ir) 
eee a ar 








F “ 
oer his a) auf 


“is rVgtse, chee Oe 
eet 4 


Ly aa ee ‘ bg 
Use if sane 


4,4 

Ky bk At 
As Fak es be 
Che be dol 









































Lh ed Pie ta 


wn Ugh? a 
rhe 


i 
















‘€ aan 
Pitiek to LAR hiked wh) 
pees 5 , ah 


Pe ee 
A RAO “e 






Lf 
rae 


Oar eee 
Paty T at aye 


Ori rea d 
Se hare, rete 
rare bas bs 
Rr trite 















F hdl ae ott a4 

ve ee ee Lee ie 

Brat iets, Cee are ork 

bi Je dl el A Ao bi 
ei 


























: ‘ 
een 
Ye ie et 

























Oar ee es ne 









































o Poy r ie whoa gee ” 
on) . be St pra 7 on ita srrgedeatigtges 
ior a. . t hy Si Bd ro ee ee erat tr Fie ts bad a 
; LY phargt + Pio e a ba eRe 2rere re Lee te hes 
et gets fe Lite LS ees el a | LO er tht hed ele hk os Ag pL id etd a fede od Pda? bt. Atel 
’ WH Pre hee) Roe oe i ee ih be a tapg ts ae Bae ne yaa! ry a a ack 
ie a Pr ph hd bal a | aad etre 9 lott adel es bg ar eehyeneak tie: oot 
gee eye, hy Ogee Stier a a ¥ a 
{ Sey ieey, F A ie br fa ct J PS a 1 ef 


eet etye 4 etsy 





mn ol geg ive he 











i) Sh SLRs atde ae at 


i 
Ed ate Bg ie oe ro bob kat Lone et 


ears 

























720G pea ine 


Py Le A en tee 
. st psaeads 
a Fa 


ae re 














3 ad Bt ho ie a 
aed Ly dT dt Be td 
te rH A, Tag TpTs vs oatye! -g 
pep ka Wola a Be Meh Tre ery 


fd SG 






oO oh cole & re. 
Perry ee 2 
A oats pt wera gate eheta’ 














































Pa 4° 
re pda ea th Te) 
O 









a 2 
Ce a P 7 F rn cL Eee eit Pring gael i 3 bape Pee etn OE HF 2th Ly f 
are at ERD uly, 4 pe lt oer ei oe a eae Alar te Petia aie ea eter ae seth 
% 


*Tat TeMirasy ie had ey St ORs he el pet 


Te Bote! BP ee bk 

























a 

Pecan os ee faeries conti 

Pas See oe 4A! Eis “aaa H ed hao cr) 
Le A ry Pe i ao | en 

r Pee a NG Xd Pool a es Pa petite Sele he seers een ee at 





















‘ Ea Pe | tite be Tk as OR ete td Dp eh st diy cain neti A 
prea a WM oe Ra a Peete tee eee oie th dete 

Ee ng BA Le dab ge Set Bani Been et ye haa ye 

Pe a dt ab RLV a we 4 Pay Btls pers BW tiation ou 













Cae Lied . 
orn. an Pade tr Bist ade emer 


Lyi ns Pia ee Get Re Sera gegs Leah, delete So 



















































yanwrg 
il era Se a a be Fee i eee 
% Srgarint hc echilenet Op at nei ae ihc age 
fi i ye) hed i _ 
prt veettettat re i petites ne rar ane Bat ap at 
Fi pert wares e ory ili tae than habe Iolani fer-tod yh Latah all - 
a pide oe} yh seth Boat tae ieee Salted hie ted ta 





‘i re vl oe be hte ane BS hd Pri ike Sat is 
te SEM Pa Fa ht te ePgty res -?, Ol hes tat Rea 


Re ee had ell bial 
7 By, | 
ae Dy hb Rta, Be Pa bree, tg pas ta! 




























ae F BS a oo 
PROP RAPP caer esr a ae ea 
praca | bbe oe heats 























Sah on ee cee -ty! ie thee 
eee] tang, 


ey Pry ot Day ee 






























Pa rai Ls} id Baile opal 
BEF AL he aa baie 3 eae abet 
aA a ahs Ke) dot he Sealers 
a*s 0 mide aret ecw neryey Ble ae St 
pee a 


hae ee ae | 
es eh aS Rey Reet 
a or ied Peele tl aed 25 
ee te a aa ire he oe he RS ari a 
OTL hide tas? be “gen ty ra ty ree A gba 
CTL san ean oid fasegturys wae bd te ee ye rpc 
ghia Ra tem dis Be a ek Bd te ede 
bh fae bic ta beep oy 
ot oh way PI ete Lee Lice | 
ha ae 
bord am 









Lad 
2 Beene 
Tt RSG OnLy 
rt by ed 






















Peo Peay 
Fred Ot ee Sue 


eid F 















es 
ute tera 
Ke tt Te oO 











mie iM 
oe Pate ttts 


ee es Ee 





DUDLEY KNOX LIBRARY 
NAVAL PUS ie er >SHOO! 
MONTEREY CA 93943-5101 


\ 














JRITY CLASSIFICATION OF THIS PAGE 


REPORT DOCUMENTATION PAGE 





ie STON UNCLASSIFIED Swag Ve MAMRIN 
ORITY CLA ATION AUTHORITY STISTRIBU TIONJAVAILABILITY OF REPOR 
SESE ETT ONISO NCHA DIN RCH Approved for public release; 
distnbution 1s unlimited 

REFORMING ORGANIZATION REPORT NUMBER - MONITORING ORGANIZATION REPORT NUMBER 
AME OF PERFOR ORGANIZATION Bb. OFFICE MBO 7a. NAME O ONITORI ORGANIZA TIO 
mputer science Dept. (if applicable) Naval Postgraduate School 
val Postgraduate School CS/Pr 
ADDRESS (City, State, and ZIP Code) 7b. ADDRESS (City, State, and ZIP Code) 


mterey, CA 93943-5000 Monterey, CA 93943-5000 


OF FUNDIN PONSORIN Bb. O YMBO 5. PROCUREMENT INSTRUMENT IDEN ATION NUMBER 
ORGANIZATION (if applicable) 


ADDRESS (City, State, and ZIP Code) 10. SOURCE OF FUNDING NUMBER 
PROGRAM PRO ASK WORK UR 
ELEMENT NO. ACCESSION NO 





TITLE (include Security Classification) 
Software Architecture for the Construction and Management of Real-Time Virtual Worlds (U) 





att, Davi ussell 


. HYPE Or REPORT. 13b. TIME COVERED 14. DATE OF REPORT (Year, Month, D 15. PA OUR 
ctoral Dissertation crom 01/90 7. 06/93 | Junel995 dS S158 


UFPLEMEN TARY NOTATION he views expressed in this thesis are those of the author and do not reflect the officie 
licy or position of the Department of Defense or the United States Government. 


COSATI CODES 18. SUBJECT TERMS (Contnue on reverse if necessary and identify by block number) 


Computer Graphics, Simulator, Simulation, Networks, Virtual worlds 
IELD_| GROUP __| Be Memeneenics; simulator, : ; 
—— CC Artificial Reality, Synthetic Environments, NPSNET 


ABSTRACT (Continue on reverse if necessary and identify by block number) 
As military budgets shrink, the Department of Defense (DoD) is turning to virtual worlds (VW) to solve problems 


d address issues that were previously solved by prototype or field exercises. However, there is a critical void of 
perience in the community on how to build VW systems. The Naval Postgraduate School’s Network Vehicle Sim- 
itor (NPSNET) was designed and built to address this need. NPSNET is a populated, networked, interactive, flex- 
e, three dimensional (3D) virtual world system. This dissertation covers the construction and management of the 
N in NPSNET. The system, which uses both standard and non-standard network message formats, is fully net- 
rked allowing multiple users to interact simultaneously in the VW. Commercial off the shelf (COTS), Silicon 
aphics Incorporated (SGI) workstations, hardware was used exclusively in NPSNET to ensure the usefulness and 
- portability of the system to many DoD commands. The core software architecture presented here is suitable for 
y VW. 


DISTRIBU TION/AVAILABILITY OF ABSTRACT -CURITY CLASSIFICATION 
q UNCLASSIFIED/UNLIMITED [_] SAME ASRPT. [] OTICUSERS “UNCLASSIFIED 


BMichoel T Zy de JOS TIMEINABIEE BP PO ESCO {ipoude Area Code) [72¢ ry MBO 


FORM 1473, 84 MAR 83 APR edition may be used until exhausted SECURITY CLASSIFICATION OF THIS PAGE 
All other editions are obsolete UNCLASSIFIED 


TOBNB Rk: 


Approved for public release; distribution is unlimited 


A Software Architecture for the Construction and 
Management of Real-Time Virtual Worlds 


by 
David R. Pratt 
B.S.E.E., Duke University, 1983 
M.S. C.S., Naval Postgraduate School, 1988 


Submitted in partial fulfillment of the 
requirements for the degree of 


DOCTOR OF PHILOSOPHY IN COMPUTER SCIENCE 
from the 


NAVAL POSTGRADUATE SCHOOL 
June 1993 


2 Sm ttn a 


ABSTRACT 


As military budgets shrink, the Department of Defense (DoD) is turning to virtual worlds (VW) to solve 
problems and address issues that were previously solved by prototype or field exercises. However, there is a 
critical void of experience in the community on how to build VW systems. The Naval Postgraduate School’s 
Network Vehicle Simulator (NPSNET) was designed and built to address this need. NPSNET is a populated, 
networked, interactive, flexible, three dimensional (3D) virtual world system. This dissertation covers the 
construction and management of the VW in NPSNET. The system, which uses both standard and non- 
standard network message formats, is fully networked allowing multiple users to interact simultaneously in 
the VW. Commercial off the shelf (COTS), Silicon Graphics Incorporated (SGI) workstations, hardware was 
used exclusively in NPSNET to ensure the usefulness and the portability of the system to many DoD 


commands. The core software architecture presented here is suitable for any VW. 


il 


TABLE OF CONTENTS 


1. INTRODUCTION 0 sccccccsn cc See eer re eres areca ran ese ck eo ree eras cca ove cueneeeieeas 2 SUING 2. 5. cocoate a I 
A. INTRODUCTION .cccccccczeereseee er ert on ns steve Vos eeende anaes ou saeet ete ee ee ce teancesdasivaeleateetnaeemeices << -7 trae | 

B. DEFINITION OF VIRTUAL WORLDS. ooo. cg.c.cccccccecc.cccscccsseescosesssscenssecscaceccceccecsstueneeenenaccessseaeaaamnamE 2 

C. OVERVIEW OF PROBLEM ieee recer ce cecctet esc ccvccses sero scereseehete arts ceassb ences cectsssscnsessssccncant ten eaten 3 

D. GOALS AND MOTIVATION c2ivicrreiecescs00000%0s0c,0se ccocscccecdscssccscasccevossctecss.csteceeceeeteienty-c aussi) (tan 3 

1. Goals Of Research scicocteerecerprc oe srscsscccccacseossceccevecccesccosseesoceess coos saocescsdasévesPhcoteeeeinen? +4 (iin 3 

2. MOUVatiOM scisesiscdsscdcesocn cotter tet roese aaake cosencdountawetes codes shies saeveers sosc coc va iutsindhee Tenet on caes se 4 

E. PROBLEM DOMAIN BACKGROUND .........2...c.0cccscecsccovsccovecccscescecoconssseovoseecssscevetnecdececec constant 5 

F. ORGANIZATION OF CHAPTERS 2oiigoovcooccc <2 ccccceccseccccccssssccecesteuoceesess’ ce colssvasssetsicccteccsccsuue eae J 

ll. VIRTUAL WORLDS: MAJOR CHALLENGES AND ISSUES........... ccc ecceetceccceceeceeeecteeceeeetecescecesceees 8 
A. OVERVIEW ..scscsossoesseer sonncecssctones sccvessclunstbescuscstcvncccncuscssnscoasonessedeee meee ener cotes eft eettemteetmnte teas aaa 8 

B. COST REDUCTION Grea rrerrrr reo cas conconcsdeussdyosdedustecvassscescacessae: soomttteteeco1sccs1. 1-0 tena 8 

C. WORLD CONSTRUCTION AND MAINTENANCE ...........cccccssssceccecccccerscseccessrsssesccetecscesceeecneseenses 9 

D. WORLD POPULATION croc crogooo roi ooce coc cescasecaccsvoce sosunncucdesusuueucsenseasece eeeetee ace 9 

FE. REALISTIC ICON INTE RAG TION o. icc....cc5..cclecssabceccocaseseccensececosseesvecessceaccsccesccecstsv1s0er eet eee 10 

F. MACHINE LIMITATIONS 0vcsecscssecccccscsess0:s0c0sscocsee sosaeeussscesccsecccsssasssesoccecuesenteenseeetenet=ss0=aiiy=annnnE 10 

D. PrOoCe@SSOL. ....:0s.0cscedecegsbedsncsscseanensteeteetesecas scecucbcoscdecssosesaece scene Bete cecce ccc atest neonate tt tee ee 11 

QZ. Graphic ose cediseeeatyecteeante veges ccoseeeccungssestuoaeviiieessuvscce tebe verdeesnseseucc eee tert acer ee 1] 

3. Networks. ....s.siicsnddesicccccscnatnaceacteceeze cs. 42 aa vessslencaneasicse couceemmeneetes ss ccsdaalen adee cess -ceee meee ean 12 

G. HUMAN COMPUTER INTERACT ION. .........cccsescccssoccccccsssscnsvcccecsnsscsscosssocsccoceccc cece sascceuset tam 13 

H. CONCLUSIONS cc scesiessdiskicccccteseccenseidesiessesteosccsseseedesseseassiecsaneceastensssessucsesee: steeteecesene tase a team 14 

It. OVERVIEW OF SIGNIFICANT EXISTING VIRTUAL WORLD SYSTEMG ................c00scseeessesceceees 15 
A. OVER VIEW ssccncshiscdickcctssincetiss sedevcsvevcdesccovessscucnncecebuceeesncecs seen tetere etna Snot Tae ae oae aaa 15 

B. VIDEOPLACE.. oc. ccisessecccssoccossasscccseseccccvcsessccscsccctereccssvencsccusdsysannscetovessonssneesea teres eeeneneT tt ttia aman 15 

C. REALITY BUILT FOR TWO tiscccicccccscicccecceecccscssccscccccdeccccesoseucsbenueneecesesaaanaeese: = eae eemnen 22.2 a 16 

D. THE VIRTUAL WIND-TUNNEL 0... cccocccc..c0ccocsccccesecsccoccccesececcosesscccosessasecsesnscesetesass+ ss) ttaeeeaeanmnamnEnm 16 

E. BOLIO.......cccccccecssoscsavecscnosceetdsseeesvcdecscnscccnccsescesaece censvecaecsassausbaaneceeneeneeeee letter seetteetm=enCate rt rat n tant =nnammnEE 7 

F. UNC WALK-THROUGH / MOLECULAR MODELING. ....0............ccccsssccecececsecccccctescsceccesssscreceees 17 

G. SIMNET wisssssscccssssscsccesesscescascovectesescscsosa<cccsencoccsssssaceseconageateeteeteteeasecteseet te amten nent are enaae aan tt nanan 19 

H. SUMMARY on. cei cbelesikehesheck codecs ccuccdes since caiescusssvesscedsesecucsesundenteean enenee: ee iam teen amen nme tae aaenn 22 

IV. NPSNET OVER VIEW 0 onc ici coe cocecccisccenccesccocesuescecuts conte csosechvvccosesen ses seeeetcees<eete te teen Enea enters 23 
V. VIRTUAL WORLD DATABASE CONSTRUCTION ...........:c.ccccccecssccssoocccscsorccecsseseenrecscccoesce co cess eee 26 
A. COORDINATE SYSTEMS. ccc. Ferescoioeis cece cociocssscescccovascsisseseccseacscccscsesscecceccetstoueremete ces ee eteeer ee eeaa naman 27 

B. WORLD SEGMENTATION o2ioigerocccecoscvcecccoocccccetesacsceccocncascsseccncsscovaceacsacceuseetueneseecsscerse tere tana 28 

C. TERRAIN SKIN GENERATION ....0..000scccs.s00cccecccocesseccecscosvsccsvorecesoscconevecvoseressesennceseenssarseesttaamamnn 33 

D. ROAD / RIVER OVERLAY aiieiciseccesescerescccevsaressoovecssonsscoscessesnosssceescccssscercceoosccessseeeeecreeetset tana 36 

E. ICON DATABASE vin cc eieicseek cocaine aeses Gos ncene ssn desesvacdcccsceeceneccesesscubcecsteenctene: oene=s ceeeee ne eee 40 

F. ICON PLACEMENT ON THE TERRAIN 00..0.50..0..20.0-c00.0200.0c00essoccescosssscacescesaeueeseceesseieccees enna 42 

G. TERRAIN DATABASE MODIFICATION ...........02:00005200.scs0s000ssse0essceesscssssccossssoscsnsecssscoosses eet 45 

H. TERRAIN DATABASE MAINTENANCE ......22.00.2...-2ccccccocesecoccscocescorcocsecaccecerscccssscesessnssseeseeeteenen 48 

I, SUMMARY ...........csecsseccsnnncdeceeesseaunteeeecennccececiheu ses latersuselosssccaseccacaneeele cnet ieaeeeeee ns ae eeetans aeea a 52 

VI. STRUCTURE OF THE SOP TW ARE viverra eres cece uc iccetuceeeecestctccees et at 54 
A. INHERENT PARALLELISM cinco eons cece 56 

B. TASKS, o.oo... 10: cacnstodoscnvendeesenconene se cas eee eee aetna eee eae ae ae eres 0 ee 58 

1. Start Up Process .....csccjccusecsaudasccus eeaeeeeeseeteeecotenecee Seeternae tenner cc tes sare aee tases net ae een 58 


DUDLEY KNOX LIBRARY 


NAVAL POSTGRADUATE SCHOO! 
MONTEREY CA 93943-5101 

PEO) sce CamD SPRL Oo dA A MEE TN en eek 8 ese s cos ch cacesisnacsceoescvosscvcecesseseeseecssdestensesensccsccncccsacodeccecssesss 65 
Ee LRA NEN MUDD NTL WRLC GRO cane tet e te ces 506250 <a <celscess oc'sckasenesaesscbsosaacessonsiseoierenesdesecsecsecesenscoenscesscesees 66 
SS CONE OIWA ANS Se MNCSR Lemna Manette re 5 ose Nees eNO ee oc 8oss.casesescsuseUtessadasssercsessssocserevcconarccessenses 67 
Sc CL TUN ae ere 0s sete T Fer coce yeas zaco tt oy ences oynnnercvesessasteccssassssssnssecccssesecerseccseesecsessene 68 
Bs COR ATA TNC TN ee eee cee ee seceeicc sees aac c-vereessoeccstesceacssondssessseesescuedl@litacsscccseseasesscoceesoess 71 
Se Ae GPW ory INES COUN CU ING oor ccetecnc..-scocnscsossenecocssosscennesttttecssssesoccocssconrssdeeseccesancsessnccecacusense 72 
MBNA ET PCC COS cn PALAU LOW eRe ean 0020 cov onnse a asnresnnceeunecsesese nse ccseeeeeseeWvosscenscuesscssacssssacceneccsecsersses 72 
PAPTOCESS SEQUENCING ANC S YNCHIOMIZAUION 2100t--...--0--02--..--n--0n-0n-2cdeeeeeenoas cosenscccsessccessessoscecccncncccence 74 
ed ieee ne ens ee cea se cacars ttre cesucssacecsessoousncdesesvesceasdaasnaceasesceerensseecesscecsoscccessaccens 76 
erm MNRTNNDO ML AMIDIVAIN A IVINS, sttee. 28s. -c-c.<02ccn-cs0secsecenassecesesssascecssesnssosccsscusessesovccersocersesecccosssssosecsscserecsesases 79 
RNR IIIS (0) INIIER OER er ee oety seca sco ceeeescecec ecu scecsssisenanessoscssedosseosscscascdvenselddeasosesccoscssoscersencrsees 79 
nee eA) PIN pee rtt a retest e PRN T Rc eta g ela a can scnccnscsccsscescoocss sconce noe sdelelusecoccsssesccseccercsccees 80 
SAME ICEL CS cores eee re EE es cosscsecencescnensccseaseceseedscessiossdacscubacarenscecsoersecse 80 
Pa ea REPO RN GND eer are nee ce Genesee ae se ssace <a qceceiseecceserteassovessosceessstccosees esses seccoeenses 80 
Seem NVOOE Dee ED MD ANBAN SSO A te Ch TIMES ESS eres se ctee ec caceecece:+-scscsessceasenerccscenconnsdecsonceceseetoscscecesencostscsese 80 
EF VITAINLICS 65 ASC CUE SINNUI CS reget ete tt tR ROUTING tls tascosctecocsnessecsooccescecsenconsesescssnsseseseecesseceseconnesaeeen &3 
Se SABE ON Ue eee Ce eee cots ec oc estcdia'csseesnaceacosteavedesnsccescvaceneseassncsesesosenss 84 
eee LISION DETECTION AND RESPONSE ..........:.........cse0cccssssensssesessvensosenesescessessessocsecsncrsenceses 86 
DP ete ES CAUT CC ONISTON cere reece scree coos cesar ccaes ess ose scesssecestensccosccenascsscnccsesacsesssenaseasscceccseroese 87 
Be ere VION ADOT ESI ecco eee a eerie es cteets se uts soca skeet ssesea0ssceeccsascesscccessccesceceesccessesacccerescbeaseesness 91 
NO eG AE reer occ Se eee e ace e crises Gonscecescassedeectceseaseseeeconssseee suaeesseaenensesscoseseces 95 
eS eee COIR TEL ACIOOIN 222---cecccccs<scceceresavoescessesacocecccasesseccsssecesceosssnenacnsossacensencescaesooseneees 97 
meer mL Per SEN OTIIRGS NOS NESIVL S «20 220ces-zozccc-2-ecc-cuscz-cnconseccavceacssocnncsssces sonssaneascvessceasensseceateceseoes 97 
Dim eA UTR rer I east tego eno oc eae odase eve as< es sdcalessaecs saneassesdeesecssseessesesaseusssecedeices casscoeccssessee 98 
Pepemnre bs WDE Ne ALANINE CALC) ee acco aa a- a 02-2 cc<-be2cacese+soezseucdevesréesceaoacsarsoocensensensesseescbearacsedescsereensscseesses 98 
SB Elk Pe TCP MTEC ENG OU IGE RESID MISC cog ee. ccccecec oc 2-oc-evedsrecedcsedesassossusesessseaveassesesevcscsseaassceascosssaecasssencasones 99 
Blas a LeC Naa a UN Soa reer ety cee yet casesisceaeccd<qaussoscccascescnassssedssccessescenesocuevessoeancceasisdsaceonses 100 
Seam rnaI LEBEN COVES BYES MEN oc gee gece ego ec es ons ce avez ssc cusscnsese sa'essoseosoocsesnatcnsdsnsceonsseassstueasoeseanssuseanssesons 10] 
BolT Mi GaNe Lie EO nk core cl esac sere coc tu cesasns oc sciinsseseescceseaessscchsnsecesacacesabancestece 102 
ea SOP VIM CR: TIE TIAN OTR a eo crea es oe sees e sconce n-ccacesvesediaeucteeccoisacsssnenscossescsvsoscenceasederese 103 
SI tel PCL aE ae RAM TET Tata ooncce ca sea dh Cs iayansassssdaseaesssseedseess ovesscoscoasoscecdssoosssoassenansansesess 105 
UU sda ey 8) FOP OREN LO INV Gte ters sa seen ee eee eee oe rede s ec ieeaec os és asencecseccevecedscsessceceseasoseessesesascenssscscasnessacessosesass 105 
Bae it Wea nO Perea eeg Gee ett ere co ocas<cusaaescoddecusesdécnucccsseuccvessensoeacecsenscessessscedsoesess 106 
eB NIN oy PE BE Dec cs tree sccsgeaecsar see casnessseees-ssoenssesahessseneseasssncssceseenassecsssascacsssescceensosrosvesconancesseces 108 
Se eit OIOTE WIAINAGEIMIEIN fo ccceeceecccececcscesnscscesecessssosascccesoscecesescsssenccecseesecosessessessoscsoessenss 109 
DO rive Ve De eM OM occ soe cc ee eceeeenae ca ccaact-secaescecceassonsassccencessensocvseccosassesosessssonsoonsoose 109 
mM eet IME | eel OMe rales reece ser ces sre Gee ssa sas keodsouen'sadav cue saescossesavsccessececoverccereecstecooncesteres 111 
iy is el remnenneens Snee eee Pee onc ce ce tac tacdacdsesecasdtdsicessasecdcessesssooeesessoessovedecassuesss 112 
Bin a ge ed Nd eens eos asne ss 5h coos esadsceceseaecossq<canteecenscesecosascuedesssoancscesesecse 112 
Bis Mie RNID > gd OCA A EA eR OEE ese cece caine ces cca acses20-oda<vosdassecbosses conse sancocescasesssosseessessccosecscocsse 113 
Peete ye PaO) Fe aN SE LOIN oo ccccscscaescssc-sescsesssossacussssenssecssoesessosssooccorscesdacsevecsssendensonssoceocacess 115 
BREST ae ea ane ee eee coho roe veuisa cezss Gacssscossasssssetessssedeceesevsescacecciscsenececeoeesesdeasence 116 
eam YI PRN Nang eee EEE rte cee aasceSnnscasecct<secesseuesessencedassseesecedoseesseceseeeaseenses 117 
a. Multiple Resolution Terrain Selection ...............ccccscsssssssssscsesssssesscccncasccssesseccressssecceresscssens 119 
b. Placement of Icons on Multiple Resolution Terrain .............ssssscsssesecceecercneeeeneeeeseeseeeenees 120 
ee EOI OBC LEI ce eRe etal cadss ui 4icssteeaestesssecenscsseesorsise<accececesscsccassoceseeanstsscwadaveses 121 
ONS TCA OS NN Nk CE VAI NNN eter oe ce spe ceee eee eaeecescceuecsasotesesesecessseennss snes osceoeooeesonoscevescncsscosccesencceuscessucnan 123 
Bae BF GUE A EIN EN peters eet cance aces cyee ceueccessacacsacsaeossecercseceasossveresesenacseceseesstessncvecessssaccenaees 123 
a NO 0) ema ao ooo eae eee aes eaass (acess sécecccssanaccrcnsnnceenecesssvessssocoossccosessenraseoseecesesearece 125 
Pau CoG Or Were Dirk ek to EA Need een me snes cee See gc acee se eee nseaoecssccessecsoaeenosecssooensseeccdaseseoeareoncnesecasses 125 
OND Um y | ANTENNA Bl ee mean eee nonce nsec cc seers sateseneseneesacdsccteseseoscecaoncsnsseenrcncsesevensneensedeseeens 126 


3. Entity Maintenance. .....5...c0c.ccccessesseeeccesconcesnacasceoesen teaeeeee steeverceeesteenete te: aeeanetataanann tate eeetaae eam 126 


C. DEAD RECKONING ea....0c0:sssssss0es0ess0ssacese0censncecnererscccedsessscccececsiecscetee cht ta: st taaaaaaEaamemenene aeeeeceey ame 127 

D. STANDARD PROTOCOL INTEGRA TION ores. eo iocccee es ceenn ccc cess cece cee ee ance eee 129 

FE. EXPERIMENTAL RESULTS cin ciiisiicccccccdescesstteve tenes teste tttte cus ssa sessoccuscovecs cas eeeenneee tte. cece 132 

X1. CONCLUSIONS .....sceccccoccdusscsssoassconssssnocvvchoscvocssesoceetocsesttte tere cesioesydtete ett imtmeetee st eetet tes ttinm=ma= == == 134 
A. LIMITATIONS OF WORK. oi.isccccccceseccse0ssosesccsscsssacsocusonsecdueeteeseneteseeerteeneeeees <2 -eeeaenEs neees ee 134 

B. VALIDATION OF WORK. .c.csccccec0lsci0ecese.c0n0itsce sas caccsoseseesheeneeseererse<ece-c -eeeeneeete ane ee ee 135 

1. Tomorrow’s Realities Gallery, SIGGRAPH ‘91 0.0.0... eceseccececsseccceecccecessececnsecescesecessseesenes 135 

Z. LRAIOUS Pursuit ...ciicoclecccsvenecocescéelvecsescacccocenessdcsesceoscvecdeueeteeeesscueeseeesenevey savere et meen eee eae 136 

C. CONTRIBUTIONS a. cvssiccicccsotcccessececssvacesossocosscooscsncoscesccsescccdearecssosssececeeceteeetmeneeeetetee tee eaaa=naan mann 137 

D. FUTURE WORK ..5525500.25, Roccicccsecvessosescteccecccsssadeesacss te cseseuecsessscseeeseseesdssc1e oe nee ene ee 138 

EB. FINAL COMMENT 02...00cscscccccsccocescecacadaconssscoccteceesececedoesverececeoseveeeeccecs coe sseee se tnntneete ate tnCee naam 140 
LIST OF REFERENCES .......0céccecscces occcscesessecessecesuucccececsessooscaceecossesaceecesuscevecceee sree oo eee Rea a 141 
INITIAL DISTRIBUTION LIST oocccc......20622.2:.0000s000-c00seccsscsseecsossssesssssecacseeess sc <Uuuanre =cmmmn—n oe 147 


vi 


Table IL: 
Table 2: 
Table 3: 
Table 4: 
Table 5S: 
Table 6: 
Table 7: 
Table 8: 
Table 9: 


LIST OF TABLES 


WIS ANCE PRAY BICED PER ERA ME ............:.....ccneeeeeet UNI a ss ccansncceaceesovascoeccssscosseceses oy 
Bi MOO Noa NES OEINE, VERSUS PNAIME RATE. .2riiiiiil.....c.ccccccesesecceseseseosessesesnccacssansesenzenes 30 
DISTRIBUTION OF OBJECTS IN THE FORT HUNTER-LIGGETT TERRAIN DATABASE 30 
BP TRIN Ley a uty a anc o nce c cnn ccnnce sn nnaoctbeee nate ie ba wncecnconaselttnecasessesncsssssessesencscccececnscoenans 48 
LEVELS OF CONTROL FOR NON-DYNAMICS CONTROLLED ENTITIES ......00.....0.2...... 80 
ENTITY / OBJECT COLLISION RESOLUTION BY ENTITY SPEE@....00... ee eecseeeeeees 90 
SCRIPT PARAMETERS GENERATED FROM SELECTED PATH ...............cssecsssssseecenseeceeees 104 
NUMBER OF POLYGONS IN DIFFERENT TERRAIN LOD CONFIGURATIONS .............. 118 
DEAD RECKONING THRESHOLDS AND COMPUTATIONAL LOAD... cccteeeeee 127 


Vil 


Figure 1. 
Figure 2. 
Figure 3. 
Figure 5. 
Figure 4. 
Figure 6. 
Figure 7. 
Figure 8. 
Figure 9. 


Figure 10. 
Figure 11. 
Figure 12. 
Figure 13. 
Figure 14. 
Figure 15. 
Figure 16. 
Figure 17. 
Figure 18. 
Figure 19. 
Figure 20. 
Figure 21. 
Figure 22. 
Figure 23. 
Figure 24. 
Figure 25. 
Figure 26. 
Figure 27. 
Figure 28. 
Figure 29. 
Figure 30. 
Figure 31. 
Figure 32. 
Figure 33. 
Figure 34. 
Figure 35. 
Figure 36. 
Figure 37. 
Figure 38. 
Figure 39. 
Figure 40. 
Figure 41. 
Figure 42. 
Figure 43. 
Figure 44. 
Figure 45. 


LIST OF FIGURES 


Process Interconmection .......950326si0ciiccsoetceececewee eee tenes eee terenk coon ee re ee 1 
SIMNET Node Architecture «....<ccsccseseceseresnseueecressanmectn teres se oem acu nea an 20 
SIMNET Network .........secciscosovssssnsnstesseacsugsedetbeensssasecesmiteteves.  .eueneeanilires<: «antler «tages aeaaaamn 20 
Annotated NPSNET Screen ........ccc:scoccserecoosscuosocossnevteeeteeetecisiasss:ssecoeceerene sy mune = enna 24 
NPSNET Comtrolls ....ccccscceestecseese sec cencaueues see eee eta ne tenet tee eee ea canes gu emeeaene tes ea 25 
NPSNET Werld Coordinate System <..........:.scscsscacesssssssoessesessessounueesss Gugig es seyuue ete =e ean 28 
NPSNET Body Coordinate System... -.....:<-.:c.ccececssese:+sosessso+oses0ss e¥iites 1s semaine 29 
Quadtree Method of Subdivision s..csc.c..5...cccsceseccocscscectensesesses ccssdececceseossereteceetre+caune: cea 31 
Gridded Terrain Database Subdivision ................:sccccecesssssscccecessesssceeeccsensceescees senses seseesesees 32 
Database Partitioning by Object Type......:........cssscssccscscessceaceceeaceoseveceesrsecssdedeontsceseese eee 32 
Terrain Database as an Quadtree Grid. .......:..cccossnssecsssescssssessesovenscscensesen sous cossesasoesescustenyeneneen 33 
Database Terminolory......ssecssscossssossssssoscsscovesscsssceasceaneesevesscrest sa ccsseceetese tere sete tes atm 34 
Construction of Elevation Grid from Unevenly Spaced Points.................sessssssscesseescnsereces 35 
Construction of T-Mesh Terrain ..........-0.2-sccsessessesesssesecer-oresonsearcessoeseve-ene=e-ecsar esses oem 36 
Decomposition of a Lake into the Component Poly go .................sccccsssssrsessesssesesoreeseesees 37 
Construction of a Road Poly Goms ........<.c<s:ssesessoseceswscneoossecessasesesesseenscoscosssosbeuss sities ae 38 
Construction of Texture Coordinate for Road Polygoms ..................sscccssssssssccssscccescerecerenees 39 
Terrain Priority Numbering «......0:....<..0ccsscsessessoocceevsasevercuresssvoncevevarcercrsoseeceprsse ee tt aaa 39 
Dynamic Entity Definition File ............cc.sccsssesessseecsssssceseessssessaceesnes osvesssedesoarssuiessseleeaen 40 
Sample of an OFF Model Fille .........::s:00sscssscsessscesedscensssennesscascessseserosssseseucnenecsssenesi es smammamam 41 
Sample ANIM Fille scccsss...ssscsecsssonssscectsvesesesesencsssios uss scceueecerenststclsccceesteneesee ts oot eee ee 42 
Generation Of Elevations «..:i.t:....ccscsssssssvsescensesacessegseeseececensnessnesssecessseveguensrativi: a tata 43 
Effects of Multiple Resolutions on Object Placement.................. ce secessscoconse corer cecsssssccsoss ees 43 
Correction of Gap Created by Placing Icons on Large Slopes ...............ccsssseccecessssssereeeeeees 44 
Computation of On Ground Pitch and Roll... escsssssrcccssssssererscsssosersersesssnsenecscesssees 45 
Terrain Node Strictiie ....050.:..ccsececssechesecsasecssssssessececccessscacseesuscssceceesesteee (saree eee enna 46 
Determination of the Placement of Crater ..................scsessscccsssccoscesccecsessssccescesnseseecessseneees 47 
Relationships and Terms Used in Terrain Paging ................sccccsssssscsesesececssenaceesesenseneecessears 49 
Quadtree File Structure Used for Terrain Paging .................c.s:scscscssecscesssccscsncssscceserssssrerens 52 
Bounding Box Used for Terrain Paging ..............0scscessesssscssesessnscasnsassossoesesscecassescesesesuentme 53 
Active Area, Before and After Terraim Paging ..............csccsssescsssssssresessoveseroseesecsess sa sasseenninin 53 
Conceptual Sequencing of the Processes ..........ccss:csessosssseoscscsecaessestensesescsssoearsseaeeenseeeeneeee 54 
First Level Parallelizatont <s:c.0..0...ccss.0sseosesnoesesccesadeasoatcear ess ceseusecauenterseeeetet tees team teem 57 
Second Level Parallelization ...........seserssoorsbersnsecavesseveseporsesucenevecssatdeatenveceneenitetent |= + ==atammnnmm 58 
Start Up Process FumctiOns ........::<:c<0.<-0s0ss-seescssseoscescossaceasestroscaccsssssnaceseeer secs seeeseees ieee 59 
Terrain Configuration, File .......<..2...21.c0c05.scscsseseosssveascsesssecesoosseecencescerse, etree ss sss t eee een 61 
Memory Mapping the Elevation File ....................cccccsssssescrsecsecceccccececceessscersesecssseesececeseeseoes 61 
Allocation of Database Specific Sized Drawing Buffers ................ccccssccssscsssrsreeceneescsessneeess 62 
Material Cross Reference Fille ........:....::<::esesescsscecscecesces-sseree seeuceeeese-oeerereesceeaisces oan 63 
Map Centering Algorithm ...........<:<...ssessessenevesesessensesuavooueusssavevessceesserereourettperetcssei tesa 64 
Construction of Grey Scale Elevation Shades .....0.............:ccccscccscsccceceresessstsscerecseceesssssseseses 65 
System Quetle Filter vi.c.c..ccsecceevcseovseecs'encesecuseesndeosasescseescusedcdeceueccenssc teas tteemeamreaad i= set atta 67 
Display Buffer Data Structure «.........0<seseossssssceesserecsececseseonses se soanstiecdesscimeteares:¢atas.-5naan 69 
The Scene Management and Drawing Process Data FIOW...............cccssssrsccssersrcetecscsesserereces 69 
The Four Phases of Rendering Traversals...............:ccccccccsssssssscecsssssccccecesseccesessaneeccceececesseess 70 


Vill 


Figure 46. 
Figure 47. 
Figure 48. 
Figure 49. 
Figure 50. 
Figure 51. 
Figure 52. 
Figure 53. 
Figure 54. 
Figure 55. 
Figure 56. 
Figure 57. 
Figure 58. 
Figure 59. 
Figure 60. 
Figure 61. 
Figure 62. 
Figure 63. 
Figure 64. 
Figure 65. 
Figure 66. 
Figure 67. 
Figure 68. 
Figure 69. 
Figure 70. 
Figure 71. 
Figure 72. 
Figure 73. 
Figure 74. 
Figure 75. 
Figure 76. 
Figure 77. 
Figure 78. 
Figure 79. 
Figure 80. 
Figure 81. 
Figure 82. 
Figure 83. 
Figure 84. 
Figure 85. 
Figure 86. 
Figure 87. 
Figure 88. 
Figure 89. 
Figure 90. 
Figure 91. 
Figure 92. 
Figure 93. 


Pe COTATI RE COTO PR COLACLIEG) PSINTDOALGS 22cceccccceccceeaeescsssscososcecesesssccosssocccoscavcccnsosessesesosccecocesecscccces 7] 


PETNNIN igh MUTA CCCI CESS MALAI OW S220 0. c.ca. ksssrdccecesaccecsssvasedarestnesccassocecssesccsecscsessecesessceasccesesss 73 
Semaphore Synchronization of Filling Buffers ..................:ccsccssccsssecseseecsseecececsesssscesseeeees el, 
Semaphore Synchronization of Drawing Buffers .................:.c:csssssesseescecesescesesceceecenssessscones 78 
Sea Entity Motion / State Vector Relationship. ..............eecsesecessceeseecessccesescessececenseseeeseeees 81 
Use of Polygon Normal to Determine Pitch and Roll ................cccccccesseeeceeseeecessssececeese caves 82 
Use of Projected Point to Determine Pitch and Rollo... eee ceeseecceceneececcesnecessseeeecens 82 
Bone cared OMNPACWEd ¥ CICLO cree sccr cc. -...-....-.0..0.00.20ceresceaccnssvacasncsescnorssecesessrescesesstes 84 
Boy Free leimey Canis le mlrInii le erenereyteeerragers cczccoces Sermtee tees t esse stece cee tcelsticucesccsscccccscleseceesececesocceese 85 
ONT ah Ces ETAT al TL CNS S ae ono co cea c scones se gessucsciseedesesesassossecustececoseneesosesesoesesoesce 86 
PAGS ALC AG CMTC EAIBIOE COM ISEONS 200110, oo. ety ier is tiaesnsesdevasais-snesasossscassesecesssoccsansasccnnasesencceees 88 
SAN ENCRIVLS OMRON NA) Ol COC EIN ce soeee. costo eos Sees =o. .csseeccsacssaceraceonncasdlasnessesecessseseseconasssonssecs 89 
Bounding Cylinder Vs. Bounding Sphere ..................:.cssccessscssessseccessecensseccssceceessscesnseeeeees 90 
Fast Moving Entity Collision Volume: ..ciirioor....ccccccccscecsoanenssvocccorcesssnensonsccssenonscsesessssces sees 91 
First Level Distance Based WolliSion GRECK ............:...0.0-00sessessssnesssnsnascosscsonacesces sncesenossnnsess 92 
Collision Detection Using Bounding Spheres ..................:cccccssssessssoserssessecssscereccesessccesseerees 93 
Ray Casting to Determine Collision Point For Entity A .0.............csssssccssccssssccscssensseceeeees 93 
Reay intersection Distance Collision, Test <.220cccecececeaceeereccveseeececvecrcsccvsccccccsoscssssesenersonasoeceese 94 
SS OUNSICNT KROSOlUULOM IN POOTMLIITIN s 5. ccctetvrececsecdsacccs.:cessccssteccasseeesccescssassssecsecsecssoscesescsecsasccssens 94 
Graphical Representation of Collision Resolution Algorithm .....................cccssssssssseeeeeseees 95 
Gillie ime ollistoms RES OMICIOM oc 2.2. ctetee.--- eee s deeeee ses sa oesessscnece snensonsensocseancscncesercsocesescesssaveses 96 
Graphic Representing of Zig-Zag Behavior .................sscccssssssosssessscecenscsecesssscssesssnsseeesorcesees 98 
Algorithmic Representation of Zig-Zag Behaviot................ccccssssssssesscessccesesesceaceeneecenseseees 99 
egeroiithic World BONAVION c0. 2.2. .ccccccnsccnes dec cectscconsecccsdrelot sacvocesssdclesaccsosseeceeeecacetevessela@me 100 
PPI EB CSOT SE a ered cys <u soesca.cscese 150 hereeeeneene MMMM SOURED ss odo; eNaaysdocesiseses sine seoenscubberss 101 
BUN a iek MIN IN SONI ooo ceo ois. s<-cnennncazcnsanscasencasaesosansansdsecececctiiccselvatcsudassivsssceesscodenes 103 
Be HaTI ECE AUIMIEA VOU se ooracenttrter scares acccantemensttrerecuncetenti eres sre TRMMi soa+ 5 osdihidb os igaivinn o daluayon sdghigeasesseees 105 
Sh ce reg Od aN vm MeV CONN EN MN ao o2 25 Sao as de sccscece scan ea vatevcéeeecesecnctvsaensseoeeencctseecacsensene 106 
NERV Te vMTUISCUIN pc scsstre cists ccseltetsesssoussasdedsasscvssortttte scat eeteemt csr ett asset fe sna os uate 108 
View Volume and Volume Passed to Renderer ................:ccscccsssssrcoccscsscscescceecccssssscsseesceees 110 
Construction of View Triangle .....................00 sslustinoas sinsassiedeseccasazctemtcas ett s:-cete asst ee 111 
REPRESS UAT ES OLIN ONG ey seers iy toe ceases soc csccestsccs TMM caseesessaccoeacdiQHWWWicersesesaessosserseeee 112 
BD A OAT EGE CEN CILLA ened 2 occ cn nnn ce Sbwcnnceee ooeeveuncncebabubedosesscocaceceedaceneees 113 
CC UOM IR CASINO UNC PICIG OI VICW cccetssaerseerattrtttettttr: .icc.asaseeseeterssesatssertes sdssessastecssseee 114 
Perspective Projection’s Effect on Apparent SiZe ...............ccscessssscecsscecsecesscesecsessrsesseoes 115 
Te NC) en eet ERAN So aps ceases MNS Lint EUs cauive veangse est eessauescesoasesesseuceeseetiososeses sess 116 
Effect of Differing Outlines on Model Switching ..............:ccscssscceseseesecessecseeessessseseseeesees 117 
BB Wacoal CARES A CRATN 2 tate os va oven cece tassatucecssocenvsosssccceencesccsscssescvssovescvnesiscsessosooescs 118 
MerrAINNIeeVCN OL DCLAlOn Ue POT airs: ccc sce cye29rt 2,0) !oeves<ccccnascasoddeasnesedstacdecuscbwosescseestdes 119 
Rema POD Se lectiony Al SOritimge ec... <..---ccscass sn -cos-caseesacevnssecsscosceansctecsesensessecceussesesneresis 120 
Pea taCo by RCo TGR ECS GAP) ox.22, vo nccoe ss .2s<eeuseceesser<casveesecesseascenccerccsseseereseassecenseeceareoseees 121 
Terrain Resolution Array and Elevation Determimation.....................csscssceecesssssrecsssoseooeee n22 
Meta AIRING (MV COERGILATISCSS .05<<5200000.000-2+-se~sesecta te sstnscnsns<osuecéaecensoonscssasesecsvsccesesconessones cosets 124 
SAMMI GOmHaaIsrOl INE SINE 1. IMCSGMCS <2.000000.:.00r00teevaresrseet se scores sooseretencesnpcorocee eecosecseasceens 126 
Error Based Dead Reckoning and Actual Paths ...................-ssccsssecssesceccsssssecesensssssssccsnneeees 128 
FECES ITO DEON: © ONTECUON VICIOUS -...-<....2cccc-cesessecs cc csseserenssssntescusessesessesacsesevsanaccansescasscess 130 
Network Harness Showing Protocol Comverter ...............ccssssseserssessnscececeesecceeseeesonseeessecees 131 
PRR tee RM UTM S S SIMESCUMINS ccc ce cocoa ncec oe ccaceoncza-s-cn-ennnacecvenscnacceenosssesadsdcocooscossoveoncocsers 131 


ACKNOWLEDGMENTS 


There are many people who deserve a tremendous amount of thanks and credit for their help along the 
way. If 1 was to thank each and every one of them this section would be longer than the body of the disserta- 
tion. So, if I left you out please forgive me. A few people deserve a special mention. First and foremost Dr. 
Mike Zyda, my committee chairman, dissertation supervisor, mentor, co-PI, confidant, and friend. If it wasn’t 
for him and Dr. Robert McGhee taking a chance on me I never would have had the opportunity to come back 
to the school. The members of my Doctoral Committee, Dr. Man-Tak Shing, Dr. Yuh-Jeng Lee, Dr. Hershel 
Loomis, and Dr. Richard Franke for letting me do this m my own manner. 

Our sponsors, Maj. Dave Neyland, Mr. George Lukes, Mr. Stanley Goodman, LtCol. Michael Proctor, 
and many others who saw the value in what we were doing and allowed us to continue on with our work with 
world class facilities. The PES-Team at Space Applications Corporation, Karren Darone, Bob Bolluyt, 
Sophia Constantine, Chanta Quillen, and Vikki Fernandez, all have my deepest thanks for letting me sit in 
their offices for three months to start writing this puppy. 

All the students who submitted themselves to do a masters with me and as a result found out the late 
nights computer geeks pull deserve more credit and thanks than I could ever give them. Hopefully, they 
learned something along the way. 

There is a group of people who have helped me and put up with me and done almost anything I asked 
them to with promptness and professionalism, the Departmental Technical Staff. Walter Landaker kept the 
hardware running whenever it was humanly possible. How Rosalie Johnson put up with my constant requests 
for system support is beyond me. Terry Williams and Hank Hankins bought just about anything I wanted. 
Last but not least, Hollis Berry. The Sergeant Major was always ready and willing to put me on a airplane 
with a moment’s notice. Not only could I have not finished this without the help of these and the rest of the 
wonderful people on the Technical Staff, but nobody could do any work at all. 

And finally, on a personal note, two people have my everlasting thanks. Sue West who was there for 
the first part whenever I needed to talk and had nothing but faith in my abilities to complete this program. 
Shirley Isakari who has my love and respect for showing me there is more to life than work, even for us “Type 
A” people. Even if Mike sent her. 


[. INTRODUCTION 


A. INTRODUCTION 


Much has been wnitten of the promise of virtual worlds (VW) technology. However, very little has been 
published on the implementation of such systems. And what has been published has shown a remarkable en- 
amoration with the hardware and not with the enabling software. This dissertation deals almost exclusively 
with the software aspects of a VW system developed at the Department of Computer Science, Naval Post- 
graduate School (NPS). We have named this system the Naval Postgraduate School’s Networked Simulator 
ot NPSNET for short [ZYDA91AHZYDA92]. 

In NPSNET, we have identified some of the salient characteristics and challenges faced in the construc- 
tion and management of VW systems. On identifying these characteristics, we were able to construct a frame- 


work which we have successfully used as a test bed for exploration of our ideas and proposed solutions. These 


ideas have included, but are not limited to, network management, dynamic terrain!, vehicle dynamics, paging 
terrain databases, and terrain database construction. 

There 1s a considerable amount of publication on VWs in both the popular and academic press lately. It 
has gotten difficult to open up a magazine without an article on or advertisement for a VW system. VW sys- 
tems are also known as Virtual Reality (VR), Artificial Reality, Synthetic Environments, Cyberspace, or 
Real-time Interactive Three Dimensional Computer Graphics [RHEI91]. Several of these terms have come to 
have a negative connotation due to their over use and hype. Almost every program that uses computer graph- 
ics Claims to be a VW system, usually by a marketing person trying to hype the system. With articles in the 
popular press warming us of the sociological implications of VW systems and the hype from the marketing 
force, VW is in real danger of becoming the Artificial Intelligence (AID) of the 90’s. Much like AI, the field is 
in its infancy. The ground breaking work has been done and many people can see the potential, but major 


work still has to be accomplished. One crucial component is the integration of and documentation of the com- 


1. In this dissertation terrain and terrain database are meant to include all fixed entities. This 
includes cultural features, such as buildings, roads, and bridges, as well as vegetation, such as trees, 
crops, ground cover. 


ponent processes of a sample implementation. That 1s the main thrust of this dissertation, how a virtual world 


system can be constructed on a low cost commercially available graphics workstation. 


B. DEFINITION OF VIRTUAL WORLDS 


Before we go much further, we need to establish a good working definition of what a VW is and what 
it is not. There are a myriad of definitions depending on where you look and what the author wants to convey. 
Each of the texts, [BENE92], [GELE91], [HAMI91], [HELS90], [RHEI91] and [KRUG91], has its own 
slight twist on it. Even a Senate hearing, [USS91], and a business survey, [MILL92], have failed to come up 
with a universally accepted definition. But there are some common elements in all of them. In the paper that 
first hypothesized about VW, Ivan Sutherland calls the ultimate display one that provides us with an interac- 
tive window on the world [S UTH65]. That captures the fundamental and accepted aspects of a VW. It is a 
world transposed in time or space, either real or umagined, that the user can interact with in real-time. 

Humans are cultural creatures; we live and function best in a populated environment. We look around 
and see things, the players” in the world. When we interact with these players, they exhibit some degree of 
autonomy, they react to the environmental stimuli. Different types of players respond in different ways to the 
stimuli. Assume we are approaching an icon in the VW. If it is a wall, it will just stay there and prevent our 
movement. If it 1s an icon representing a small furry creature, it might scurry away. The world that we live in 
is not just made up of static objects, such as the wall, but also, and perhaps more importantly, of a collection 
of the players we encounter, the small furry creatures. Together the wall and the creature, and all the other 
objects, make up the population of the VW. 

The physical properties of the real world can be ngorously applied and be the main reason for the 
world’s existence, as in [LEVI92] and [BROO9O]. Or reality can be fanciful and real physics has no bearing 
on the design or interaction, as in [BUTT92] and many of the worlds constructed by VPL. The interaction 
with the world can be accomplished on several different levels, but the key is to immerse the user in the world 
so that the user 1s literally sucked into the experience. Some believe that in order to immerse the user in a VW 
system you need to have a Helmet Mounted Display (HMD) and a DataGlove. Others, the author included, 
contend that it can be done by reading a good book with some imagination. While the book may give the user 

2. Throughout this dissertation, we use the term player to mean any entity capable of interaction in 
the virtual world. This entity may be a real person interacting with the system locally or via a net- 
work or a computer controlled thing used to populate the world. The term user 1s reserved exclu- 


sively for the human player. Ideally, there should be no apparent distinction between the two, sort 
of a VW Turing test. 


a sense of presence, it fails miserably in the interaction axis. Zeltzer has developed an Autonomy-Interaction- 
Presence cube that places VW at the (1,1,1), maximum along each of the axes [ZELT92]. 

In summary, a VW system can be characterized by being a bidirectional, highly interactive populated 
world transposed in time or space and the physical rules that govern the real world may or may not apply. 
NPSNET has not solved all the issues in developing a complete VW, but we have made significant strides in 


that direction. 


C. OVERVIEW OF PROBLEM 

The state of the art in VW is limited to a few simple players with simple interaction in a simplistic world. 
Very often, it is a single user flying around and the only thing he can do 1s look at the world. The interactivity 
in that type of system 1s only slightly higher than reading a book. The systems that do support multiple users 
use expensive special purpose hardware and software. This hardware and software is unavailable to all except 
a few select military projects. 

The problem then becomes how can a VW be created and maintained’. The literature has a few exam- 
ples of how the hardware components can be connected to build such a system, or how to use commercial 
software to construct limited worlds but in both cases, the enabling software is skimmed over or hypothesized 
[BENE92] [GELE91] [HAMI91} [HELS90] [RHEI91}] [KRUG91]. Likewise, there is an abundance of re- 
search on how to do a small component in isolation [BADL91] [ZELT89B] [BROO88]. What 1s lacking is 
some unifying methodology to connect all the various parts together into a single coherent virtual world, sort 
of a Stephen Hawking of Virtual Worlds. That is the goal of this dissertation, to build and document a highly 
interactive, extensible virtual world. In order to do this, the component research and the overview documents 


have to be merged into a single working system. 


D. GOALS AND MOTIVATION 


As with all research, this project has certain motivations and goals behind it. In this section we briefly 


discuss some of the goals of the research and our motivation for those goals. 


1. Goals Of Research 


Our goals for this research were simple: 


3. As the user interacts with the VW, certain portions of the world can change. An example of this 1s 
the addition of a crater where a missile hit. The maintenance of the VW is the management of the 
modification of the VW database that occur at run-time, such as the placement of the crater. 


Build and operate a complex and highly populated virtual world. 
Construct a modular framework for interaction with the virtual world. 
Provide multiple user interaction in the shared virtual world. 

Use commercially available graphics workstations as the world generator. 


As it tums out in many cases, goals that are simple tend to be over simplifications. The first goal 
required that we have many players in the world each doing their own thing, but interacting with the other 
players. It also required that there be a multitude of interaction capabilities and a complex environmental da- 
tabase or playing field. To a large extent, the second goal was contradictory with the rapid fulfillment of the 
first. It is much harder to develop an efficient generic framework than it is to solve a particular instance. But 
we knew that this system was going to be used for many different purposes, so it had to be modular and flex- 
ible. The third goal was that of providing a mechanism where more than one user could interact in a shared 
data space. This required the actions of one user to be visible to the other users and have them affect the shared 
world equally. The rationale for this was that humans are social creatures and we enjoy interacting with each 
other, via whatever medium. The goal of using commercially available workstations required the develop- 
ment of quite a few of the routines that high-end flight simulation systems have embedded in hardware. Such 
systems are documented only in internal, corporate proprietary reports that are not generally available. By the 
same token, the embedding of the routines in hardware limits the flexibility of the systems. Such hidden and 


task specific work does not contribute to the general development of accessible VWs. 


2. Motivation 

The goals of this research are noble, but they are well motivated by what we perceive as funda- 
mental requirements. The first and foremost motivation was to lower the cost of entry into a multi-player en- 
vironment. In 1991, the price of a virtual world system was estimated at approximately $250,000 [USS91]. 
Other systems ranged in price upwards of $350,000 for a SIMNET network node [IDA90]. Clearly, this is 
not the price that many institutions, much less private individuals could afford. By using commercially avail- 
able workstations, in this case the Silicon Graphics Inc. (SGI) IRIS 4D line, the cost of hardware development 
is amortized over the mass market, rather than limited to a few special projects. Also, it is in the vendor’s best 
interest to contmue the hardware development to ensure its competitive position in the market place. This 
frees us up from the role of hardware developer and allows us to focus on the enabling software. 

It has been well documented that humans are three dimensional (3D) visual creatures. Fred Brooks 
and Tom Furness have proven over and over during their careers that users understand better and are able to 


grasp new concepts better when they are presented in 3D [BROO88][USS91]. Combat 1s, by its very nature, 


three dimensional. Both sides are constantly looking to use the terrain to their advantage and to deny any ad- 
vantage to the enemy. In order to gain a better understanding of the terrain where a battle will be fought, it is 
standard practice to build a small 3D sand table of the terrain to aid in the visualization. However, due to the 
processing requirements, most of the Constructive Combat Models (Janus and BBS for example) are strictly 
two dimensional (2D) [TITA93] {CECO90]. The lack of a 3D representation of the terrain has lead to some 
obvious tactical errors when scenarios are being set up. This in turn, has lead to the discounting of some of 
the simulations results. Also, certain physical impossibilities, such as the physical colocation of two entities, 
are not even considered by the model. If the scenario designers had a 3D representation of the terrain available 
to them during the construction of the engagement, they could place the entities in more realistic locations. 
[GARV88] and [KRAU91] proved that VWs can serve as a valuable training and research and de- 
velopment tool. However, this is only true if the students and the developers can get access to the VW systems 
in a timely and cost effective manner. This historically has not been the case. There have been only a few 
expensive systems which have been available and these systems have been dedicated to particular applica- 
tions. In order to increase the benefit of VWs, the systems themselves must become more pervasive. In this 
era of shrinking dollar, this will only happen if the systems are inexpensive and flexible enough for the users 
to procure. After all, if the training and testing equipment is not cost effective it makes no sense to do it. 
Finally, we have seen a lot of good research going on without a true sense of the bigger picture. 
Brooks’s view of the computer scientist as a toolsmith is a valid one [BROO88]. There is no way that some- 
thing can be constructed until the tools have been built. Yet there is a time when you must shift the emphasis 
from building the tools and start construction of the major system. Many of the components of VWs are al- 


ready here, or being worked on. It is time now to start the construction of a meaningful VW. 


E. PROBLEM DOMAIN BACKGROUND 


The focus of this dissertation has been on the iterative development of a flexible and expandable VW 
test-bed. A ground combat world was chosen as a test-bed system for the following reasons: 


Highly Interactive World -- both User / Computer and User / User Interaction 

Populated Environment — both Moving Vehicles and Static Objects 

Demanding Graphical Requirements 

Dynamic Database Requirements 

Available Terrain/Object Databases 

Real World Application with Large Amount of Subject Area Expertise Available Locally 


Ground combat is the action of bringing two or more opposing land based armed units together for an 


engagement where one side tries to destroy the other. The armed units can be as simple as a single individual 


or as complex as a full fledged corps, in excess of 100,000 men and vehicles. Combat by its very nature 1s 
highly interactive. Each side is constantly trying to maneuver into a position of advantage over the other while 
expending a minimum amount of resources. As such, the units are forced to react to each other and to the 
underlying terrain. When the engagement becomes computerized, the users are forced to interact with the 
computer that acts as a mediator in the engagements. In addition to its role as mediator, the computer 1s also 
responsible for modeling the world state and ensuring only valid actions take place. It is this interaction that 
forces Zeltzer’s Interaction point value close to one. 

With the exception of a few types of engagements, such as sniper fire, most of the engagements have 
multiple players on each side. The number of players in the engagement demands the system to be well pop- 
ulated. Yet, very often the resources are not available for each player to be controlled by a human controller. 
As such, autonomous players controlled by the computer must be introduced into the VW. These players 
should behave in a manner consistent with their manned counterparts. One of the many interesting aspects of 
ground combat is that not only do the vehicles, or dynamic players, interact with each other but with the static 
entities on the database as well. The static entities include things like buildings, trees, etc. These are things 
that do not move during the course of an engagement but might undergo a change of state and can influence 
the outcome of an engagement. For example, a building might block the line-of-sight between two players 
until it is destroyed at which time the two players can then interact. Thus, there has to be a high level of au- 
tonomy in the computer controlled players. 

Over the years, the range of ground combat weapons has increased dramatically. However, the under- 
lymg terrain has not changed all that much. As a result, most of the engagements that use line-of-sight weap- 
ons are limited by the terrain to approximately 3500 meters or less [GARV88]. Even this small distance 
requires that forty-nine square kilometers of data be available for immediate rendering. In order to ensure a 
sense of presence, the terrain has to be of sufficient resolution to capture the critical features of the environ- 
ment and yet coarse enough to be rendered in real-time. This is the classic trade-off of quality versus speed. 
Not only does the database have to be of high quality, but it must be able to be modified over time. As an 
engagement proceeds, the underlying terrain can, and normally does, undergo a significant modification, such 
as shells landing and leaving craters or a berm being built. Users who have been in combat know how to ex- 
ploit these modifications to their advantage and expect to see the terrain database be modified. If the terrain 
is not rendered at a fast enough frame rate, if it is too coarse, or if does not respond to events, the user’s sense 


of presence approaches zero. This requirement puts a very heavy load on the graphics system. 


Due to the nature of NPS, we had ready access to terrain and entity databases. This allowed us to focus 
on the development of the software rather than on the geometric modeling of the world. Also, since virtually 
all the students at NPS are United States military officers, we had a ready pool of task area experts who could 
serve as a validation reference for the models and designs we constructed. Unfortunately, ground combat is 
a real world problem and promises to continue to be for many years to come. Therefore, the modeling and 
representation of ground combat is a useful and practical problem. Just like University of North Carolina - 
Chapel Hill chose three topic areas to ground their research in reality (Architecture, Molecular Modeling, and 
Radiation Therapy) we have chosen ours in 2 field where the our resources and task experts are available 
[USS91]. 


F. ORGANIZATION OF CHAPTERS 

The body of this dissertation 1s broken down into three main sections. The first of these sections is the 
introduction. First, we present an introduction to the concepts, definitions, and motivation of our research, 
Chapter I. The second part of the section contains a description of the challenges faced by the virtual worlds 
researcher, Chapter II. The third chapter, Chapter III, of this section contains a description of a few of the 
major virtual world systems. 

The second section covers the NPSNET system. Chapter IV introduces and gives a brief overview of 
NPSNET. Onginally, NPSNET was a VW designed to simulate ground combat. As such, the terrain database, 
which in this case is the world database, is extremely important to the performance of the system. The con- 
struction and organization of the world database is the first topic covered in this section, Chapter V. Once the 
data formats and rationale have been presented, we then cover the organization of the software at an abstract 
level, Chapter VI. From there on, the chapters focus in detail on the original software components developed 
as part of this dissertation in more detail. Chapter VI] covers how vehicle dynamics are implemented. This 
includes weapons effects and contact detection and response. Population of the VW by computer controlled 
forces is covered in Chapter VIII. The next chapter, Chapter IX, covers the issues of scene management. In- 
cluded in this topic are things like level of detail, culling, and view volume determination. The final chapter 
of this section, Chapter X, covers the network in detail. In this chapter, we discuss the network harness, dead 
reckoning, and bandwidth limitations. 

The final section is comprised of a single chapter, Chapter X1, containing the conclusions, recommen- 
dations, and the contributions of the NPSNET system. The NPSNET User’s Guide and source code Is avail- 


able from the author on-line. 


Il. VIRTUAL WORLDS: MAJOR CHALLENGES AND ISSUES 


A. OVERVIEW 


NPSNET represents a significant research undertaking in the development of a workstation based real- 
time vehicle simulation system. It encompasses several of the major areas of computer science, making con- 
tributions to each as they pertain to a real-time vehicle simulation system. In a recent industry survey, prac- 
titioners in the VW field were asked what they viewed as the major challenges of the next decade [MILL92]. 
The twenty-four different answers can be broken down into several major areas: Too Much Hype / Marketing, 
Sociological Implications, Cost Reduction, Machine Limitations, World Complexity, and Human / Computer 
Interaction. The first two items, Too Much Hype / Marketing and Sociological Implications, are best left for 
the MBA’s and the sociologist and will not be discussed further here. The remaming areas are pertinent to 
our work and the application of them are discussed at length in the chapters dealing with NPSNET, Chapter 
IV through Chapter IX. In this chapter, we present some of the major challenges and issues that we had to 
deal with during the development of NPSNET. They are presented bnefly in this chapter to lay a foundation 
and to provide an overview of the design decisions that went into NPSNET. These issues are not limited to 
NPSNET, or even workstation based simulation systems, but rather across the entire VW development plat- 


forms. 


B. COST REDUCTION 


NPSNET was developed on the Silicon Graphics Inc. IRIS 4D (SGI) family of workstations. By using 
a commercially available workstation it is possible to amortize the cost of hardware development over many 
users and thereby reducing the unit cost of each of the network nodes. By using a workstation as the hardware 
base, we further reduce the cost of each node since the organization can use the workstation for other purposes 
when it is not involved in a simulation exercise. This is something that the dedicated hardware simulators can 
not do. The use of workstations does complicate the construction of the system since many of the functions 
embedded in hardware in the dedicated simulators must be done in software, thereby slowing the frame rate 
down. A further advantage of using the SGI workstation is that they are software binary compatible across 


the entire workstation product line. This allows the user to tailor the hardware suite to his cost and perfor- 


mance requirements. The challenge was to use a commercially available general purpose graphics worksta- 


tions instead of special purpose hardware and image generator combination. 


C. WORLD CONSTRUCTION AND MAINTENANCE 


The run-time world database contains two major types of data: the physical characteristics, and the geo- 
metric or visual representation of the icons. Both share the common requirements of having to be flexible, 
expandable, and rapidly accessed. The physical characteristics portion of the database consists of the static 
and dynamic parameters of the entities and responses to stimuli. These are the parameters that are input into 
the rules and functions that gover the behavior of the entities in the VW. The geometric component of the 
world is comprised of the graphics primitives needed to represent the visually correct world. Very often the 
two databases are combined into a single run-tume database that makes up the VW. The user then relies on 
the VW software to interact with the database to construct the desired VW. The architecture of the software 
is discussed below. 

The requirements of flexibility and expandablity go together for any computer system. Unfortunately, 
they often are at cross purposes with efficiency. The classic data structures example of this is the linked list 
versus the array. The linked list is extremely flexible and expandable, but requires O(n) access time. The ar- 
ray, on the other hand, is a fixed construct in terms of size and structure, but can be accessed in O(1) time. In 
the case of NPSNET, speed was more important than flexibility at run-time. As such, we had to develop a 
system that can be configured at start up but still ran efficiently. 

The actual construction of the VW’s physical and geometric databases is not difficult, but is very time 
consuming. The construction of the physical database is task specific and research intensive. Looking up and 
inputting the tremendous number of parameters required to msure correct behavior and appearance takes 
quite a while. In some cases the cost of producing the geometric database exceeds that of the hardware 
[PRC92]. The physical modeling of the icons for the non-run-time geometric database is relatively straight- 
forward and is covered in detail in [SGI92] and [SS192]. Thus the challenge is to reuse existing databases 


rather than develop new ones. 


D. WORLD POPULATION 

Even with low-cost workstations, there are not enough resources for every simulated vehicle to be con- 
trolled by a human. To alleviate this problem we use scripted vehicles, Semi-Automated Forces (SAF), and 
Autonomous Agents (AA). Scripted vehicle motion is controlled by a prewritten sequence of actions. The 


script can be recorded from a previous exercise, generated by a combat model, or hand written by the scenario 


designer. A SAF unit has a human exercising control over a key or lead vehicle and all of the other vehicles 
follow the lead. Even though they are following the lead of the key vehicle, they are making small, task level, 
decisions for themselves. An AA 1s a fully automated unit. In this case, an AA unit would be given a high 
level goal and the automated controller would in turn execute the tasks required to complete the goal. The 
important difference between the two 1s the removal of the man in the loop. This complicates the construction 
of the agents considerably. The fundamental challenge is to populate with enough entities so that the human 


player can interact with them. 


KE. REALISTIC ICON INTERACTION 


One thing that we have noticed in the many demonstrations that we have given is that the user does not 
focus on what is there, but what is missing or done incorrectly. When we first modeled power lines, we did 
it as single line segment from pole to pole. Quite a few people noticed and commented on them. When the 
power lines where modeled as curves, nobody seemed to notice them. The fact that we modeled the lines as 
Bezier curves vice catenary curves, did not take away from the appearance of correctly modeled power lines. 
The reason for this is that one of the fastest ways to destroy the illusion of presence is to present to the user 
something that is incorrect or inconsistent with the user’s expectations. All physical entities behave according 
to certam rules and users expect these rules to be followed. Some of these rules might be physics based, i.e. 
power lines are curved, or doctrinally based, i.e. in the United States you drive on the nght side of the road. 
These are the rules that have to govern all players in the VW. The challenge ts to make the entities mimic how 


the user expects them to act within the resources available. 


F. MACHINE LIMITATIONS 

Over the last several years, the cost of computer hardware has fallen while the processing power has 
increased by at least an order of magnitude. For example, this year we bought a machine that has two orders 
of magnitude faster graphics and at least one of processing ability for a quarter of the price of a machine we 
bought five years ago. Despite this, NPSNET muns at the same frame rate as FOGM [ZYDA92][SMIT87]. 
There is a very simple reason for this. The capabilities of the NPSNET system are enhanced until an unac- 
ceptable frame rate is met. This is the computer graphics version of the closet metaphor, the amount of clothes 
you have will expand to fill all available closet space. This is true not only of the graphics subsystem but also 


of the network and processor components as well. 


1. Processor 

The amount of computation that is involved in a networked VW exceeds what is currently avail- 
able from a single Central Processing Unit (CPU). For this reason, we have explored the use of parallel pro- 
cessing and spread the computational load among several processors within a workstation. The use of true 
distnibuted processing (using the CPUs on multiple machines connected over the network) was considered 
and then discounted. By using the remote procedure call mechanism, we would place an even higher load on 
the network which is the most limited resource we have. This would also add a level of complexity to the 
system we sought to avoid. 

Conceptually, the management routines required by a VW can be divided up into five general pro- 
cesses: User Input Management, Vehicle Dynamics, View Volume Determination, Rendering, and Network 
Management. Figure 1 shows the connection and relationship of each of the processes. The User input man- 
agement routines monitor the state of all the input devices and provides the inputs into the VW. The vehicle 
dynamics process moves the vehicle across the terrain based upon the physical model of the vehicle, under- 
lying terrain, interaction with other entities, and user inputs. In the case of AA or SAF, this process also con- 
tains the intelligence to control the player. Scene Management is the process of placing the eyepoint in the 
world, constructing the field of view (fov), determining what is in the fov or culling, and which polygons will 
be passed to the renderer and in what order. Culling is normally a two step process with coarse culling done 
by the culling process and fine grain, or window clipping, done by the renderer. The renderer process converts 
the geometric primitives into the colored pixels on the screen. The final process is the network management 
process. This process provides network services by monitoring the network, buffering any coming messag- 
es, and putting any outgoing messages on the network. The challenge is to construct these processes in such 


a way that they all fit within the available CPU resources. 


2. Graphics 

Humans are fundamentally visual creatures; we receive most of our environmental stimuli via our 
eyes. As such, the graphical presentation of the information is critical if we desire to achieve any sense of 
presence. As a result of this, the users are given most of information and feedback by means of a graphical 
representation of an out-the-window (OTW) view. This metaphor is suitable for vehicular simulation, that is 
the way we view the world when we are in a vehicle. The visual realism of the scene and the frame rate are 
the two most important parameters in the display, although there is some dispute which is more important 
[BROO88}]. Ideally, the user would be presented with a photographic quality display of the OTW scene at 
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Figure 1. Process Interconnection 


thirty to sixty hertz. Studies have shown that a frame rate of six frames per second (fps) is the minimum frame 
rate for an interactive system [AIRE9OA]. Smooth motion starts at fifteen fps and in excess of thirty fps the 
user 1s unable to visually notice any improvement. Some communities, notably flight simulation, demand six- 
ty hertz update rates due to perceived lag in the system from input action to visual response [E&S91]. Cur- 
rently, no computer image generators (CIGs) or graphics workstation are capable of construction of complex 
photorealistic scenes at any of these rates. For this reason, the requirement exists to develop three dimensional 
icons to represent the items in the real world. The icons are normally reduced polygon representations of the 
real from which the user can draw informational cues. Thus, the challenge is how good of a scene can be pre- 


sented and how fast. 


3. Network 
The NPSNET system was designed from the beginning as a networked simulator. This allows 
multiple users to be on different workstations and interact over the network. The use of the network allows 
players who are not physically co-located to share a virtual space and interact with each other much the same 
way they would if they were in vehicles in the real world. The network is the ideal mechanism to increase the 
scaleablity and adaptability of the system. Thorpe in his paper on SIMNET, [THOR87], calls this ability the 


“dial a war.” What this allows us to do, is to create as simple or as complex an engagement as we want by 
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selecting which and how many simulation systems are going to be connected to the network. In a sense, the 
network is the supreme integration tool. However, it does not come free of cost. In order for multiple users to 
communicate, a standard network protocol and connections must be used. 

The use of a commercially available network imposes certain limitations. The foremost of these 
is the limited bandwidth. This combined with the network latency are the two physical limitations imposed 
by the network. Network management limitations, such as unreliable delivery, also have to be considered. 
Network programming is a complex matter that is poorly understood by most and practiced by few. Yet, in 
order to have a scalable and flexible system, the network must be mastered efficiently. The challenge is to 


develop a simple, yet flexible and efficient, network interface and management routines. 


G. HUMAN COMPUTER INTERACTION 

Since NPSNET was designed to run on a workstation rather than a vehicle mock-up, a new user inter- 
face had to be designed. The information had to be presented to the user in such a way that he feels immersed 
in the simulation. In a vehicle mock-up, this is a fairly easy task since the user’s physical setting correspond 
to what he expects to see in the real vehicle. On a workstation, it is a considerably more difficult task. The 
user’s field of view is not completely enclosed by the simulation, but rather only a small fraction of it is oc- 
cupied by the display. The use of large screen televisions increases the amount of viewing area but at loss of 
resolution. Furthermore, since the fov is so small, the user can easily get lost in the VW. To avoid disorien- 
tation, it is common practice to provide a two dimensional Plan View Display (PVD) showing the users lo- 
cation [BROO88]. While this helps the user locate himself, it further takes away from the screen space 
available for OTW view. The OTW view is further restricted when the status information, speed, heading, 
location, etc., are included in the display. Rather than using dedicated input devices, we chose to use a com- 
mercially available joystick, mouse, keyboard, and button and dial box as input devices. This further helped 
to reduce the sense of immersion. 

To see what can be done with simple interfaces like the one we are using, we went to the local video 
arcade. It does not take long to notice the games that the customers are playing have three major features in 
common, fast graphics display, sound and high degree of interactivity. These three features, when combined 
coherently, possess that ability to completely immerse the user in the VW. The challenge then became to com- 


bine these areas on the workstation to immerse the user in the VW. 


13 


H. CONCLUSIONS 

As stated above, a lot of work has been done on these challenges, not just at NPS but at other places as 
well. Some of these systems are presented in the next chapter. The key thing to remember ts that there are 
significant technological limitations to the underlying hardware. It is the design and construction of the en- 
abling software that can compensate for these limitations. That 1s the primary purpose of NPSNET, to serve 


as a software architectural frame work for the construction and management of real-time virtual worlds. 


HH. OVERVIEW OF SIGNIFICANT EXISTING VIRTUAL WORLD SYSTEMS 


A. OVERVIEW 


While NPSNET ts not the first VW system, it is one of the most ambitious and useful ever undertaken 
by an academic institution. Like all research, it is built on the systems that have gone before it. In this chapter, 
we review some of the more well known systems. While these systems were chosen as a representative sam- 
ple of a certain types of VW applications and implementations; it is by no means an all inclusive list. Other 


VW systems are referenced in the rest of this document where they are applicable. 


B. VIDEOPLACE 


Krueger developed the first in the series of video based systems in 1970 when he was at the University 
of Minnesota. Videoplace is unique among the systems discussed here in that it 1s video based [KRUG91} 
The user is placed in front of a lit white Plexiglass panel, to provide a high contrast for the video cameras. 
The cameras are then aimed at the user to record images. These images are then processed with custom hard- 
ware and combined with computer generated images. The resulting images are then displayed on a large pro- 
jection screen. The use of video technologies allows thirty hertz input / output rates. These rates, combined 
with the custom hardware, provide for an extremely interactive system. The basic premise of Videoplace is 
that the human silhouette can interact with itself, other silhouettes, or computer generated entities. This par- 
adigm allows for a wide range of possibilities. In his book, [KRUG91], Krueger discusses some of these po- 
tential applications at Jength. The common thread through all of them in that they are art or interpersonal 
communications systems, rather than scientific or exploratory systems. 

The very strength of the system is its limiting factor. Since all motion tracking and input 1s done via 
video cameras, the system is inherently two dimensional. While it ts possible to construct a three dimensional 
version by using orthogonal cameras, the display is still a projected image on a screen. Likewise, since the 
system uses a back lit panel, the size of the world is limited to the size of the panel. Based upon observations 
of a version of Videoplace at the Tomorrow’s Realities Gallery at SIGGRAPH 1991, the users quickly tire of 


the paradigm, despite the high level of interaction. 


IS 


C. REALITY BUILT FOR TWO 


Reality Built for Two (RB2) is a combination of off-the-shelf hardware and VPL’s custom software 
[BLAN90][BLAN92]. The key aspect of this system is the complete immersion of the user. This is done by 
the use of VPL’s EyePhones and DataGlove. The EyePhones, VPL’s trademarked name for their helmet 
mounted display (HMD), completely blocks the user’s field of view. As a result, the only visible image are 
the computer generated graphics presented on the two small LCD displays. The computer graphics displayed 
in the HMD is a subset of the VW that was modeled using RB2 Swivel. Once the user is satisfied with the 
world created by RB2 Swivel, it is then exported to the SGI IRISes for traversal and rendering. The Data- 
Glove, a full hand input device, is used to interact with the system. Both the DataGlove and the EyePhones 
have Polhemus sensors mounted on them to sense the position and orientation of the user’s hand and head, 
respectively. The mput data is fed into a Macintosh II and is processed by the Body Electric Software that 
computes the world dynamics and the viewpoint. The dynamics of the system can be modified by the visual 
programming interface provided with Body Electric. When the dynamics of the frame have been computed, 
the frame generation synchronize signal to the two SGI Inses is set and Isaac, the real-time renderer, renders 
the scene for each of the eyes. Recently, the Crystal Rivers Convolvotron was added to the system to provide 
3D sound cues to the user and thus increase the feeling of presence in the VW. The use of two graphics en- 
gines to drive a single HMD is not unique. Since many of the graphics engines do not handle two simulta- 
neous visual channels very well. This fact alone has increased the cost of an HMD based system by almost a 
third. 

D. THE VIRTUAL WIND-TUNNEL 

The Virtual Wind-Tunnel is a system designed and built at the NAS A-Ames Research Center to explore 
numerically generated unsteady flow fields {LEVI92]. In this system, the flow fields around an object are 
computed a priori and stored for use by the simulation system. A DataGlove is used to place the start of the 
marker flows. These flows are represented as a stream of “bubbles” going across the display. The location of 
each of the “bubbles” is determined by the previous location and the direction of the flow. The in-between 
positions are computed by means of a second order Runga-Kutta integration to give a smooth flow across the 
screen. By moving and gesturing with the DataGlove, the starting location and number of marker flows can 
be modified. This allows the user to keep the number of flows to a minimum, while still being able to examine 
the areas of interest. The flows are presented to the user by means of a pair of boom mounted CRTs. CRTs 


cap be used for this application since all the weight is supported by the boom and not the user’s head. The 
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CRTs are also brighter and have better resolution than the LCD displays. However, they are monochrome. 
Through clever manipulation of the red and blue bit planes, the designers are able to generate stereoscopic 
displays from a single channel display. While the boom mount does not have the same freedom of motion as 
an HMD, it is adequate for the representation of the data. The key feature of this system ts its ability to com- 
bine a static database, the flow field data, and the dynamic actions of the particles and present the results to 


the user in an intuitive manner. 


E. BOLIO 


The Bolito system is the name given to the Integrated Graphical Simulation Platform (IGSP) designed 
and built by Zeltzer’s group at the MIT Media Lab [BRET87][ZELT89A][ZELT89B]. The interesting point 
of this system is the use of reusable modular components that can be linked at compile time to form a tailored 
system. This has allowed the system be used for such diverse research projects as insect locomotion, teleop- 
eration of robotic arms, user interaction, and path planning [STUR89A][STUR89B]. 

Bolio 1s built around the traditional input / compute / draw loop. It is this loop that provides that flexi- 
bility in the system. The input modules can be drivers for such devices as the keyboard or a DataGlove. The 
key aspect 1s that they all provide a standard interface. The same is true of the compute or dynamics section 
of the loop. If the user wants to include complex dynamics or control routines, the rest of the code does not 
have to be modified as long as the routines conform to the standard interfaces. The graphics routines are 
slightly more specific due to the nature of the graphics calls and platforms. It is this flexibility and reuse of 
code that has allowed one single set of software to be used for a diverse set of applications [ZELT89A]. An 
excellent overview on how Bolio can be used as a harness for task level animation can be found in [BADL91]. 

The flexibility does not come free of cost. Bolio is capable of supporting only eight simple polyhedral 
objects at five frames per second [DWOR91]. Part of this is due to the platform and part is due to the software 


harness overhead required to support the generic interfaces. 


F. UNC WALK-THROUGH | MOLECULAR MODELING 

The Department of Computer Science, University of North Carolina at Chapel Hill (UNC) has con- 
structed many separate virtual world systems [RHEI91]. For the sake of this overview, we focus on two of 
the main thrusts, architectural walk-throughs and molecular modeling. 

The initial UNC work on architectural walk-throughs was driven by their desire to visualize the new 
computer science building before it was built. The initial version of the work, first presented in [BROO86], 
was an 8000 polygon model of the building and used a Binary Space Partitioning (BSP) tree for hidden sur- 
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face removal. The output was displayed on a wide screen projection system, standard monitor, and a stereo- 
scopic display. The input of the building data in the system was done by a combination of Autocad and a 
modification to a microchip design program. The data was then preprocessed into the working model before 
it was passed to the View Instancer for viewpoint selection and rendering. The view point was selected by 
means of a mouse, Polhemus, data-tablet, or joystick. The resulting system provided a frame about every 
three seconds. The third version running on one of the early versions of UNC’s Pixel-Planes image generator 
was able to achieve nine frames per second. To partially compensate for the frame rate, a two dimensional 
floor plan was also provided to help the user navigate through the building.[ BROO86] 

The work on walk-throughs was extended in [AIRE9OA] and [AIRE9OB]. There were two fundamental 
improvements on the original system: better database organization and improved lighting model. The data- 
base was reorganized into Potentially Visible Sets (PVS) rather than a pure BSP tree. This takes advantage 
of the properties of buildings. Buildings are divided into a series of rooms, therefore, not all polygons in one 
room are visible from all other rooms. Likewise, after the design process is complete, buildings form a rela- 
tively static database. The PVS organization allows for the rapid culling of the non-visible polygons in the 
other rooms. This is similar to the work done by Funkhouser for the new computer science building at the 
University of California, Berkeley [FUNK92]. The second improvement was the addition of a radiosity light 
model. The use of radiosity and its use of diffuse lighting characteristics and polygon subdivision improves 
the overall image quality. When the user is moving, the coarse flat shaded model is used. When the viewpoint 
is stationary, the coarse polygon model is replaced by progressively more complex radiosity lit scenes. 

The area of molecular modeling has been an active area of research at UNC [BROO77][BROO88][OU- 
HY89][BROO90][SERL92]. Specifically the areas of force feedback, dynamics, and Helmet Mounted Dis- 
plays (HMD) have been stressed. The work on force feedback has made extensive use of the Argonne Remote 
Manipulator (ARM) device. This 1s a robotic remote manipulator arm commonly used for the handling of tox- 
ic and radioactive materials in an isolation booth. This proved to be particularly useful for the GROPE and 
GRIP series of projects since the servo motors controlling the movement of the arm could be controlled to 
provide resistance, both positive and negative, to the user. The construction of the ARM allows the chemist 
to try to physically fit the molecules together and feel the forces involved. Audio cues provide an additional 
channel to the user’s senses for conveying information. The use of HMDs has given the chemist the ability 
to view molecules in three dimensions and study the forces and the orientations of the individual atoms. The 
key contribution of this work has been that of visualization and manipulation of a physical phenomena in a 


intuitive and computationally correct manner. 
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G. SIMNET 

Toa large extent, DARPA’s and the US Army’s Simulation Networking (SIMNET) system can be con- 
sidered the only true virtual world system in existence today [THOR87 ][GARV88]{IDA90]}. When SIMNET 
was initiated in 1983, it was meant to serve as a proof of principle technology demonstration of a networked 
man in the loop, real-time, immersive battle simulation [IDA90}. It has since grown to over fifteen sites ca- 
pable of conducting a mechanized battalion level engagement with close air support [GAR V88]. 

The history of SIMNET is a classic example of a DARPA high nsk research project that has had a fun- 
damental impact on how training is conducted. The idea for the use of computer graphics grew out of the use 
of the video disk based gunnery trainers of the late seventies and early eighties. These trainers could train an 
individual tank crew, but could not teach the interaction between the tanks. For this, a radically new approach 
had to be taken. The tanks had to interact with both the targets and each other. Clearly a network connection 
was required. To construct a system such as this required a quantum leap in the technology of the day 
[IDA90}. 

DARPA assumed the project management role and the subcontractors, BBN, Deltagraphics, and Per- 
ceptionics built the dedicated and task specific hardware and software required for the simulators. DARPA 
realized at the time that task specific hardware was not the best solution, but since no commercially available 
systems met the specifications, it was the only way to go. The resulting hardware configuration is shown in 
Figure 2, all of which is available from a single vendor, BBN.{IDA90j 

As Thorpe points out in [THOR87], the key to the success of SIMNET is the network connecting the 
microprocessor based simulator nodes. Figure 2 shows the architecture of the SIMNET node. Normally, mul- 
tiple nodes are connected via the Ethernet network to provide force-on-force engagements, Figure 3. The use 
of the network allows a certain amount of scalability and flexibility that is not normally found in the more 
traditional combat models. The ability to “dial-a-war” allows the network to be used for multiple engage- 
ments at the same time and for a task organization of the equipment mix. 

The use of a standardized network protocol allows the connection of dissimilar equipment to the net- 
work [POPE89]. It is these protocols that communicate the changes of each entity’s appearance, and the tran- 
sient events it generates, to the rest of the simulators on the network. The majority of the network traffic is 


the Appearance Protocol Data Unit (PDU). This PDU contains the information required for first order dead 


reckoning', location, orientation, and speed. As long as an entity’s speed and orientation does not change, 


1. Dead Reckoning is discussed in detail in Chapter X. 
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there is no need to send an appearance PDU across the network. This significantly reduces the network load- 
ing and allows more entities to be modeled. By their very nature, transient events, such as weapons fire, det- 
onations, collisions, and resupply, are not predictable events. As a result, whenever this type of event occurs 
a PDU is sent out. 

SIMNET was and is a success because a tremendous amount of time and effort were spent on the func- 
tional requirements of mechanized combat. Even with this limited scope, SIMNET never was intended to be 
the complete or perfect solution. But rather it introduced the concept of a 70% solution. If the most important 
cues are provided to the user, the user’s mind js able to fill in the remaining details. By putting the user in an 
enclosed environment, the tank or aircraft mock-up, and providing him with auditory and visual cues, even 
cartoon like graphics, the user quickly becomes immersed in the interaction with the other players on the net- 
work. [THOR87 JIDA90] 

SIMNET’s success at team tactics training has been mirrored with its role as a test bed for new weapons 
system development. This was demonstrated in the Lme-of-Sight Forward Heavy (LOS-F-H) test conducted 
in 1988. This test was designed to determine the effectiveness of a weapon that was still on the drawing board. 
The weapons systems were modeled in software and connected to the network. This test proved two important 
things. The first of which is that weapon’s effectiveness and tactics can be evaluated prior to it full scale con- 
struction and deployment. Once the tactics were developed, they could be practiced and further refined. This 
would have normally occurred at costly, controlled, and scarce field trials. In many cases, the tactics would 
have to be discarded in actual combat. The other was the use of a detailed recording capability for the after 
action review. By examining the events that happened, the users were able to determine exactly what was 
going on and how to counter advances by the other side and exploit their equipment. [GARV88] 

The SIMNET System, or Planet SIMNET as it is sometimes called, is a true virtual world system since 
it covers a large geographic area, has many players, the players interact in an intuitive manner, the users action 
are reflected in the world state, and the users feel immersed in the action. In many ways, this is the holy grail 
of virtual world systems. It’s weaknesses are the very things that made it a success. A task specific suite of 
hardware and software are available from only one vendor. The rapid development lead to poorly documented 
and ill structured code. While it has proven to have limited flexibility and scalability, it suffers from growing 


pains and technological limitations of the hardware. 
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H. SUMMARY 

In this chapter, we have seen some of the major VW systems and their uses. It is from some of the ideas 
gathered from the study of these systems, and other work done at NPS, that NPSNET was built. Ideally, what 
we would like to have is a system with the complexity of SIMNET, the real world modeling ability of the 
Virtual Wind Tunnel, the flexibility of Bolio, the sense of presence of RB2, the interaction of Videoplace, 
and the durability and usefulness of UNC’s work. Our system may not yet achieved all of these goals, but, as 


shown in the next chapter, it comes pretty close. 


ps 


IV. NPSNET OVERVIEW 


NPSNET was designed and built at the Department of Computer Science, Naval Postgraduate School, 
as a test-bed for the exploration and experimentation of virtual worlds. As part of the design process we care- 
fully reviewed all of our previous simulators; FOG-M, VEH, MPS I, MPS II, MPS III, and CCWF [SMI- 
T87},OLIV88][FICT88][WINN89][CHEE9O][WEEK89]. Each one of these had some interesting 
components, but they also had some weaknesses. What we did in NPSNET was to extract the useful algo- 
rithms and develop new ones as needed to implement the desired features. In this section, we discuss in detail 
the database formats, structure of the software, and the algorithms needed to populate the world, manage the 
network, move the entities, and efficiently manage the graphics pipeline. 

NPSNET started in February of 1990 as a test bed to explore a proposed terrain database format. Since 
that time, over ten master’s level students have contributed to its development. What started as a simple single 
vehicle with one kilometer square world, now has expanded to a fully networked system capable of support- 
ing 500 vehicles of any of 2000 different types in a world exceeding 100 kilometers on a side. As NPSNET 
has continued to grow, it has been compared favorably to the U.S. Army’ s SIMNET system. While this is 
true in many respects, there are some fundamental differences. The foremost among these 1s the equipment 
that the system was designed to run on. NPSNET can run on a single SGI Indigo Elan, while SIMNET re- 
quires a vehicle mock-up, computer image generator, host computer, and sound generator. The SIMNET sys- 
tem is also extremely weapon system specific. The node configured to emulate an M1 cannot be reconfigured 
to become an M2. The lost of flexibility comes from the use of the mock-up and the complexity of the simu- 
lator code. The mock-up adds a sense presence and realism that NPSNET, a workstation based system, does 
not match. NPSNET was designed to be as flexible and extensible as possible. To a large extent, this prevent- 
ed the inclusion of some of the more specific weapons systems features. However, since the system 1s exten- 
sible, we have been able to add some of these features into certain versions of NPSNET. 

Rather than 

using an accurate vehicle mock-up, NPSNET users interact with the system by means of a Spacebaill, 
Keyboard, Buttons / Dials box, and/or Mouse. Having a wide variety of controls allows the user to select the 


interface metaphor that is most appropriate for the task and what the user feels most comfortable with using. 
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Recently, the Ascension Bird and VPL EyePhones have been added to the available input and output devices. 
Figure 4 contains a diagram showing the NPSNET controls. 

NPSNET was designed to run on a single workstation. As such, the available visual display was limited 
to that of a single display console. The current display, Figure 5, is a combination of the 3D out-the-window 
(OTW) view, the 2D elevation shaded map, and the information panel. The size and the location of the 3D 
OTW view was determined by default, that is the screen area that is covered by the scan converter we use to 
record the graphics display. Across the top of the screen is the information panel. This window contains tex- 
tual information such as location, speed, orientation, frame rate, and weapon status. The third window is the 
optional 2D elevation shaded display. The 2D map can be hidden if the user decides that the screen space is 
better utilized by the 3D OTW view. The advantage of this window 1s it shows the vehicle’s location in the 


world with relation to all the other vehicles and the database. 


Three Dimensional Out-the-Window (OTW) View 


Figure 5. Annotated NPSNET Screen 





Since the initial release of NPSNET in the Fall of 1991, over forty schools, government organizations, 
defense contractors, and commercial firms have received at least one version of NPSNET or some of the sup- 
port code. The uses for this code include: autonomous agent studies, constructive combat model visualization, 
terrain visualization, weapons evaluation, and low cost stealth nodes. It is the flexibility and modularity of 


the code and of the database that allows a single system to be readily adaptable for these varied uses. 
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F3: 
ELL: 
F12: Prevent backing up 

Pressing the 1-9 keys gives you a field of view 
equal to ten times the value of the pressed key. 


Toggle numbers/icons on the 2D Display 
Display Cross hairs 
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View Pitch View Tilt 
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External View Controls 
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The following apply to the Stealth Vehicle only: 


F9: Stop 

Pad 4: —__ Look Left 

Pad 6: Look Right 

Pad 2: Look Down 

Pad 8: Look Up 

Pad 5: Reset Look Angle and Speed 
Pad 3: Decrease Elevation 

Pad 9: Increase Elevation 


Figure 4. NPSNET Controls 
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-Elevation 


V. VIRTUAL WORLD DATABASE CONSTRUCTION 


The NPSNET world consists of three interconnected components. The first of these is the terrain skin. 
This is implemented as a polygonal covering to represent the topology of the area. Different colors and tex- 
tures are used for the polygons to convey a sense of soil or ground cover type. Fixed zero height features, such 
as roads, rivers, lakes, and fields, are all part of the polygon skin. Anything that is static on the database but 
has an elevation, such as buildings, trees, and telephone poles, are part of the second database. These static 
objects are used to increase the complexity and thus the realism of the world database. The final database is 
the dynamic entity database. This database contains all of the players that move in the world. The first two 
databases are discussed in this section, the dynamic entity database is covered in Chapter VII ENTITY DY- 
NAMICS. The icon database that contains the description of the static and dynamic entities 1s part of the static 
entity database. 

The world in NPSNET is that of ground combat. As such there are certain features we can exploit. 
While the world is three dimensional, all of the objects are attached to the ground. All of the action occurs on 
the ground, or in relatively close proximity, and no entity goes below ground level. As such, the terrain 1s only 
a single polygon deep. Thus, the world segmentation ends up being a 2 1/2 D problem, 3D environment pro- 
jected on toa 2D plane. When we model such things as buildings, a 3D representation is used to segment the 
world. Another feature we can exploit is that the players are relatively slow moving objects. Obviously, mis- 
siles and ballistic projectiles are the exception. As shown in Table 1, even ballistic weapons do not travel a 
significant distance, often less than one unit of database resolution, during one frame. Since this is the case, 
we can reduce the computational and graphics load by limiting the search area and grouping the objects to- 
gether. 

Ground combat engagements take place over a limited area. Wars might cover thousands, or even mil- 


lions, of square kilometers, but battles seldom cover more than a couple of hundred square kilometers. This 


allows the use of a Casini flat earth projection! for the terrain database and the use of Universal Transverse 


1. A Casini projection is an equidistant flat earth projection. It 1s only valid for small areas of the 
earth since it discounts the curvature of the earth and the differing distance separating longitude 
lines at different latitudes. In essence, one degree of longitude is held as a constant for the entire 
database resulting in the flat earth model. For large differences 1n latitudes, the approximation error 
results in extremely inaccurate placement and navigation. 
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Mercator (UTM) coordinates. The assumption that the players are concerned only with local areas is signifi- 


cant in that it allows the segmentation of the world into different regions. This also limits the viewing distance 


requirements. The player does not have to see beyond the range of its sensor and weapon systems.” 


Table 1: DISTANCE TRAVELED PER FRAME 


Max Distance Per 
Frame (Meters) 
[Tt 
wpe) 
=. se 
a 


a 
Ballistic Munition 





A. COORDINATE SYSTEMS 


NPSNET uses two right handed coordinate systems, one for the world and the second for the icons’s” 
body coordinates. As shown in Figure 6, the world coordinate system has (0,0,0) located at Mean Sea Level 
(MSL) at the upper left hand, or northwest, corner of the database. The positive X axis is heading east, posi- 
tive Y is the altitude above sea level, and Z increases to the south. This is contrary to almost all other simu- 
lation and Geographic Information Systems (GIS). But on the Silicon Graphics architecture it is more 
efficient. The orientation of the world coordinate frame allows us to keep the database in the positive XZ 
quadrant and the vehicle’s heading is the simple offset by ninety degrees from the normal zero degree heading 
being north. When information is presented to the user, all values are given as if the origin was in the south 
west comer with X being east, Y north, and Z being elevation. 

The body coordinate system was likewise chosen for efficiency, Figure 7. The X axis is to the front and 
roll causes the nght side of the vehicle to dip down. The Y axis represents the height of the vehicle, yaw turns 


the icon to the left. Heading, which is about the Y axis in world coordinates, is positive rotation to the icon’s 


2. Much of the implementation work in this section was done with two of my thesis students, Wil- 
liam Osbome and Randall Mackey. The ideas and algorithms were developed during many long 
conversations and tutorials. They did the preliminary implementations, | have redone significant 
portions of their code and algorithms after they completed their degrees. Portions of this work has 
appeared in their master’s level thesis, [OSBO91] and [MACK9 1}. 

3. For the purpose of this dissertation, we will use Zyda’s definition of a 3D icon as a low polygon 
count representation of a real world object [Z YDA90A\]. The purpose of the icon is to give the user 
the visual cues required to identify the presence and type of an object, not necessarily a faithful rep- 
resentation of the object’s true appearance. An object is a specific instantiation of an icon at a par- 
ticular location and orientation. 


a 


Y Axis 
Positive Up 


Ongin at NorthWest corner of the 
database at Mean Sea level. 
X Axis Positive heading East 
(0,0,0) 
Z Axis 
Positive 
Heading 
South 


Terrain 
Database 
Coverage 


(XMAX SIZE,0,ZMAXSIZE) 


Z 


Figure 6. NPSNET World Coordinate System 





night. With the exception of some work done on aircraft dynamics, we use heading exclusively. The Z axis 
extends out the right side of the vehicle. Rotation about the Z axis, pitch, results in the nose of the icon rotating 
up. Unfortunately, this set of coordinate axes is also nonstandard. To compensate for this, most models from 
other sources have to be rotated about X and Z to be in the proper onentation. The origin of all the icons is 
positioned in such a way so that when they are sitting on the ground their origin is at ground level. This sim- 
plifies the placement of the objects greatly by not requiring the projection of the models onto the terrain. 

In order to maintain constancy with most military systems, all distances are measured in meters. One 
unit of UTM equals one meter. Internally, all angular measurements obey the right hand rule. However, when 
information is presented to the user, or external interfaces, the intuitive and / or standard units of measurement 


and reference points are used. 


B. WORLD SEGMENTATION 

In order to construct an efficient VW world database, a firm understanding of the limitations and capa- 
bilities of the hardware is required. As shown in Table 2, the number of polygons passed to the graphics pipe- 
line has a major impact on the frame rate performance of the system. Other factors, such as the texturing of 
the polygons, depth complexity, and vertex transformation all have an impact on the system performance as 


well. In this section, we discuss how the world can be segmented to minimize the number of polygons passed 
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Figure 7. NPSNET Body Coordinate System 





to the rendering process. Not only does the segmentation of the world benefit the rendering process, but as 
shown m Chapter VII ENTITY DYNAMICS and Chapter IX SCENE MANAGEMENT, it helps to speed up 
and simplify other aspects of the VW as well. Table 3 shows the distribution of objects based verses the size 
of the grid squares used to segment the world. This data was derived from the Fort Hunter Liggett terrain da- 
tabase [LANG90]. This database 1s a representative sample of a populated 3D VW database and 1s commonly 
used due to its lack of security classification. The database is of average size, fifty kilometers square. The 
distribution of the objects 1s slightly skewed in that the database contains a portion of the ocean along the 
southwest corer and a significant number of canopies. The canopies are used to represent a densely wooded 
area, thereby reducing the polygon count. The average object count among populated gnd squares, ones that 
contain at least one object, 1s 3.9. The icons used to represent the objects average seventeen polygons each. 
The last column in Table 3 assumes constant terrain polygon skin density of two polygons for every 125 meter 
Square area. From the tables, we can see that 1f we passed the entire database to the rendering pipeline, we 
would get a new frame approximately every three seconds on a SGI Ins 240/VGX. To achieve our desired 
goal of thirty fps, at most two 1000 meter grid squares can be used. Of these two grid squares, approximately 
one full grid square will be clipped out by the window clipping. The smaller the grid squares, the less of them 
will be clipped out by the window clipping and more can be put in the field of view. This allows us to optimize 
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the number of polygons passed to the graphics pipeline. A more detailed discussion of scene management can 


be found in Chapter IX SCENE MANAGEMENT. 


Table 2: POLYGONS IN SCENE VERSUS FRAME RATE 


Rendering Speed” Time To Render 
(Polygons per One Frame 
(Seconds) 


Polygons In The 
Scene 





a. The figure of 30,000 polygons per second is considerably lower than most manufactur- 
ers claim for their image generators. Smce most of the performance specifications come 
from optimized tests, the claimed number can be very misleading. 30,000 is an approxi- 
mate number of effective polygons per second that can be achieved in a VW application. 
[ORTO91] 

b. The Frame Rates can be misleading at the higher numbers. Many graphics display 
devices have a minimum refresh rate, pixel fill rate, vertex transform rate, and maximum 
buffer swapping rate which prevents the frame rate from going above a certain rate, typi- 
cally around sixty hertz. Also, other factors such as a minimum application delay time 
limit the number of frames possible in any given time span.[HUSN91] 


Table 3: DISTRIBUTION OF OBJECTS IN THE FORT HUNTER-LIGGETT TERRAIN DATABASE 


Maximum 
Grid Square Size Number of Number of 
(Meters) Objects per Grid 


Average Number {| Average Polygon 
of objects per Count per Grid 
Grid Square Square 


To segment the world, there are three basic approaches. The first two, quadtree and gridded, are location 





based. A location based subdivision has the database segmented by the location of the object in the VW. As 
a result, a tree and a building could be in the same segment if they are close enough to each other. The two 


methods differ in the their hierarchical structure. As shown in Figure 8, the quadtree 1s based on the recursive 
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spatial subdivision of the area. Each one of the quadrants is subdivided into four sub-quadrants until some 
minimum resolution is reached. For a much more in-depth discussion of quadtrees and their applications, re- 
fer to [SAME90a] and [SAME90b]}. The gridded subdivision, Figure 9, has a flat single level structure based 
upon a single fixed resolution. The remaining database segmentation scheme is to break the VW up by object 
type, Figure 10. In this scheme, all the trees of the same type are grouped together regardless of their location 
in the VW. The location based subdivision methods are efficient in terms of location queries, i.e. what objects 
are close to Point X and Point Y, but inefficient in the determination of type based queries, i.e. where are all 
the large oak trees. The object type segmentation scheme is the reverse. Since almost all of our database que- 
ries are location based, i.e. render all objects in this grid square or what is the pitch and roll at Point X, we 


chose a location based approach. 


(1 X1 Square) 


First Level 
(8 X8 Squares) 
(The Entire Figure) 


(4 X 4 Squares) 


Figure 8. Quadtree Method of Subdivision 





One version of NPSNET* uses a combination of the two location database segmentation methods. As 
shown in Figure 11, the resulting structure is a grid of quadtrees. Each of the quadtrees covers one square 


kilometer and is rooted at the northwest corner indexed by the location in kilometers. The quadtree contains 


4. During the three years of development, several different version of NPSNET were built. For the 
most part we are discussing the developmental version of NPSNET, not the Demonstration or 
Stealth version. When those systems are discussed, it is explicitly noted. 
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Figure 9. Gndded Terrain Database Subdivision 
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Figure 10. Database Partitioning by Object Type 
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Figure 11. Terrain Database as an Quadtree Grid 





four levels of resolution. The 125m is the source data and the lowest resolution. The 250m, 500m, and 1000m 
resolution polygons are generated by down sampling the Digital Elevation Matrix (DEM) for the elevation 
vertices. 

The distance between two of the elevation posts is called the post spacing, Figure 12. The elevation 
posts are the measured and correlated points of reference to the real worid. The post spacing is also known as 
the resolution of the database, while the correlation of the elevation posts to their real world location is the 
accuracy of the database. It is possible to have a database with a one meter post spacing, and an accuracy of 
four to five meters. Ideally, the accuracy and the post spacing should be as small as possible. However, as 
shown m Table 2, the more polygons in the scene, the slower the frame rate. This forces a compromise be- 
tween frame rate and terrain resolution. This is discussed in more detail in Chapter IX SCENE MANAGE- 
MENT. Figure 12 also shows the overlaying of the second and third level quadtrees on the underlying gndded 


terrain. 


C. TERRAIN SKIN GENERATION 


NPSNET uses two types of terrain, mesh and polygonal. Depending on the source data, one or both ver- 
sions of the terrain are constructed. If all that is available is a DEM, we only construct the mesh version since 


no information is lost. If the source database contains vegetation, road, river, and soil type information, also 
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known as 2D culture files, both representations are constructed. The mesh representation 1s created first and 
then, if needed, the polygon representation is constructed over the array of elevations from the mesh. 
NPSNET uses a constant grid post spacing in both the X and Z directions in terms of meters. One of the 
most common sources of terrain data is the Defense Mapping Agency’s Digital Terrain Elevation Data 
(DTED) [DMA86}. DTED is available in one degree by one degree cells, nominally sixty nautical miles 
square. Level 1, three arc seconds data, has a nominal resolution of approximately 100 meters between posts. 
Level 2, one arc second, has data approximately every thirty meters. The data is stored in terms of the spher- 
ical coordinates that have to be converted to the Cassini projection. In the Cassini projection, the constant 
spacing in the spherical coordinates results in unevenly spaced elevation points. To convert the data into a 
constant spaced grid, a location weighting scheme 1s used, Figure 13. The NPSNET gmid post is the weighted 
average of all the DTED grid posts within one grid size radius of the desired point. This results in the intro- 
duction of some error in the elevation of the grid posts. The error introduced 1s small compared to digitization 
error of the source DTED data. The specification states that the DTED elevation posts will correlate to the 
corresponding real world locations within thirty meters in the X, Y, and Z directions. If a constant spaced 
DEM is used as input, the interpolation routines are not needed and the accuracy of the database 1s preserved.- 


Mesh terrain, the simpler, faster, and less realistic of the two, uses the SGI GL t-mesh routine for rendering, 
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Figure 13. Construction of Elevation Grd from Unevenly Spaced Points 





Figure 14. The vertices are the grid posts. The elevations are stored at each of the grid posts, while the X and 
Z coordinates are computed from the post indices and the post spacing. The advantage of this method is the 
fast rendering of the terrain skin. Each grid post is passed to the rendering pipeline twice, once for each strip, 
rather than six times, once for each adjacent tnangle. Depending on the number of grid squares in view, this 
results in a speed up of one to two frames per second on a SGI 240/VGX. The down side of this approach is 
the loss of the roads and micro-terrain that can be represented m the polygonal version. Each stnp is drawn 
from start to finish with no breaks for the decaling of the road polygons. Since the finest resolution terrain 
polygon is the upper or lower triangle, it cannot accurately represent the underlying true shape of the soil 
types and vegetation. 

The polygonal terrain gives a much better representation of the surface features of the terrain and allows 
for the efficient placement of roads. Triangles are used as the default shape for the polygonal skin since they 
are guaranteed to be planar. The polygonal representation of the terrain allows for multiple polygons within 
the bounds of the upper and lower triangles. Figure 15 shows how a lake and the surrounding shoreline are 
decomposed into the component polygons. After subdivision, the polygons are grouped by grid square into 
upper and lower triangles. This ensures that all the coplanar polygons are together. The guarantee of planarity 
allows the user of the Z-buffer decaling algorithm to decal the roads over the terrain skin [AKEL90]. The 
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Figure 14. Construction of T-Mesh Terrain 





generation of the roads and the priority scheme are discussed in detail in the following section, “ROAD/ RIV- 
ER OVERLAY”. In addition to the speed penalty for using polygons versus t-meshes, the other drawback is 
the introduction of T vertices. These are places where three polygons abut each other. Due to numerical pre- 
cision errors in the hardware, a pixel might drop out and the background color bleed though. In these cases, 
this is especially noticeable when screen subdivision is used to improve the appearance of the textures. The 
work around we used was to draw a big polygon under the terrain that was the same, at least very close to the, 
color of the terrain. This way the bleed through was not as noticeable. However this does require the rendering 


of an additional large polygon and increases the scene depth complexity. 


D. ROAD/ RIVER OVERLAY 

The road and river datafiles are most often provided as a network of vertices and segments. The seg- 
ments then have to be expanded to the width specified by a width attribute. This process, depicted in Figure 
16, can be broken down to three major steps. The segment, defined by Point | and Point 2 in Figure 16A., is 
expanded into the polygon shown in Figure 16B. This can be done in the general case by determining the di- 
rection of the segment, then by constructing two points one half the road width plus and minus ninety degrees 
from the end point. In Figure 16B, Point | generates Point A from one half the road width and plus ninety 


degrees, Point B is offset negative ninety degrees. The same process is repeated to generate points C and D. 
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Lake Polygons 


Figure 15. Decomposition of a Lake into the Component Polygons 





The resulting road polygon is defined by points A, B, D, and C. This polygon 1s then projected on the DEM, 
Figure 16C. The next step is to decompose the road polygon into polygons that are planar with the upper and 
lower triangles generated by the DEM. The resulting vertices are generated one of three ways: Original road 
polygon vertex, DEM elevation post, or Intersection of the side of the DEM polygon and the side of the road 
polygon. Once the vertices are generated, they are sorted in counter clockwise order. The ordering of the ver- 
tices 1s simplified by the fact that the intersection of two non-concave polygons is guaranteed to be non-con- 
cave. Thus, we can simply average the points to find an interior point and determine the angle to each of the 
vertices from the center point. Sometimes, a single vertex is generated multiple tumes. The most common rea- 
son is a DEM elevation post and pomts generated by the side intersection process being the same point. To 
remove the duplicates, all points are checked to see how close they are to the next point in the sorted list. If 
two or more points are within a certain tolerance, normally 0.1 meters, they are considered as duplicates and 
all but one of them are discarded. As shown in Figure 16D, it is not uncommon for a single road polygon to 
generate upwards of ten polygons. 

The generation of the texture coordinates is shown in Figure 17. The texture map is assumed to cover 
the width of the road once. The texture pattern repeats over the length of the road polygon once every road 


width. To determine the S coordinate of the texture, a line is constructed from the end segments through the 
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Figure 16. Construction of a Road Polygons 





point in question. This line is parallel to the original segment and perpendicular to the end segments. The dis- 
tance from the mtersection of the start end segment to the point in question along the new Ime is divided by 
the road width. The resulting value 1s the S coordinate. A similar approach 1s taken to determine the T coor- 
dinate. This line is perpendicular to the original segment and parallel to the end segments. The distance from 
the right hand road polygon edge, Side BD in Figure 16, to the point in question divided by the road width 
gives yields the T coordinate. 

As mentioned above, the roads are decaled onto the terrain using the algonthm in [AKEL90]. To do this 
efficiently, we had to develop a polygon priority scheme. The scheme, shown in Figure 18, contains the rel- 
ative prionty of each polygon of the polygons in the grid square. The lowest number ts the first one drawn, 
the highest last. The polygonal skin has a priority value of one, indicating that nothing is below it. Priority 
values between two and ten are decaled onto the terrain. Currently ten, the road level, is the only one used in 
this range. As the polygons are read into the preprocessor to create the quadtrees, they are sorted in ascending 
order. This way the rendering process can quickly check for any road segment that has to be decaled. Like- 
wise, this guarantees that any canopies and objects will be drawn last. The object priority value, ninety-nine, 


is a special flag indicating that it is an instantiation of an icon and it is drawn last. 
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Figure 17. Construction of Texture Coordinate for Road Polygons 
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Figure 18. Terrain Prionty Numbering 
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E. ICON DATABASE 


NPSNET uses three basic icon formats ANIM, NPSOFF, and DRP binary. The use of standard icon for- 
mats allows the rapid addition, modification, and inclusion of icons. It also provides a buffer from icons in 
different formats, thus we are able to use a wide range of other organizations’ icons by simply wnting a con- 
verter into one of the supported formats. These three formats were chosen for their efficiency, availability of 
icons, and the requirements of our sponsors. In addition to the icon description files, an additional ASCII file 
is used to determine which models are to be loaded at run-time. Figure 19 shows a sample of one of these 
files. The lines starting with an O are object header lines. For multi-component models, the F indicates the 
offsets for the origin of the nested frame. For all of the multi-component models, the point of articulation is 
the origin of the nested coordinate frame. The two lines which start with an M are the minimum and maximum 
values for the icon’s bounding box. The line tagged by P indicates if the icon is armed and / or capable of 
resupplying others. By editing this file, it is possible to change the iconic representation of any entity and up- 


date the icon database to represent new entities in the database. 


O defa 001 Model Name, Alive Index, Dead Index, 
Number of Components 
00 Capabilities Armed Resupply 
-1.000001 0.000000 -0.951057 Minimum Bounding Box Values 
0.999999 2.236068 0.951057 Maximum Bounding Box Values 


defd 100 100 1 

0 0 

-1.000001 0.000000 -0.951057 
0.999999 2.236068 0.951057 


ml 1 101 3 

0.000000 1.510000 0.000000 Offeet for Firet Coordinate Frame 
1.655800 0.380000 0.000000 Offset for Second Coordinate Frame 
Lo 

-4.345000 0.000000 -2.240000 

5.695801 2.370000 2.240000 


misao oes 

0 0 

-4.345000 -0.075004 -2.824220 
5.028599 3.138165 22363559 


Figure 19. Dynamic Entity Definition File 





The Naval Postgraduate School’s Object File Format (NPSOFF), is a text based object and scene de- 
scription language developed at NPS to provide a common icon description format {ZYDA91B]. This is the 


format for all of the dynamic icons and a considerable number of the static icons. Figure 20 contains a portion 
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of an NPSOFF icon descnption. NPSOFF was chosen as the primary model description language for its sim- 


plicity, modeling tools available, and the number of icons available locally, currently in excess of 200. 


defmaterial cowmat6 

emission 0.000000 0.000000 0.000000 

ambient 0.039216 0.039216 0.039216 Matercial Definition 
diffuse 0.196078 0.196078 0.196078 ~““————— 

specular 0.000000 0.000000 0.000000 

shininess 0.000000 

alpha 1.000000 


def end Setting Current Material 
setmaterial cowmato er 


Polygon Definition 
~~ 

defpoly 

0.000000 1.000000 0.000000 

4 

-1.000000 1.500000 0.500000 

-1.000000 1.500000 -0.500000 

1.000000 1.500000 -0.500000 

1.000000 1.500000 0.500000 


0.000000 -1.000000 0.000000 
4 Number of Vertices 
-1.000000 0.500000 0.500000 
-1.000000 0.500000 -0.500000 


1.000000 0.500000 -0.500000 
1.000000 0.500000 0.500000 Vertices 


Polygon Normal 


Figure 20. Sample of an OFF Model File 





The ANIM format was developed at The Visual Systems Laboratory, Institute for Simulation and Train- 
ing, University of Central Florida (IST/UCF), by Curtis Lisle [TEC92]. Our work in support of DARPA’s 
WAR BREAKER program dictated that we use this format for the Stealth version of NPSNET. It is an ASCII 
based object description format used as the output from IST/UCF’s $1000 database traversal routines. In 
many respects, it is a subset of NPSOFF. It allows only flat shaded polygons in the icons. A short sample of 
an ANIM icon’s polygonal description is contained in Figure 21. 

Since a considerable number of icons in the world are made up of simple flat shaded polygons, we de- 
veloped a striped down binary version of NPSOFF called DRP. This format differs from the two formats 
above in that it is not only binary, but integral in the file 1s the world location of the icons. By combining the 
location and description of the icons into a single file, the number and size of the files have been reduced. 
Likewise, so has the flexibility of the datafiles. Since all the polygons, in this format, are simple flat shaded, 
it was possible to optimize the data structure for the SGI GL’s v3f and n3f graphics calls and sort the 1con’s 


polygons by color. 


4] 


aflt_model_1 de Name 


2 


= 
Number of J ass 255 255 0 4 —_—— ec, Shade, and 


Polygons in #4 ; : 
en -0.000003 -10.000010 16.180336 Priority Values 


9.510556 3.090159 6.180325 

-0.000006 9.999989 6.180343 

-9.510570 -3.090176 16.180342 

255 255 255 0 4 

4 ~<A e—Cuberr': Of'Verrtiicess 
-0.000003 -10.000010 16.180336 

9.510569 -3.090172 16.180338 

0.000006 9.999989 6.180328 

-9.510559 3.090172 6.180328 

56 199 160 0 5 

3 

-0.000001 -0.000003 22.360680 Vertices 
-9.510577 -3.090176 16.180347, _ ————_————————— 
-0.000003 -10.000010 16.180336 

200 98 1700 5 

3 

-0.000002 -0.000003 22.360680 

-0.000008 -10.000013 16.180340 

9.510563 -3.090170 16.180328 

-0.000008 -10.000013 16.180340 


Figure 21. Sample ANIM File 





F. ICON PLACEMENT ON THE TERRAIN 


Assuming the XZ location of the icon is known, the placement of an icon on the terrain is a two step 
process. The first is the determination of the elevation at the desired location on the polygonal skin. The sec- 
ond step is the correct orientation of the model on the terrain. As shown in Figure 22, the determination of the 
elevation is a straightforward process which has its root in the Gouraud shading algorithm. First, the eleva- 
tions are interpolated along the two of the sides of the terrain polygon. Then a line 1s constructed between 
these two points and passing though the point in question. The point’s elevation can then be interpolated from 
this line. This process works quite well, but is computationally intensive. To reduce the number of times this 
routine has to be called, the elevations of all static objects are computed once at start up time and then stored. 
In some versions of NPSNET, the static object’s elevations are computed as part of the preprocessing step 
and stored in the DRP format along with the object description. 

When multi-resolution terrain is used, it is possible to end up with flying tanks and trees and tunnelling 
aircraft, as shown in Figure 23. To avoid this, a different elevation determination routine must be called for 
each of the resolutions. The grid elevations, YO, YI, Y2, and Y3 from Figure 22, are the corners of the 
quadtree level for the selected resolution, Figure 8. This amounts to a “snap to ground” for ground entities. 


This 1s covered in more detail in the following section, “Placement of Icons on Multiple Resolution Terrain”. 
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/*Compute the elevation by interpolation*/ 
if x = 0.0 then 
/*Interpolate along the X axis*/ 
Y= YO + ((Y2 - YO) * Z) / gridsize) 
else 
X1 = gridsize - X 
percentage = X / gridsize 
/*Compute the elevation along the diagonal*/ 
Y4 = Y0 + ((Y3 - YO) * percentage) grid size 
if (Z < X) 
/*Upper Triangle*/ 
/* Interpolate along X Axis*/ 
Y5 = YO+ ((YI - YO) * percentage) 
/*Along the Z axis*/ 
Y= YS + (Y¥4-Y5) * (Z/X)) 


/*Lower Triangle*/ 

/* Imerpolate along X Axis*/ 

Y5 =Y2 + (Y3 - Y2) * percentage 

/* Along the Z axis*/ All Y values 


Y= Y5 + (((¥4-Y5) * (pridsize - Z))/X1) are elevations 
at point 
indicated 


Figure 22. Generation of Elevations 
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(Level 4 of the Quadtree) 
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Low Elevation Profile 
(Level2 of the Quadtree) 


) Trees at the ee” 


elevations 


Figure 23. Effects of Multiple Resolutions on Object Placement 
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The second step in the placement of icons on the eean is the orientation of the icon to conform to the 
terrain. Most static objects do not conform to the terrain, rather they sit level. As shown in Figure 24, this can 
result in the creation of a gap between the bottom of the object and the terrain’s polygonal skin. To avoid this, 
we have extended the base of static icon several meters below the origin to compensate for small gaps. Most 
large structures are not built on terrain that has a large pitch and the trees have relatively small trunks so this 


method works well. 


Extended Portion 
of the Icon 


Oniginal Icons Extended Icons 


Figure 24. Correction of Gap Created by Placing Icons on Large Slopes 





The dynamic objects do pitch and roll as they move over the terrain. In reality, they have a suspension 
system that compensates for small deformations in the underlying terrain. However, the correct dynamics 
simulation of a vehicle suspension system is computationally complex. As a result, we treat the vehicle as a 
single ngid body. By ignoring the suspension, it is possible to determine the pitch and roll of the vehicle by 
use the three points shown in Figure 25. The point, Pf, out along the body X axis, determines the pitch of the 
vehicle, while the one along the body Z axis, Ps, determines the roll. The pitch angle is determined by taking 
the elevation of the icon’s origin, Po, and subtracting that from Pf. Then taking the arctangent of the height 
difference divided by the distance from the Po to Pf. The process is then repeated for the roll using Ps. The 


projection of Pf and Ps gives an adequate representation of the orientation of the vehicle for most cases. A 


more detailed description of the dynamics used in the entity motion routines can be found in Chapter VI] EN- 


TITY DYNAMICS. 


Pf 
Pitch 
Ps Po 
Side View Front View 
Pitch = Arctan(Pf] Y} - Po[ Y)) Roll = Arctan(Ps[Y] - Po[Y)) 


Top View 


Figure 25. Computation of On Ground Pitch and Roll 





G. TERRAIN DATABASE MODIFICATION 


During the course of a battle, the terrain undergoes some changes. Trees get knocked down or blown 
up, buildings collapse, berms are built and breached, and craters form where rounds impact. Combined, these 
actions are what 1s commonly known as dynamic terrain; modification of the terrain database during the ex- 
ecution of the VW scenario. To allow the database to be modified, the database itself must be built in such a 
manner that a large amount of preprocessing is not required. The run-time structures must be flexible enough 
to allow the addition and deletion of polygons during execution, and the run-time structures must be available 
to the host and the Computer Image Generators (CIGs). The majority of the separate host and C1G configu- 
rations, down load the terrain database from the host to the CIG at the beginning of a scenario. Once the files 
are preprocessed and / or down-loaded, they cannot be modified. It is for this reason that many systems which 
use Binary Space Partitioning (BSP) Trees and separate host / CIG cannot do dynamic terrain. 

As shown in Figure 26, the basic structure of the terrain node in NPSNET has an object pointer which 
points to the static icons in the database. To add an object to the grid square, all that has to be done is instan- 
tiate the object and add the record to the linked list. The next time the grid square is drawn, the updated object 


45 


is displayed. To remove an object from the database, the reverse is done. The instance of the object is deleted 
from the linked list. Linked lists were used rather than binary trees for the storage of the objects pointers. As 
shown in Table 3, there are relatively few objects in each grid square. We determined analytically that the 
savings in computational cost would not be worth the added complexity of the code for managing the binary 


search trees. 


/*The obetacle node contains the location and the type of an obstacle*/ 
etruct obslocetruct { 
int type; /*index into the icon type array*/ 
float xloc, zloc; /*location of the object*/ 
float yloc[4); /*Elevation of the object 0 high, 3 low*/ 
etruct obslocstruct *next; 
a 
/*meeh data structure*/ 
etruct meshnodetype { 
int color; /*index in the material array*/ 
float elev; 
float normal [3]; 
ie 
/*thie ie the basic array for the map. 
the array is mapgrid[NUMOFGRID] [NUMOFGRID] */ 
etruct mapgridstruct { 
etruct vehlistsectruct *vehlist; /*list of vehicles in the grid square*/ 
etruct obslocetruct *obstacleliset; /*list of objects in the grid square*/ 
float elev; /*Grid Post Elevation*/ 
int reslevel; /*Current Level of detail*/ 
etruct meshnodetype meshdata; /*Struct containing the mesh information*/ 


ue; 


Figure 26. Terrain Node Structure 





There are two basic approaches to modifying the appearance of an object; an object can be scaled, or it 
can be switched out for another model. The use of scaling is particularly useful for things like craters and 
berms that have one basic shape, but vary greatly in size. This allows the use of one icon that can be scaled 
to achieve the desired size. When an icon is scaled, the original icon is left in place and the scale parameter 
is changed for the entire icon. The default value of the three scale values, X, Y and Z, is 1.0 indicating the 
object’s mitial size is correct. 

Model switching is used when a model undergoes a major change. An example of this is when a tree 
is blown up and all that is left is the stump. This method has proven to be quite successful when combined 
with the collision detection approach discussed in Chapter VII ENTITY DYNAMICS. While this method 
provides for faster rendering than the scaling method, one less operation has to be performed, it does take 


more memory since there are more icon descriptions are required. 


Terrain Cross Section 


Location of Original Craters 


Flight of Projectile 


f | ocation of New Craters 


Location at Frame T 


Figure 27. Determination of the Placement of Craters 





The placement of craters on the terrain is extremely important in the NPSNET VW. As shown in Figure 
27, the elevation of a projectile is checked against that of the ground in every frame. In an early version of 
NPSNET, slow missiles were used and the terrain was relatively flat. This is represented by the lower arrow 
in the figure. Therefore, the crater was placed on the polygonal skin at the XZ location where the missile was 
projected to be at the end of the current frame, Frame T in the figure. This was a crude approximation to the 
location, but it was not a noticeable difference. In subsequent versions, faster missiles and hillter terrain were 
used. It was now much more apparent where the missiles were impacting the terrain. The location error be- 
came quite noticeable, as shown by the upper missile path in the figure. This required that the mtersection of 
the flight of the projectile with polygon skin be used to give the true impact point. A binary search along the 
last flight segment can approximate the location of intersection of the missile flight and the terrain quite rap- 
idly. It was now much more apparent where the missiles were impacting on rugged terrain. 

Walters developed a system where bridges, berms and craters could be created and destroyed dynami- 
cally. The icons that he used were a combination of the model switching and scaling methods. This proved to 


be quite easy to implement and produced good results in NPSNET. [WALT92] 
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H. TERRAIN DATABASE MAINTENANCE 


As the VW’s terrain database becomes progressively larger and of higher resolution, the size of the da- 
tabase increases dramatically. While this might seem like a obvious statement, its full impact is not felt until 
large databases are used and the structure of the software has to be changed to support the large databases. 
Table 4 shows the size of a selected few of the gridded databases used in the NPSStealth system as a function 
of terrain database size. The polygonal databases for the same terrain and post spacing average approximately 
one and a half orders of magnitude larger than the gridded databases. Clearly, the larger databases cannot fit 
entirely into an average size main memory (32 - 64 Megabytes of RAM) with the icon database, program ex- 
ecutable, and locked operating systems pages. Theoretically, the paging mechanism of virtual memory can 
alleviate this by paging the portions of the database in and out of memory. There are two fundamental prob- 
lems with this approach. The first is that the swap space is limited. On most of the SGI workstations in the 
Graphics Laboratory, the system swap space is only fifteen megabytes of disk space. To increase the swap 
space would require the reformatting and partitioning of the disk. Even increasing the swap space and real 
memory, the databases will eventually exceed the capacity of the machines. The second problem, assuming 
enough swap space and main memory, is the paging algorithm used. The machine does not pull a page into 
memory until an attempt is made to access it, basic demand paging. The problem with this is that for time 


critical systems, such as a VW, this introduces an unacceptable and unpredictable delay into the system. 


Table 4: TERRAIN DATABASE SIZE 


Nellis AFB 177X111 355 X 223 82.715 2.730 


Fort Hunter-Liggett | 50 X 50 401 X 401 160,801 


Northwest Iraq 274 X 115 2193 X 921 | 2,019,753 66,652 
Northwest Iraq 274 X 115 1097X 461 | 505,717 16,689 
Northwest Iraq 274 X 115 549 X 231 126,819 4,185 


We took two basic approaches to addressing the database size problem, one for gridded terrain m 





NPSStealth and a separate one for the polygonal terrain in NPSNET. The two methods share a common ap- 


proach, that of implementing predictive paging of the terrain database. Predictive paging, also known as op- 
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timal paging, differs from demand paging on when the pages are brought into memory. As stated above, 
demand paging brings the page in when it is referenced, thus creating a delay in the execution. Predictive pag- 
ing brings the page into memory before it is referenced. For the terrain database, the logical page, the amount 
of information brought in by the user as opposed to the physical page which 1s system dependent, is called a 
load module. The load module is the smallest unit of the database that can independently addressed. For the 
gridded terrain, it ts a single post, whereas for the polygonal terrain, the load module is the quadtree rooted 
at the kilometer post. 

To continue with the operating systems analogy, the working set of the terrain database 1s the active 
area, Figure 28. The bounds of the active area can be determined by sweeping the field of view one complete 
horizontal revolution around the location of the eyepoint. Any grid square contained in the area covered by 
the sweep is part of the active area. The size of the active area allows the user to swing his view around in 
360 degrees without any database paging. To account for the predictive paging algorithm, to page in terrain 
beyond the field of view, and simplify the paging algorithm, the active area was increased in size from a circle 
with a radius of one view distance to a square with a side length of two times the view distance plus two load 
modules. Figure 28 shows the relationship of all of the geometric components in the determination of the ac- 


tive area. 
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Figure 28. Relationships and Terms Used in Terrain Paging 
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To maintain the active area current, including the predictive paging portion, in NPSStealth a separate 
database management process is spawned. This process is only spawned when there are sufficient CPUs 
available on the workstation. On a single processor workstation, the additional overhead and delays intro- 
duced by the database management process are higher than the delays created by the system’s paging algo- 
rithm. Using shared memory, the management process creates an active area slightly larger than described 
above. The additional area is added to the major direction of travel, the next area expected to be brought in. 
The database management process then enters a nested loop and references all of the grid posts in the com- 
puted area. Since the SGIs use First In, First Out (FIFO) memory page management, all of the gnd posts m 
the active area have been recently referenced. Those not currently in memory are paged in at this time. The 
grid posts that are paged in are on the forward edge of the direction of travel and outside of the field of view. 
Thus, rather than having the rendering process wait on the grid posts being brought into memory, the main- 
tenance process waits. After a traversal is completed, the process then sleeps a short period of time. By sleep- 
ing, the management process frees up the CPU for other tasks much like the standard UNIX demons. The 
length of time the process is put to sleep is dependent on the velocity of the player. The slower the player 
moves, the fewer grid squares it will traverse per unit time, and the longer the process can sleep. 

To make this work, the management process must treat the grid posts as if they were in main memory. 
As noted above, the terrain database does not all fit into main memory. To get around this limitation, the ter- 
rain datafile is defined and constructed as a memory mapped file. This is a file that 1s stored as a “memory 
image.” The data is physically stored the same way it would be in main memory. The base of the file is given 
an Offset in memory and the file is then treated as if it was real memory. The operating system manages the 
paging of the data from the file much the same way it manages main memory paging. In essence what was 
done was to increase the swap space of the system by making the datafile a swap space. There are three dis- 
advantages to this approach. The first is the added level of indirection in the operating system paging of the 
data. This is easily overcome by the use of the predictive paging process described above. The second draw- 
back is the added complexity in the addressing scheme. Since the pointer to the base of the file is a one di- 
mensional array pointer, the 2D address mappmg function has to be coded by the programmer. This is easily 
coded into a macro that abstracts out the details and improves readability of the code. The final drawback is 
when an NFS mounted file system is used. Not only is there the delay in the paging of the data, but the net- 
work delay and bandwidth limitations now become a factor. The use of memory mapped files works quite 


well on the SGI, but it limits the portability of the code to other platforms. 
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The polygonal terrain has a different structure and hence a different access method. As stated above, 
the polygonal terrain database is partitioned into an array of four level quadtrees. It is possible to take advan- 
tage of this structure by making each of the load modules equal] to one of the quadtrees. The basic structure 
of the quadtree file is shown in Figure 29. Since all of the Polygon Count and Index arrays are of the same 
size, they can be read in a single read. Along with the arrays, a total polygon count is also read in. This deter- 
mines the size of the read buffer and the polygon data. Since the Count and Index arrays are a constant size, 
there is no need to free them to reallocate the memory. Rather, all that is required is the reassignment of point- 
ers to the arrays. Since the polygon count varies, the memory space is freed and reallocated for each of the 
polygon array reads. The determination of optimal quadtree size was driven by the graphics, network, perfor- 
mance, and common military usage. In our sample databases (Fort Hunter-Liggett, Fort Irwin, and The Fulda 
Gap), a four level quadtree file was less than two kilobytes m size. This small size allowed the information 
to be read in two Network File System (NFS) reads, the limitation on the size of Ethernet packets being the 
determining factor. The next larger files, 2000 meter based nodes, were going to be over four times as large. 
In terms of graphics performance, a 1000 meter polygon provides the same cover as sixty-four 125 meter 
polygons. Experimentally, we determined that the use of 2000 meter polygons did not add much to the scene, 
in some instances there was a noticeable and disconcerting distortion of the terrain, and the graphics perfor- 
mance was not increased a significant amount. The use of 1000 meter grid squares is also a function of the 
common use of one kilometer grid squares in military operations. While the 500 meter based quadtree files 
were smaller and each of the two reads was faster, we could add another level of resolution, and improve the 
graphics performance, without impacting the network or disk loading due to the buffer and packet sizes. 

To manage the reading in of the load modules, four separate processes are spawned. Each one of these 
processes is responsible for the paging of the terrain in one of the cardinal directions (north, east, south, west) 
and freeing the memory in the opposite direction. To determine which, if any, load module is to be paged in, 
the concept of a bounding box is used, Figure 30. The vehicle is initially centered in the middle of the box. 
When it gets to one of the edges of the bounding box, the next strip of load modules is read off the disk, Figure 
31. The main application process monitors the location of the vehicle within the bounding box. When the ve- 
hicle goes outside the box, the main process increments the semaphore. This unblocks the reading process for 
that direction and the next strip of terrain is paged in while the previous one is paged out. Since the terrain 
pages are read only, they are not wntten back to disk. Once the paging of the strip has been completed, the 
process blocks itself. Then a new bounding box is created at the next load module boundary. As shown in 
Figure 30, the bounding box is larger than the size of the load modules. The overlay created by the size dif- 
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Figure 29. Quadtree File Structure Used for Terrain Paging 





ference, in this case 100 meters, provides a buffer zone where the vehicle can move back and forth without 
causing thrashing of the load modules. On a IRIS 240/VGX, a player can travel approximately 2000 kilome- 


ters per hour before the paging of the database becomes visually noticeable. 


I. SUMMARY 

In this chapter we have presented the two of the three databases used in NPSNET and how they are for- 
matted and maintained. Combined together, the features presented in this chapter form the core of some of 
the unique aspects of NPSNET. Being able to simultaneously do terrain paging, terrain and object level of 


detail, and dynamic replacement of icons at run-time put NPSNET in the forefront of simulation technology. 
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Figure 30. Bounding Box Used for Terrain Paging 
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Figure 31. Active Area, Before and After Terrain Paging 
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Vi. STRUCTURE OF THE SOFTWARE 


Almost all VW systems have a common software structure. This structure is dictated by the basic func- 
tions of a VW system. These functions are: to receive input, construct a representation of the world, and dis- 
play the result to the user. The basic run-time structure of all networked VW systems is shown in Figure 1. 
Obviously, the network management process is not needed if the VW is not part of a network. Not shown in 
this diagram is the start up process. The Start-Up process reads in the data and constructs the world before 
control 1s passed to the processes in Figure 1. The remaining processes are part of what 1s known as the input 
/ compute / draw loop. A conceptual sequencing of the processes in contained in Figure 32. The Dynamics 
and Scene Management processes are combined into the Compute process in the figure. The Renderer process 
(software) is combined with the graphics pipeline (hardware) to form the Draw process. This chapter serves 
to present an overview of the structure of the software. We also discuss the implications the parallelization of 
the software. Specifically, we focus on the sequencing and interconnection of the component processes. The 


processes are covered in more detail in the following chapters. 


Renderer 
Process 


Figure 32. Conceptual Sequencing of the Processes 
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As discussed earlier in "MACHINE LIMITATIONS", there are more processing requirements in a 
complex, populated VW than a single CPU can handle. To get around the current limitations of a single pro- 
cessor, there are two possible courses of action: Get a faster processor or use more than one processor. 

While using a faster processor will speed up the execution of the system, there are a few real world con- 
siderations that have to be taken into account. The first of these is the operating system. SGI’s IRIX is a der- 
ivation of UNIX. As such, there are a considerable number of demons running as part of the operating system. 
These demons run at seemingly random times for varying lengths of time. If the machine has a single proces- 
sor, the demons will have to share it with the VW system. The net result of this is that the user perceives a 
skipped frame or stutter. The frame rate will be fairly constant, or changing smoothly, and then all of a sudden 


the display will freeze for a brief period of time while the demons run. If a real time clock! is used, all of the 
entities will jump to their correct locations during the next frame. This gives the impression of a dropped 
frame. 

In network VWs, a more fundamental problem exists with the use of a single processor. When Protocol 
Data Units (PDUs) arrive at the node from other nodes they must be buffered. Depending on the buffer size 
of the network interface card and the network loading, data is lost if it is not processed or buffered as soon as 
it arrives at the node. Most UNIX network interface drivers can buffer a single message. As a result, if two 
PDUs are received during a single execution loop of the system, one of the messages is lost. An interrupt han- 
dler can be constructed to buffer the incoming messages. However, this will have the same effect as the UNIX 
demons on the frame rate. To process the PDUs in the application, the interrupts will have to be disabled to 
prevent corruption of data, once again allowing an opportunity for a message to be lost. 


The other option 1s to execute a portion of the code in parallel on multiple processors. On a two proces- 


sor system, a single threaded” VW system does not necessarily suffer the same delay mposed by the demons 
as if it were running on a single processor system. In such a system, the demons run on the second processor. 


There is the same problem with the network management. The only way to avoid the problem with losing 


1. For our purposes a “real-time clock” is synonymous with a wall clock. Time is measured in a 
monotonically increasing manner corresponding with real time. This is different than a CPU clock 
which measures the amount of CPU time that was used by a process, or a timed frame clock where 
each frame is assumed to take the same amount of time, both of which can result in the perceived 
speeding up or slowing down of the controlled entity. The speed of the clock can be faster or slower 
than real-time as long as it has constant intervals. The reference time for the clock can be set or 
reset at the user’s discretion. 
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PDUs from the network is to have a process that listens to the network and buffers the messages for later re- 
trieval. The PDUs can then be processed by the application in the appropmiate place in the control flow. 
Even as processors get faster, which they inevitably do, the computational requirements of the VW will 
continue to exceed the capabilities of a single processor. As with almost all systems, there is a bottleneck in 
the VW architecture. In all of the NPSNET systems, as well as many others, it is the rendering process that 


is the limiting factor on the frame rate. To reduce the impact of this, a considerable amount of resources are 


given to the rendering process. In addition to the graphics pipeline?, a CPU should be devoted to the rendering 
process. This is what has been done in NPSNET. The impact of the parallelization on the frame rate was min- 
imal, only one to two frames per second, but we were able include real-time contact detection, double the 
number of entities to 500, and use more realistic dynamics later without impacting the frame rate on a SGI 
240/VGX. When the resulting system is run in the single thread mode, not only do we lose the benefit of the 
parallelization but the additional computational load costs about another frame per second. As we can see, the 
isolation of the bottleneck process allows us to improve the actions of the VW without affecting the frame 
rate or the realism. The rest of this chapter covers the inherent parallelism in a ground combat VW in specific, 
gives an Overview of what each process does, and then ties them all together by discussing the sequencing 


mechanisms needed for efficient operation. 


A. INHERENT PARALLELISM 

As discussed above, the network and graphics processes are obvious candidates for parallelization. 
These are not the only tasks that can be performed in parallel. The motion of the individual players is also 
done in parallel. On the macro level, this is done via separate nodes on the network. At the micro level, the 


player action loop can be parallelized. It is at this level that we have to be concerned with coarse versus fine 


2. A processing thread is an execution stream running at a given moment. A single threaded process 
has one flow of control in the program and hence only one portion of the code is being executed at 
any given instance. A parallel program has multiple threads and might have several different or the 
same portion of the code being executed at any given moment by the different threads. Threads can 
be created, or spawned, and terminated, or killed, once or multiple times during the execution of the 
program. The threads can share all, some or none of the following: memory space, file descriptors, 
interrupt routines, I/O devices, and processors. 

3. The graphics pipeline is the integral set of hardware that is comprised of the polygon engine and 
the pixel managers, or raster engine. This portion of the hardware, when in a separate box, is often 
called the Computer Image Generator (CIG). Its function is to take the graphics primitives passed 
by the CPU, or host, and convert them to pixels on the screen. Most modern systems have a consid- 
erable amount of parallel hardware to accomplish this, we will not discuss it further. For more 
information, refer to [AKEL88], [FUCH89], [E&S92], and [E&S91]. 
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grain parallelism*. All of our workstations are members of the SGI IRIS 4/D series. As such, they have MIPS 
processors. These are complete microprocessors that function best in a multi-instruction, multi-data (MIMD) 
configuration. Also there is a significant overhead on the creation and management of new threads with such 
systems [SGI9 1a]. It is these hardware constraints that forced us to use the coarse grain parallelization para- 
digm in NPSNET. Even with these limitations, a significant amount of computation and rendering can be 
done in parallel. This allows us to redraw Figure 32 as Figure 33. The vertical axis is time, blocks shown at 


the same level are done in parallel. Horizontally across the picture are the tasks. 


Figure 33. First Level Parallelizaton 





Since the distances the players move is relatively small, Table 1, it is possible to mun the ballistic com- 
putations before the player motion routines. Likewise the selection of the view volume is independent of the 
movement of the ballistics, so these can be done in parallel as well. Figure 34 shows the resulting structure 
of the software. It is a further refinement of Figure 33. The Compute process has been broken down into the 


movement and contact detection routines which make up the Dynamics process and the Scene Management 


4. There is no clear cut differentiation between coarse and fine grain parallelism. There is a grey 
area that can be considered both. The definition that we use for fine grain parallelism is the parallel- 
ization of loops. This is also known as homogeneous parallel programming. Heterogenous parallel 
programming, or coarse grain parallelism, is the breaking up of dissimilar blocks of code to run on 
separate processors. 
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Process. Likewise, the Rendering process has been broken down into three component parts. Not shown in 


the figure is the clearing and preparation required by the Rendering process each frame. 
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Figure 34. Second Level Parallelization 





B. TASKS 


We have been discussing the tasks performed by each of the process blocks in the abstract sense. In this 
section, we discuss them in a functional manner, what they have to do. Where significant research was done, 
Dynamics, VW Population, Scene Management, and Network Management, the procedural discussion 1s cov- 
ered in the following chapters. The other tasks, Start Up Process, User Input Management, and Rendering, 


are covered in slightly more detail in this chapter only. 


1. Start Up Process 
The start-up process’s main function is the configuration of the VW in preparation for the input / 
compute / draw loop. The functions that have to be performed are shown in Figure 35. While all VW systems 
have the same basic requirements for configuration, we cover the NPSStealth’s start up process in detail. This 
is the most complex and flexible of all the systems we have built and as such requires more from the start up 


process. 
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Read Flags 


Configure Graphics System 


Read Configuration File 


Allocate Memory 


Read Terrain Database 


Read Icon Descriptions 


Build 2D Map 


Open Network Port 


Figure 35. Start Up Process Functions 





Part of the flexibility of the VW comes from the ability to pass command Ime switches to the mi- 
tialization process. The switches provide a means to alter the default configuration of the system. These in- 
clude things like the network interface, terrain database, icon files, and image parameters. Since the switches 
set the values of the internal flags, this reading and processing of the switches is the first step in the start up 
process. 

The next step 1s the initialization of the graphics subsystem. Naturally, the detail of the initializa- 
tion of the graphics subsystem is dependent on the type of equipment used. There are certain high level tasks 
that are common to all the systems. These include things like the allocation of bit planes, window configura- 
tion and opening, construction of the color maps, and configuration of the interaction devices. For more spe- 
cific information on the configuration of the graphics process, refer to a graphics programmer’s guide such 
as [SGI91B]. The initialization of the graphics subsystem allows messages to be displayed concerning the 
status of the start up process. This 1s a very important feature, since the set up process can take a considerable 
amount of time. If users are not provided feedback on the status, they might think the system has crashed. 

The Terrain Configuration File, Figure 36, contains the database dependent information. By read- 
ing this data in from a file, the system can be configured at run-time to use different databases representing 


different parts of the world at varying resolutions. The file is formatted so that there is a text string identifying 
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the purpose of the vanable and the variable name on the line above the data. The first parameter is the max- 
imum viewing distance. It is used in the construction of the view triangle and is covered in detail in Chapter 
1X The next four data elements specify the coverage of the database. The first two are in kilometers and are 
used for human readability. The system itself uses the next two which specifies the number of grid posts in 
the X and Z direction. These values are used to do boundary checking and to determine the size of the memory 
mapped file. The grid size, or post spacing, is expressed in meters. The remaining file entries are all file names 
of the files that contain the desired database components. The first of these is the elevation post file. This is 
the only required file. Rather than being read in, the file is memory mapped to make it appear that it is an 
extension of the virtual memory system. The road file contains the polygonal description of the road seg- 
ments. The next entry has not been implemented yet. This is the file that will contain the micro-terrain poly- 
gons for stored terrain deformations. The keyword “NULL” indicates that there is no file associated with this 
entry. The remaining two files contain the location of the objects on the terrain. The first one is a binary file 
that contains the iconic description of the objects and the instances of the object in a single file. The second 
file is an ASCII file of the object locations. By using two files to contain the object locations, we have 
achieved a compromise between speed and flexibility. The binary file can be read in faster and is more com- 
pact, while the ASCII file is easier to add, modify, or delete instances. The purpose of having the configura- 
tion file was to store the database parameters outside of the program so that a single executable can use 
multiple databases. We were able to do this without a loss of efficiently. 

The next function of the Start up process is the allocation of memory for the terrain database. The 
icon and entity databases are a static size and the memory space is allocated at compile time. The memory 
mapping of the terrain is done using the code in Figure 37. The advantages of using a memory mapped terrain 
database are discussed in the preceding section, “TERRAIN DATABASE MAINTENANCE". The drawing 
buffers, discussed in more detail in Chapter IX, are allocated as a two dimensional arrays using the code in 
Figure 38. It is important to note that the resulting array is not in a contiguous memory space. Due to the na- 
ture of the malloc command, the array might be spread out over the entire data space. This is especially tm- 
portant when doing non-two dimensional array indexing operations. The use of dynamic arrays allows the 
flexibility to have different viewing distances and database sizes with very little loss of efficiently. 

The reading of the road polygon file completes the polygonal skin of the terrain. As mentioned in 
Chapter V, the road polygons are stored as a linked list hanging off of the appropriate elevation post. As the 
polygons are read in, the memory is allocated dynamically as the lists are built. This allows the user to deter- 


mine if roads are needed at run time. 
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Default view distance (VIEWDIST) 

10000 

Number of kilometers east-west (NUMOFKMX) 
274 

Number of kilometers north-south (NUMOFK MZ) 
115 

Number of grids east-west (NUMOFGRIDX) 
549 

Number of grids north-south (NUMOFGRIDZ) 
231 

Gnidsize (GRIDSIZE) 

500 

Elevation Datafile (BINARYELEVFILE) 
/work/data/nwiraqg4/datafiles/nwiraq500.mesh 
Road datafile (ROADFILE) 
/work/data/nwirag4/datafiles/nwiraq500.roads 
Terrain data path (DATAPATH) 

NULL 

Object Data (OBJECTSPATH) 

NULL 

Special Object Data file (OBJECTSPATH) 
/work/data/nwiraq4/datafiles/nwiraq.obj 


Figure 36. Terrain Configuration File 


/*Create file handle*/ 
dirt_fd=open(BINAR YELEVFILE,O_RDONLY),; 
if(dirt_fd == -1){ 
printf(“Unable to open the terrain file %s\n”, BINAR YELEVFILE); 
printf(“Error # %1d “,ermo); 
fflush(stdout); 
perror(“”); /*print out system text message*/ 
exit(O); 


/*compute the file size*/ 
fsize = sizeof(MAPGRIDSTRUCT)*NUMOFGRIDX*NUMOFGRIDZ; 


/*memory map the file, mapgrid is the pointer to the base of the file*/ 
mapgrid = mmap(0, fsize, PROT_WRITE,MAP_PRIVATE,dirt_fd,0); 
if((int)mapegnid < 0) { 

/*an error occurred*/ 

printf(“Memory map error number %d “, ermo); 

fflush(stdout); 

perror(“”); /*print out system text message*/ 

exit(0); 


Figure 37. Memory Mapping the Elevation File 
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/*sincc we only care about the stuff that is offset from the minx, minz to maxx, maxz we don't have to allocate 
draw buffer space for the entire grid matrix, but rather a VIEWDIST by VIEWDIST matrix. To this let's add a 
little fudge factor, how about 1.5 VIEWDIST?*/ 

buffdim = (int) 1.5*(VIEWDIST/GRIDSIZE); 


/*allocate the memory for the buffers*/ 
for (jx=0;jx< NUMOFBUFFERS;)jx++){ 
/*allocate the x direction*/ 
if((displaybuffer{jx].terrain.drawarray = 
(BUFFERELEMENT **)malloc(sizeof(BUFFERELEMENT *) * buffdim)) == NULL) { 
printf(“Unable to malloc displaybuffer{ % 1d] .terrain.drawarray\n” jx); 
exit(0); 


/*and each of the Z columns*/ 
for (ix = 0;ix<buffdim;ix++){ 
if((displa ybu ffer{ jx }.terrain.drawarray[ix} = 
(BUFFERELEMENT *)malloc(sizeof(BUFFERELEMENT)*buffdim)) == NULL){ 
printf(“Unable to malloc displaybuffer[ % 1d].terrain.drawarray{ % 1d]\n”, jx, 1x); 
exit(0); 


Figure 38. Allocation of Database Specific Sized Drawing Buffers 





In the NPSNET system, the quadtree polygonal data files are used instead of the memory mapped 
terrain file. In NPSNET’s Start up process, the terrain data structures described in Chapter V are allocated 
and filled. The quadtree files that make up the active area are read in and the hot box is initialized with the 
assumed position of the driven entity being the center of the database. At this time, the semaphores to control 
the terrain paging and the paging processes are created and immediately blocked. 

NPSOFF is a general purpose icon description file format developed at the NPS [ZY DA91B]. One 
of the things it does especially well is the definition of lights and materials. Taking advantage of this, we 
chose to use the NPSOFF file format for the storage of the lights and the materials used in the NPSStealth. 
Likewise, NPSOFF was used as the primary icon format for all of the objects in all of our systems. The use 
of a standard icon format is critical to the successful population of a VW. The actual construction of the icons 
is tedious and time consuming, it much easier and faster to use a model that has already been developed. The 
list of icons to be loaded is contamed in an ASCII file the user can edit. This allows the user to select the 
number and types of icons required for the particular VW he is planning on using. Once again, the use of ex- 
ternal ASCII configuration files provides an ability to tailor the initial population of the VW to the applica- 


tion. 
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The material cross reference file, Figure 39, serves several different functions. The first of these 
is the reduction of the size of the terrain files. The is done by storing the two thirty-two bit colors for the upper 
and lower triangles in the cross reference array and only the index, an eight bit char, in the terrain file. While 
this increases the cost of binding a color by one indirection, the size reduction of the data structure allows for 
better cache performance. The file also contains the texture and material identifiers for the specific terrain 
type. By having this in a central file, we can avoid duplication of storage and initialization. A further function 
is the ability to reconfigure the appearance of the terrain. Since a cross reference acts as a central mediator of 


the colors, by changing the values in the file the appearance of the terrain can be changed. 


Dirt NPS_ID SIMNET_ID Color upper/lower Material 


Sandy_hardpacked_soil 
agriculture_-_brown_&_green 
agriculture_-_brown 


agriculture_-_brown 
Green_ground_cover 
Residential/industrial 
Impassable_water 
Cement 


BUG_Sandy 


0 102 
1 83 
2 24 
3 82 
457 
5 120 
6 43 
PaZ9 
8 0 


FF2D83BE 
FF2ESD59 
FF2E4159 
FF2E4159 
FF004300 
FF 737373 
FF460000 
FF 737373 
FF2D83BE 


FF5483BE 
FF 1E4F49 
FF1E3149 
FF1E3149 
FF005300 
FF8B8B8B 
FF9 10000 
FF&8B8B8B 
FF5483BE 


HAR 

Road NPS_ID SIMNET_ID Color Material 
Railroad 0 15 Pr222222 
Paved_Road 1 129 FFOO0000 

Dirt_ Trail ee FF1E3149 
Pipeline 3 102 FP22227{ 
Airstrip 472 FF101010 


RAH 

Fences NPS_ID SIMNET_ID Color Material 
Picket 015 FFFFFFFF 2 
Panelled 1 109 FF5991C5 2 


Figure 39. Material Cross Reference File 





The texture identifier values from the material cross reference file, Figure 39, are used as the key 
for binding the textures during run-time. The texture identifiers correspond to the SIMNET polygon identifi- 
ers and are labeled SIMNET_ID in the datafile. The textures are drawn from a palette of approximately one 
hundred and fifty textures that came from a multitude of sources. By assigning each texture a unique number, 
we can read in only the textures required by the models or terrain. The same rationale is applied to the material 
identifiers in the file. 

As discussed in [A]RE9OA], the availability of a 2D map is helpful for navigational tasks. We 
have found that the 2D map is also useful as a mechanism for the determination of the location of the driven 
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entity in relationship to the other players. To facilitate the visualization of the other players and the terrain 
features, the map has multiple scales. The five scales are full, half, quarter, eighth, and sixteenth scale. The 
full scale map contains the entire database at a lower resolution, every fourth grid post is used as a mesh ver- 
tex. This is done to reduce the polygon count and the time it takes to render the map. Polygon reduction is 
also applied to the half and quarter scale maps. Since the higher resolution maps do not display the entire da- 
tabase, some means of database windowing had to be done. To accomplish this, we implemented the algo- 
rithm in Figure 40. When a resolution is selected, the driven entity is located in the center of the map. The 
east-west and north-south limits are then determined by the resolution scale and the location in the database. 
The map stays fixed until the driven entity moves out of the mner box, at which time a new map is created 
reflecting the new position of the driven entity. The overlay planes are used to display the location of the ac- 
tive players in the world. Since the map remains static and only the players icons change from frame to frame, 
redrawing only the icons reduces the graphics requirements. In order to give some appreciation for the con- 
tour of the terrain, the terrain is elevation shaded using the algorithm in Figure 41. This results in the lowest 
elevation being black, while the highest is white. With Fort Hunter-Liggett and Eastern Saudi Arabia - Kuwait 
- Iraq (East SAK]), databases we found it particularly useful to shade the zero elevation, mean sea level, to 


blue to represent the ocean. 


/*Figure out what area we are going to draw*/ 

left = pos[ X] - MAPSIZEX/scale; /* Entity position - Size of the database along the X axis / Zoom Factor*/ 
right = pos[X] + MAPSIZEX/scale; 

bottom = pos[Z] - MAPSIZEZ/scale; 

top = pos[Z] + MAPSIZEZ/scale; 


if (left < 0){/* The desired map extends off to the left (West) of the database*/ 
right -= left; /*Shift the map to the night by the amount it goes negative*/ 
left = 0.0; 


} 

if (right > MAPSIZEX){/*Right (East) Overlap*/ 
left = (mght - MAPSIZEX), 
right = MAPSIZEX; 


if (bottom < 0){/*Bottom (North) Overlap*/ 
top -= bottom; 
bottom = 0.0; 


} 

if (top > MAPSIZEZ){/*Top (South) Overlap*/ 
bottom -= (top - MAPSIZEZ), 
top = MAPSIZEZ; 


Figure 40. Map Centering Algorithm 
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/*Build the color step. This is done once at set up*/ 
/*If we usc too many colors it doesn't look good, a COLORSTEP of 16 looks good*/ 


colorstep = (max_elevation - min_elevation)/COLORSTEP,;/* elevation range of each color band*/ 
colordelta = 255/(COLORSTEP +1); /* Differences -in color for each color band*/ 


if (GETELEV(ix,jx) == 0.0){/* treat zero Elevation as the Ocean*/ 
RGBcolor(0,46, 113); /* a nice blue color*/ 
} 


else { 
/*interpolate the color of the elevation point*/ 
colorint = (int)(colordelta + colordelta*(ELEV(ix,jx) - min_elevation) /colorstep)); 
/*use a grey scale color ramp*/ 
RGBcolor(colonnt,colorint,colonnt); 


Figure 41. Construction of Grey Scale Elevation Shades 





The final step is the set up process in initializing the network. What is involved in the connection 
and set up of the network 1s discussed in detail in Chapter X. The reason that the network connection is the 
last step in the set up process is two-fold. The first of these is network consistency. If the system terminates 
before completing initialization, but after it has connected to the network, all the other nodes on the network 
will have corrupted databases reflecting the receipt of a PDU from a node that is not on the network. By con- 
necting the last thing, all of the other functions have completed successfully. The second reason 1s the storage 
of the PDUs. The system uses a fixed buffer size that is based upon the expected worse case frame rate and 
the estimated network load. All of the PDUs from the time the network has been connected until the first 
frame will have to be buffered. Since the set up process can take a considerable amount of time, this could be 
a considerable number of messages. Faced with this, the buffer will have to be artificially large to support this 
artificial one time peak load or discard PDUs. Rather than doing either one of these, we chose to make the 
network connection the last thing done in the Start up process to minimize the time, and thus the number of 


PDUs, outside of the main loop. 


2. User Input Management 


The user input management process is the primary means of inputting data into the system dunng 


execution. The data corresponds to the user’s control input of the entity. As shown in Figure 4, NPSNET has 
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a rich selection of user input devices. The input from each of these devices has to be managed in a way that 
is consistent with the device. For example, the up arrow key and SpaceBall forward both result in the entity 
going faster. However, the up arrow key, a “button” device, returns zero or one, and the SpaceBall, a “valu- 
ator” device, returns a range of values based upon the user’s actions. In this case, the up arrow key adds five 
meters per second to the speed, while the input from the SpaceBall is scaled by the user selected sensitivity 
factor and then added to the speed. This brings up an interesting point. In NPSNET, the user controls the lo- 
cation of the entity by controlling the acceleration. By this we mean, that the entity’s speed is assumed to be 
constant without user input. When the user lets go of the SpaceBall or stops pressing the up/down arrow keys 
the speed remains constant. This was done to prevent user fatigue of having to consistently hold down a key 
or continually press on the SpaceBall. 

There are two fundamentally different ways of getting the information from the device into the 
system. The first of these is polling. Polling, the querying of the device status, is used only in the demonstra- 
tion version of NPSNET to get the position and orientation of the Ascension Bird. This special case device is 
the only one that is currently used that is not supported by the SGI’s built-in input queueing mechanism, the 
second method of inputting the values into the system. As shown in Figure 42, when the user performs an 
action, the operating system passes the action through a filter. If the action is one that the developer has spec- 
ified and the focus of input is into the system, it is passed through the filter and put on the queue in the device 
and value format. When the system reaches the input routines, the queue is read for all the stored input values. 
This input paradigm is fundamentally identical to the structure of the network process, both use asynchronous 
buffered input. The structure of the network process is discussed in detail in Chapter X. 

Additional in-depth treatment of user interfaces, beyond what has been said above, is necessary to 
fully appreciate this critical topic. [LAUR90] is a fine text that provides a good overview of user interfaces. 
NPSNET uses the vehicle metaphor paradigm described in [WARE90] to control the entities. For more spe- 
cifics on a particular paradigm or methodology, see [CHAP92], [MACK90], [ROBI92], [WENZ92}, and 


[SUTH65] all of which provide an interesting perspective into user interfaces for a VW. 


3. Entity Dynamics 
Entity dynamics is the science of modeling the motion of vehicles in their operating environment. 
In NPSNET, there are three fundamental kinds of dynamic entities: air, ground, and sea. Each of the three 
types have their own dynamics routines. This is a result of the differing environments that the entities operate 


in. The aircraft are not concerned, for the most part, with collisions with ground based objects, but do have 
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Application 
Specific 
Input 
User’s Random Actions Filter Developer's Allowed 
Inputs 


Figure 42. System Queue Filter 





three dimensional movement. The ground based player’s orientation has to conform to the terrain surface and 
ground entities have to react to collisions with ground based objects such as trees. The third category of play- 
ers, ships, are a mixture of the two. They conform to the surface, but they do not have to do contact detection 
with the objects on the terrain. All three categories do share the requirement to respond to collisions with other 
players and the fourth type of player, the weapon. NPSNET’s weapons are in reality special cases of air en- 
tities that have simplified dynamic models and extended contact detection algonthms. Entity dynamics is dis- 


cussed in more detail in Chapter VII. 


4. Scene Management 

The primary function of the scene management routines is the composition of the image that is 
presented to the user. As discussed above, this requires a trade off between umage quality and speed. The key 
concept of scene management is to determine if ts it faster to exclude a polygon from the rendering process 
or to let the rendering process handle it. As discussed in detail in Chapter IX, there are several components 
to the construction of the image. The first of these is the determination of the view volume, or what and how 
much do we see. This can further be broken down into where in the database is the eye pomt and where are 
we looking, or the eye point controls, and what part of the database is in our horizontal and vertical fields of 


view (fov). The second is at what fidelity, or level of detail (LoD), do we see the objects that comprise the 
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image. Once the eye point has been positioned and the appropriate icons are selected, a data list is prepared 
for rendering traversal. The construction of the rendering list can be done as part of the culling or the entire 
list could be created before it is passed to the rendering process. Likewise, the rendering list can take any one 
of several forms depending on the machine and system architecture. The simplest type of list for the renderer 
and the most complex for the scene management process is a transformed primitive list. At the other end of 
the spectrum is the rendering list which is made up of the entire database. Since fine grain, or window, clip- 
ping is done by the renderer, it is possible to dump the entire VW database into the rendering process and let 
the hardware clip out what is not visible. The key purpose of the scene management routines is to find the 
cross Over point between the two methods. Chapter IX discusses the trade-offs involved and the methodolo- 


gies needed to efficiently construct a useful rendering list. 


5. Rendering 

Rendering, or drawing, involves the transformation of the graphics primitives selected by the 
scene management process into pixels on the screen. Since the discussion of the data structures and rationale 
for them are discussed in detail in Chapter IX, they are only touched on lightly here and presented solely in 
the context of the rendering process. The rendering process is a two part operation. The second part of the 
rendering process is the actual transformation of the primitive into a lit, shaded, textured, Z-buffered pixel. 
This is fundamentally a hardware process and is not discussed any further in this dissertation. 

The first part of the rendering process is the traversal of the rendering list to extract the graphics 
primitives. The display buffer, bufftype, shown in Figure 43, is the key to the database traversal process. At 
first glance, the structure seems to be extremely inefficient in terms of memory utilization. Considering the 
fact that we use two display buffers, it seems even worse. However, what we did was sacrifice memory to 
gain speed. By using this type of structure, we are able to reduce the amount of the database the renderer’s 
traversal routines are required examine. The rationale behind having two display buffers is shown in Figure 
44. Based upon our empirical studies on an SGI 120/GTX, 240/VGX, and 320/VGX, the rendering process 
takes considerably more CPU time than the other processes. As such, we want to have the data available for 
it ready whenever it completes rendering the current frame, while at the same time preserving the original 
data so the next frame can be computed and stored in the other display list buffer. The net result of this is the 
producer - consumer relationship shown in Figure 44. 

The actual traversal of the display buffer is a multistep process, Figure 45. The first step is the ren- 
dering of the polygonal skin of the terrain. To do this, the “terrain.drawarray” is traversed in a nested loop in 
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/*used to build lists to pass to the display process*/ 

/*draw (0 to vehcount), don't draw (notshownveh - (MAXVEH -1)) */ 

struct drawlisttype { 
VEHPOSTYPE thednivenveh; /*the driven entity*/ 
int vehcount; /*number of entities in the view triangle*/ 
int notshownveh; /*number of entities outside of the view triangle*/ 
int near[MAXVEH]; /* what resolution to draw it*/ 
DRAWVEHPOSTYPE list} MAXVEH]; /*Entity state orientation and position vector*/ 
int vehno[ MAX VEH]; /*the entity index*/ 


ys 
/*what terrain to draw*/ 
struct drawdirtbuffertype { 
int minx, maxx, minz, maxz; /*the size of the bounding box for the view triangle*/ 


char **drawarray; /*2D array flags used to determine resolution and LoD*/ 
}; 
char waiting; 
/* the buffer structure for the producer-consumer*/ 
struct bufftype { 
usema_t *semaphore; /*the semaphore for this buffer*/ 
char fillflag, waiting; /* True / False if the buffer is filled / or being waited on*/ 
struct drawdirtbuffertype tcrrain; /*the array of grid squares to draw*/ 
struct drawlisttype models; /* the array of entities to render */ 


Figure 43. Display Buffer Data Structure 
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Figure 44. The Scene Management and Drawing Process Data Flow 
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the X and Z directions. If the resolution value is non Zero, the resolution and the XZ coordinates are used as 
an index into the quadtree data structure to render the polygons associated with that grid square. Once the 
polygon list is retrieved, the polygons are then rendered. When all of the terrain skin has been rendered the 
objects are then drawn. The “terrain.drawarray” is once again traversed to determine what resolutions are to 
be used for each of the selected grid squares. The resolution value serves as an index into the object’s eleva- 
tion array to ensure the object is planted on the ground. (See Chapter V for a more in-depth discussion of el- 
evation determination.) For each of the selected grid squares, the objects are rendered at the selected elevation 


and LoD. 


so oeeD 


Nn, 
Rendering 


Object 
Rendering 


Entity 
Rendering 


Missile / Explosions 
Rendering 


Figure 45. The Four Phases of Rendering Traversals 





The third pass of the display buffer by the rendering process is done to render the entities. The 
“models.list” array contains two stacks. The first stack’s base is at “models.list[1]” and it’s head is at “mod- 
els.vehcount”. This stack contains the entities that are in the field of view. A for loop is used to render all of 
the entities on the stack based upon the positions, orientations and types of the entity specified. The level of 
detail for the particular entity is contained in “models.near” array. The second stack grows down to “model- 
s.notshownveh” from “models.list] MAX VEH -1].” The locations of the models in the second stack are used 
only by the 2D map to show where the entities are currently located in conjunction with the “models.vehno” 


array. “models.list[O]” is a special location containing the description of the currently driven entity. 
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The fourth pass of the database 1s done to render the currently active missiles and explosions. The 
same techniques as the entity rendering are used to select the missiles. The difference is that a single stack of 
missiles, only those in the field of view, is used. The explosion array is used to position the texture maps of 
the blast m the world. Since the texture maps that simulate explosions have an alpha component, they must 
be drawn last or there might be interference with the Z-buffer values. Since the explosions are rendered as a 
textured polygons, the algorithm in Figure 46 is used to ensure the polygon is perpendicular to the eye point. 
This same technique can be applied to trees and other symmetrical objects. By using rotating billboards for 
this category of objects, we can dramatically reduce the polygon count on the database in exchange for a few 


more computational cycles. 


/*Compute the amount to rotate the billboard, 90 degrees from the line of sight*/ 

if ((explode_pos[X] - Entity_pos[X]) == 0.0) { /*When Delta X = 0, fatan2 infinity and gags*/ 
rotamount = 0.0; /*O0 Radians*/ 

} 


else{ 

/*Find the arctangent of delta Z over delta X*/ 

rotamount = fatan2((explode_pos[X] - Entity_pos[X]), (explode_pos[{Z] - Entity_pos[Z])); 
} 


/*Draw the billboard*/ 

pushmatnix(); 
/*Translate to the origin of the billboard */ 
translate{explode_pos[ X], explode_pos[ Y], explode_pos[{Z]); 
/*Rotate so it is at 90 degrees from the line of sight */ 
rot(rotamount/DEGTORAD, 'Y’); 
/*Draw the flat Explosion*/ 

popmatnx(); 

} 


Figure 46. Algorithm for Rotating Billboards 





The remaining functions of the renderer are to draw the 2D map and the information panel. The 
2D map uses the “models.list” and “models.vehno” arrays to specify where the entities are and what their en- 
tity number 1s. It also uses the elevation posts from the terrain to generate an elevation shaded display. The 


values for the formation panel are derived from “models.list[O]” and system parameters. 


6. Network Management 


As stated above, the function of the network management routines 1s to control the flow of PDUs 


on to and off of the network. The network management routines are actually made up of two components, the 
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send interface and receive process’, Figure 34. The send interface acts as a formatter and is called directly 
from the application. Once the data is formatted, a system call is made and the data is turned over to the op- 
erating system’s network demon for actual placement on the wire. Since the application can control when it 
has data to send, this is part of the application process. 

The receive process is made up of two components. When a PDU 1s received from the network 
demon, the read process reads the message into a buffer and holds it there. The application’s network read 
routine then reads it from the buffer in the appropriate place in the simulation loop. At this time, the data is 
formatted into the internal formats and processed by the application. This formatting and processing might 
amount to nothing more than discarding the message if the application does not support the function specified 
in the PDU. The implementation of the network interface and PDU formats are covered in more detail in 


Chapter X. 


C. DATA FLOW AND SEQUENCING 
So far this chapter has generally dealt with the functional requirements of the software components. For 
the most part, these components have been dealt with in isolation. The remaining portion of this chapter cov- 


ers the interconnection of the components both in terms of data, data flow, and in time sequencing. 


1. Interproccess Data Flow 


As shown in the section on rendering above, the processes need to communicate with each other 
to achieve their desired functions. The display buffer is one example of the data flow from one process to 
another. In Figure 47, a simplified data flow diagram shows some of the data that has to be passed from pro- 
cess to process. Purposely not shown in Figure 47 or discussed in this section, are the global data stores, such 
as the global flags and terrain database, that are available to all of the processes. The data that 1s generated or 
transformed in one process and then passed to another is the focus of this section. 

As shown in Figure 44, the rendering process receives a filled display buffer from the scene man- 
agement process. As stated above, this contains the information needed to render the scene in an efficient 


manner. It also contains a flag indicating that the buffer is full and that the rendering process can use the data. 


5. For the purpose of the Network process, we define an interface as a piece of code that 1s called by 
a function to convert some data. It retains the callers thread of execution and returns to the caller 
upon completion. A process is spawned and maintains it own thread of execution and communi- 
cates to the caller by means of shared memory. In the final version of the network hamess, the put- 
ting of messages on the network was implemented as an interface and the getting of messages was 
implemented as a process. 
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Figure 47, Primary Inter proccess Data Flows 





The data flow out of the renderer is a single vanable indicating that the buffer has been emptied. As discussed 
in "Process Sequencing and Synchronization", this serves as an indication that the computing of the next 
frame can begin. 

In addition to the frame commence flag from the renderer, the input process receives data from 
the user via the system’s input queue. In the case of NPSNET-1+, the Ascension Bird is also polled as an input 
data flow. This data is then correlated and transformed into internal formats before it is passed on to the dy- 
namics process. 

The dynamics process combines the data from the input process, the messages that have been buff- 
ered by the network manager to form the input, and the current state of entities to develop the current state of 
the world. In addition to the input flows mentioned above, the latest version of the NPSStealth has been mod- 
ified to accommodate a socket based connection from a true dynamics based simulation of the Unmanned Air 
Vehicle (UAV). In the NPSStealth version, the dynamics and control of the UAV are computed on a separate 
computer and the results are fed to the systems’s dynamic process over the Ethernet using point to point sock- 


et communications. The output of the dynamics process is the location, orientation, and status of the driven 


entity and all other players in the world. Part of the dynamics process manages the temporal events®, so the 


results of these are also output. As shown in Figure 47, the data flows out of the dynamics process, going to 
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both the network management process and to the scene management process. Certain events, such as the 
change in velocity of driven entity or the firing of a weapon system, that originate in the local host and need 
to be communicated to others hosts, make up the data passed to the network manager. The scene management 
process 1s sent the eye point data necessary to efficiently perform its given task. 

As shown in Figure 47 and discussed above, the scene management process receives the eye point 
information from the dynamics routine. It then uses this data, combined with the global flags and the player 
and terrain databases, to generate the display buffers. The display buffer is then passed to the rendering pro- 
cess completing the actions required to render a frame. 

The network process, when active, receives information from the dynamics process. It then for- 
mats the data into PDUs and manages the placement of them on the physical network. The outputs from the 
dynamics process are the buffered PDUs read off of the network. This data flow is provided as an input to the 
dynamics process. 

In this section, we have discussed the major data flows. Some of the smaller flows, such as the 
data passed between the input process and the renderer to manage the menus or between the input process and 
the network management process to enable / disable the network, are important from the control and manage- 


ment point of view, but are outside the normal data flow. 


2. Process Sequencing and Synchronization 


In the way we use them, sequencing and synchronization have a subtle but important difference. 
Process sequencing 1s ensuring that the processes run in the correct order, for example the renderer always 
runs after the scene management process. Process synchronization 1s making sure that the process runs at the 
correct time with the correct data. An example of this is that display buffer A is rendered before display buffer 
B 1s rendered. Single threaded processes have built in sequencing and synchronization, the thread of execu- 
tion steps from one portion of the code to the next. Parallel processes have multiple threads that must be se- 
quenced and synchronized, normally by some external means. During the initial stages of the discussion, we 
assume that we do not have any machine imposed limitations. This represents the ideal case. After the pre- 
sentation of the ideal case, the real world implementation of NPSNET on an SGI platform 1s covered. 

The idealized case is presented in Figure 34. Notice how the logical process we have discussed 


has been parallelized across different processors and interwoven with each other. The prime example of this, 


6. A temporal event 1s a discrete event that happens at some particular time that affects the state of 
the world. An example of this is a missile being fired. The flash of the launch 1s a temporal event. 
The same applies to muzzle flashes, explosions, and collisions. 
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is the distribution of the dynamics process across the different processors to accommodate the driven entity 
and the other players. This process is interwoven with the scene management process. As a player is moved, 
a check is done to determine if it is in the view volume. If so it 1s added to the display buffer and rendered. 
While that one player is being rendered, the next is being moved. As shown in Figure 34, the critical path 
starts at the input process, goes though the dynamics process of the driven entity, then the construction of the 
view volume, and ends at the renderer. The reason for this is simple. The controls have to be read to determine 
how the dynamics are going to affect the driven entity. Once the location and onentation of the driven entity 
are determined, the eye point can then be used to construct the view volume. The view volume in turn deter- 
mines which of the other player’s icons is passed to the renderer. The renderer 1s itself distributed across dif- 
ferent processes, the terrain is being rendered while the various players are also being drawn. The primary 
synchronization is the determination of when a frame is complete, and when a new view volume has been 
computed and which display buffer to write into. Both sequencing and synchronization are accomplished by 
means of semaphores. Semaphores are also used to enforce mutual exclusion to the PDU input buffer, to make 
sure we are not reading and wniting at the same tume. 

As mentioned above, that is how an ideal system works. In our implementation of NPSNET, we 
found some limitations of the hardware that we had to deal with. Foremost among these was that only one 
process can write to a window at a time, the graphics pipeline is a not a shareable resource among the separate 
threads. This requires the locking of the pipe from all other processes when graphics primitives are being 
passed from a process to the renderer.This results in locking and unlocking the graphics pipeline to do any- 
thing that is displayed on the screen, such as pop-up menus, which are controlled by the user input process. 
In addition to the time required to lock the pipe, the amount of time required to reload the graphics context is 
quite high. Even with aggressive scene management, NPSNET is extremely graphics bound. A further limi- 
tation was that all of our machines have a finite number of processors, and context switching does take some 
overhead. Knowing these three data points, we decided not to develop the system architecture shown in Fig- 
ure 34. The resulting structure has three active processes, in addition to the terrain management process dis- 
cussed in Chapter V. The main process combines the input, dynamics, scene management, and network PDU 
writing processes into a single thread. The rendering thread receives the filled display buffer from the main 
process and passes to the hardware graphics pipeline. The network thread buffers the incoming PDUs to be 
read by the main process. 

While this architecture only uses three threads, it has proven to be quite efficient. We have done 
empirical studies on this architecture on a SGI 120/GTX, 240/VGX, and 320/VGX, and the rendering process 
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is the bottleneck. To ensure correct timings, the rendering process was locked to the second CPU. On the two 
CPU models, the UNIX demons, network read process, and the main process all ran on the first CPU. The 
four CPU model has the network on CPU four and CPU three processed the main thread. For all of these tests, 
the limiting factor was the rendering process. We were able to double the number of players to 500, and im- 
plement real time collision detection without affecting the frame rate. Naturally, when more entities are with- 
in the field of view, the system slows down due to the rendering bottleneck. 

The system’s main input / compute / draw loop architecture is basically a producer - consumer 
configuration with a buffer size of two. The two buffers are labeled Buffer 0 and Buffer 1 in Figure 44. The 
main loop fills one buffer while the renderer is drawing from the other. The synchronization points are when 
each of the threads are done with their respective buffer and must mark it as available for the other process. 
As shown in the code fragments in Figure 48 and Figure 49, semaphores are used to guarantee mutual exclu- 
sion to the fill and waiting flags. We chose spin wait semaphores for the buffer rather then block semaphores, 
since each of the processes have their own CPUs. In such a case, one spin waiting does not affect processing 
of the other process. The coding was also simpler, and we could avoid the overhead of blocking / unblocking 
@ process. 

For both the ideal and actual architectures, the network process functions basically in the same 
manner. The incoming PDUs are buffered asynchronously from the network. The last step of the input pro- 
cess reads the PDU queue. Semaphores are used to enforce mutual exclusion in order to prevent the corruption 


of the incoming PDU queue. 


D. SUMMARY 


In this chapter, we have developed and justified a basic software architecture for a real time VW. While 
many of the design decisions we took were geared towards the implementation of NPSNET on an SGI work- 
station, the fundamental architecture can be applied to all VW systems. 
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/* This code fragment is used by the scene management proccss to fill the 
buffer*/ 


/*swap the active buffer, “fouff” stands for filling buffer*/ 
fouff = (fbuff + 1) % 2; 


/*semaphore block wait for the buffer to empty*/ 
/* get exclusive access to the fillflag and waiting variables*/ 
ussetlock(bufflock{ fbuff]); 


if(displaybuffer{ fou ff]. fill flag) { 
/*the buffer is full, so wait until it is empty*/ 
displa ybuffer{ fouff}.waiting = TRUE; /*mark it as waiting*/ 
/*if we don’t give up the lock, we will cause deadlock*/ 
usunsetlock(bufflock[fbuff}); 
/*decrement the semaphore and wait*/ 
uspsema(displa ybuffer{ fbuff].semaphore); 


else{ 
/*the buffer is empty, start to fill it*/ 
usunsetlock(bufflock[fouff}); /*give up the lock*/ 


/* Buffer Fill routines go here*/ 


/* Allow the drawing of this buffer*/ 
/* get access to the variables*/ 
ussetlock(bufflock{ fouff]}); 

/*mark the buffer as full*/ 
displaybuffer[fouff].filllag = TRUE; 


if (displaybuffer[ fou ff].waiting){ 
/*the graphics process 1s waiting on this*/ 
displa ybuffer| fouff].waiting = FALSE; 
usunsetlock(bufflock[ fbuff}); 
/*increase the semaphore to allow the drawing process 
to unblock*/ 
usvsema(displaybuffer[ fou ff}.semaphore); 


elsc{ 
/*nobody was waiting on it so just keep going*/ 
usunsetlock(bufflock] fbuff]); 


Figure 48. Semaphore Synchronization of Filling Buffers 


TI 


/* This code fragment is used by the render process to fill the buffer*/ 


/*swap the active buffer, “dbuff” stands for drawing buffer*/ 
dbuff = (dbuff + 1) % 2; 


/*Get access to variables*/ 
ussetlock(bufflock|dbuff]); 


if(!displaybuffer[ dbuff].fillflag) { 
/*The desired buffer is empty*/ 
/*wait until that buffer is available */ 
displaybuffer{ dbuff] waiting = TRUE; 
usunsetlock(bufflock{ dbuff]); 
/*decrement and wait*/ 
uspsema(displaybuffer[dbuff].semaphore); 


} 
else{ 
/*buffer is full, draw it*/ 
usunsetlock(bufflock[dbuff]); 
} 


/*The drawing routines go here*/ 


/*free up the buffer and mark it as empty*/ 
ussctlock(bufflock[dbuff]); 
displaybuffer[dbuff].fill flag = FALSE; 
if(displaybuffer[dbuff].waiting){ 
/* the fill process is waiting for the buffer*/ 
displaybuffer| dbuff].waiting = FALSE; 
usunsetlock(bufflock[dbuff]); 
/*increment and allow the fill process to procecd*/ 
usvsema(displaybuffer[dbuff].semaphore); 


elsc{ 
/*nobody 1s waiting*/ 
usunsetlock(bufflock[dbuff]); 


Figure 49. Semaphore Synchronization of Drawing Buffers 
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Vil. ENTITY DYNAMICS 


Dynamics 1s the study of relationships between the forces on and the resulting motion of entities. There 
are many different aspects in the construction of systems based on dynamics. Some systems, such as SIM- 
NET, have extremely accurate dynamics to simulate the actions of the real world [GARV88]}. Other systems, 
such as most of the VPL systems, have very little real world dynamics [BLAN90]. For NPSNET, we devel- 
oped and implemented a set of simple, yet realistic, dynamics models that run in real-time. The entities in 
NPSNET move in a manner consistent with what the user would expect to see in the real world. Since no one 
dynamics model works for all types of entities, we divided the entity types mto groups based upon the envi- 
ronment that they operate in. Thus the sea, land, and air entities each have a different dynamics model. 

In this chapter, we present a brief overview of the mechanisms used to control and maneuver the enti- 
ties. This is followed by a discussion of the dynamics models used to descnbe the motion of the entities in 
the VW. The chapter concludes with a detailed discussion of the mechanism used to detect collisions between 


entities and objects. 


A. ENTITY CONTROL 


In NPSNET there are two types of controlling mechanisms. They are based on the dynamics model used 
to control the entity, the user controls the forces which act upon the entity. For the air entities, the user uses 
the SpaceBall, a six degree of freedom joystick input device, to mimic the stick and keys to control the engine 
thrust, aircraft trim, and rudder. The force values associated with the control surfaces and engine are part of 
the aircraft dynamics model. For the land entities that use a dynamics model, the SpaceBall and key combi- 
nations are used to control the forces directly. 

The motion of entities which do not have a specific dynamics model, ships and some land vehicles, is 
determined using first order positional and zero order orientation control. Table 5 shows the different control 
orders and their effects. For example, the first order control of position used in NPSNET requires the user to 
provide an input to change the speed of the controlling entity. If the user does not touch any of the input de- 
vices, the entity continues at the same speed until it collides with something or it runs out of fuel. Likewise 
the zero order control over orientation dictates which direction the entity is heading. For land and sea entities, 


this is a two dimensional heading since the pitch and roll must conform to the polygonal skin. Since air entities 
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do not have that restriction, the pitch and yaw are controlled by the user and motion is permitted in three di- 


mensions. 


Table 5: LEVELS OF CONTROL FOR NON-DYNAMICS CONTROLLED ENTITIES 


a Acceleration Angular 
Acceleration 


B. ENTITY MOTION 







As discussed above, the routines which describe entity movement have been divided into three basic 
categories according to the normal operating environment of the entity. In this section, we discuss some of 


the salient algorithms and implementation issues involved in each one. 


1. Sea Entities 
The modeling of sea entities is the simplest of the three types for two fundamental reasons. At the 
time of this writmg, a model based on true dynamics of sea entities has not been completed. In addition, the 
ocean in NPSNET 1s flat, and as a result, the pitch, roll, and elevation of a sea entity are all trivially zero. The 
state vector of the sea entity is made up of its speed and heading. As shown in Figure 50, these parameters 
are sufficient to determine the location of the entity. The speed and heading of ships are modified directly by 
Space Ball inputs. This often results in very unrealistic ship movement, particularly mn the turning of the ships. 


Other students and faculty at NPS are currently involved in implementing ship dynamics for NPSNET. 


2. Land Entities 


As mentioned in the introduction, the focus of NPSNET is on land combat. Thus, the majority of 
work has been in the modeling of land entities. In this section we present the models used to control the be- 


havior of both the non-dynamics based and dynamics based land entities. 


a. Non-Dynamics Based Entities 
Non-dynamics based land entities share the same basic control algorithm as the sea entities 


above. However, there are a few significant differences. The first of these is in the computation of pitch and 


roll, which is discussed in "ICON PLACEMENT ON THE TERRAIN’ and shown in Figure 25. Initially, the 
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Figure 50. Sea Entity Motion / State Vector Relationship 





normal of the polygon was used to determine the pitch and roll of the entity on the terrain. While this method 
works well when the entity is completely on a single polygon, Figure 51 shows the result when the entity 


crosses polygon boundaries. This instantaneous change of orientation is unrealistic and visually disconcert- 


ing. To correct this, we decided to use the projected point method!. As shown in Figure 52, the projection of 
the point along the positive X axis is used determine the pitch of the entity. This is used to realistically model 
the cresting of a ridge or traversing a valley. Care must be taken to position the projected point at the front of 
the entity’s bounding box. If it 1s too far out, the entity starts to crest the ndge before it has gotten to it. Like- 
wise, if the point is too close to the center of the entity, the nose digs into the opposite side of the valley. The 
same methodology, with the point projected out to the side, 1s applied to determine the roll of the entity. While 
this is not an accurate model of the entity’s suspension system, the visual results are quite good. 

The second major difference between the sea and land entity movement routines, relates to 
the size of the icons. The land entities are at least one and sometimes two orders of magnitudes smaller than 
the sea entities. This allows them to be considerably more maneuverable, and thus, the direct control of the 


heading is not as disconcerting as it was for sea entities. 


1. A version of this method was presented in [SMIT87]. We have drastically modified the algorithm 
to use it im NPSNET. 
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Entity is completely on a single 
polygon. Pitch and roll is equal to 
the polygon’s normal. 


Entity is cresting a ridge, but 
the center is still on the upward 


polygon. 


The entity’s center has just crossed 
the polygon boundary and the pitch 
and roll changed to conform to the 

downward polygon. 


© Entity Center Point 


Figure 51. Use of Polygon Normal to Determine Pitch and Roll 





Entity is completely on a 
single polygon. Both the 
center and projected points 
are on the same polygon. The 
entity’s pitch is equal to that 
of the polygons. 


As the entity crests the hill, the | 
projected point moves over to | 
the next polygon. The pitch is 
now between the upward and 
downward sloping polygons. 


The center point has moved 
onto the downward sloping 
polygon. The pitch of the 
entity and the polygon are 


© Entity Center Point now the same. 


@ Front Projected Point 
Figure 52. Use of Projected Point to Determine Pitch and Roll 
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b. Dynamics Based Entities’ 

The dynamics based land entities are grouped into two classes depending on their suspension 
mechanism: wheeled entities and tracked entities. The two movement routines for the classes, differ in how 
propulsive forces are applied, but they both share some common dynamics properties. Among these is the use 
of “close enough” friction to approximate the effect of real friction [WILH88]. Correctly modeling the effects 
of friction 1s a complex process, which 1s further complicated by trying to incorporate different soil types and 
plane orientations and include the effects of gravity. To sumplify the process, we assign each soil type a stick 
angle and a resistive force. The stick angle 1s the angle of the polygon at which the entity starts to slide. The 
resistive force is the amount of force opposing the motion of an entity and 1s tangent to the surface of the poly- 
gon. The resistive force is based upon the soil type and 1s independent of the orientation of the polygon. The 
force of gravity is combined with the resistive force to produce the moving frictional force. Since gravity pulls 
downward, the total frictional force is less when the entity is going down hill than when it is going up hill. 
Thus, as in the real world, entities subject to a constant force decelerate going up hill, accelerate going down 
hill, and maintain a constant velocity on level ground. When no force is being applied to an entity, the friction 
forces causes it to slow down and eventually stop. 

The first category of dynamics based land entities are the tracked entities. These are entities 
such as tanks, bulldozers, self-propelled artillery, and armored personnel carriers. As shown in Figure 53, we 
modeled this class of entities with two propulsive forces. Each of these forces represents one of the entity’s 
tracks and is parallel to the central axis of the entity. The forces are offset from the center of mass allowing a 
torque to be applied to the entity. When the two forces are equal, the torques cancel out and the entity moves 
in a Straight line. If the forces are unequal, the entity tums to the side of the weaker force. To rotate the entity 
around its Y axis, equal and opposite forces are applied as shown in the figure. The forces model the actual 
track speeds of the real vehicles. 

Wheeled entities are the other major class of land entities. This class is modeled with a fixed 
rear axle and a steerable front axle, Figure 54. The single propulsive force is applied along the central longi- 
tudinal axis of the entity. When the front wheels are straight, the entity moves straight ahead. However, when 
the user turns the front wheels, the entity turns at angle 9 per unit time, as a function of the commanded steer- 

2. Hyun Park’s Master’s Thesis, [PARK92], contains more details of the implementation of the 
wheeled and tracked dynamics model. In [WALT92], Alan Walters extends Park’s work to include 
the effects of soil type and slope. As two of my students, many of the ideas were developed jointly 


during our discussions. Detailed derivations of the dynamics equations can be found in their 
respective theses. 
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Figure 53. Forces Applied to Tracked Vehicle 





ing angle a, the length parameter of the entity d, and the turning radius p. The turning radius can be derived 


from the length of the entity and the commanded steering angle using the following equation: 


p = A((2d) | (tana))? +2 
The simplified dynamics models discussed here for land entities are realistic enough to en- 


sure acceptable behavior and simple enough to be mun in real-time. 


3. Air Entities? 

The land based entity models discussed above, allow only two and a half dimensional motion be- 
cause the entities are bound to the polygon skin representing the terrain and cannot roll over or pitch up. The 
airbome entities, on the other hand, are free to move in all three dimensions. This presents a more complex 
problem. One important issue is what happens when the entity goes though a ninety degree (vertical) pitch 
maneuver. Physically, the heading instantly switches by 180° and the world appears to be upside down. When 


this happens to a vertical gyroscope a real physical phenomenon known as gimbal lock occurs. In a simula- 


3. The aircraft dynamics model was developed by one of my students, Joseph Cooke, and ts pre- 
sented in detail in his thesis, [COOK92]. The model is presented here for completeness since it is 
an integral component of NPSNET. 
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Figure 54. Wheeled Vehicle Turning 





tion, a similar problem exists because the Euler angle rates are unbounded at ninety degrees. To eliminate the 
problem in simulation, one solution is to never allow an air entity to go through 90°, but instead to make a 
discontinuous maneuver to avoid this singularity (i.e. hard-coding a jump between 89.99° to 90.01 ° ). In ad- 
dition to this problem, the computation of Euler angles is computationally expensive involving transcendental 
functions. To avoid this cost a new way of determining the position of the air entity was used. Quaternions 
are a means of describing an orientation in three dimensional space. The quatemion vector is a four compo- 
nent vector, Figure 55. The first three components of the vector are the vector representing the unit orientation 
vector, >. The remaining scalar represents the rotation around the axis, ®. The quaternion orientation model 
can be computed directly from the dynamics model. However, display and network standards require the con- 
version of the quaternion vector into Euler angles, so the entire benefit of quaternions is not realized in the 
current version of NPSNET. 

A complete aerodynamics model is used to describe the motion of the aircraft through three di- 
mensional space. The model takes into account all of the control surface deflection of a normal aircraft and 
such factors as engine spool-up characteristics. Specific aircraft data, such as engine thrust, maximum control 
surface deflection, weight, lift coefficients, etc., are stored in an ASCII file which is read as part of the ini- 


tialization of the Start-up process. This data is then used to determine the coefficients for the dynamics equa- 
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Figure 55. Quaternion Orientation 





tions. This allowed us to implement a single model that could realistically simulate the characteristics of a 


wide range of aircraft simply by changing the parameters of an ASCII file. 


C. COLLISION DETECTION AND RESPONSE! 

In the real world, all objects experience contact detection and response, and it 1s important to model this 
behavior in the VW as well, because it is unnatural for things to be interpenetrated without incurring any dam- 
age. Seeing such events occur destroys the sense of the reality that we are trying to create. The drawback to 
meeting this requirement is the large computational load involved in adequately determining the contact lo- 
cation. 

The simplest form of contact is one object sitting on top of another object. There is contact along the 
common boundary. In most cases, the response to this contact is static support of the object on top by the 
object below. A collision is a special case of contact involving the instantaneous contact of two or more en- 
tities. This instantaneous action indicates that at least one of the objects has a velocity associated with it. A 


simple example of the difference between the two is as follows: Contact is when one leans statically against 


4. This section is based largely on William Osbore’s Master Thesis, [OSBO91]. This work was 
done under my supervision and represents an implementation of my ideas. 
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a wall; collision occurs when one walks into the wall. Since the only form of contact detection in NPSNET 
is the motion of entities over the polygon skin and the placement of objects on the terrain, both discussed in 
the proceeding sections, "ICON PLACEMENT ON THE TERRAIN", “Land Entities", and "Sea Entities”, 
we do not discuss them further here. Instead, we focus on the collision detection required by moving entities. 
Once a collision has been detected, the system has to enter a resolution phase. In the case of someone walking 
into a wall, the cessation of forward motion and a quick glance around to make sure no one saw what just 
happened are typical responses. If a faster speed was involved, there might be some form of injury as well. 
This little example brings up a very interesting point. Collision response involves both physical and behav- 
ioral components. In this case, the change in motion and mjury were physical responses, while the looking 
around was the behavioral response. It 1s both these types of responses we are trying to capture in the collision 
detection and response. 

Since we are limiting our discussion to moving entities, we have subdivided the problem into two areas, 
both of which are discussed in detail below. The first case deals with a moving entity and a static entity. The 
second case involves two moving entities. This division is based upon the different requirement for detection 


and response in each of the cases. 


1. Moving! Static Collision 


The simpler of the two cases of collisions 1s the case involving moving objects and static objects. 
An example of this case is a tank running into a tree. If we were to use a brute force method of checking every 
object against each other, in every frame we would have to determine if the tank collided against all possible 
trees. In the case of the Fort Hunter-Liggett database, this amounts to over 31,000 objects, Table 3. When we 
consider that this check has to be done for each of the 500 moving entities in the world, this amounts to over 
15,500,000 collision detection operations per frame, or 232,500,000 per second at 15Hz. Assuming that each 
test took only ten operations (a simple two dimensional distance check takes about this many mathematical 
operations) we require a 2,325,000,000 Flop machine just to do the contact detection in real-time. Clearly, 
the brute force approach 1s not the most efficient way to do this. 

Rather than using brute force, we exploit three of the key aspects of the NPSNET world: the world 
is segmented into grid squares, the objects and entities are smaller than the grid squares, and entities move a 
relatively small distance in each frame. The segmentation of the world is discussed at length in Chapter V. 


The relatively small size of all the objects and entities means that they do not extend more than one grid square 
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along any axis. As shown in Table 1, each of the entities travel a small distance, less than one grid square per 
frame. 

Exploiting these three facts, we can limit the area of concern to a three by three set of grid squares, 
Figure 56. The adjoining grid squares must be included to test objects that extend over the grid square bound- 
ary or when the entity crosses over the boundary. From the figure and Table 3, we can see that, on the average, 
we only have to do collision detection against less than two objects for each entity per frame. When there are 
a large number of objects in each grid square, the area of concern can be further reduced by divided the loca- 
tion of the entity in the central grid square into one of four bins. As shown m Figure 57, each of the bins needs 
to checked against the three neighboring grid squares. Due to the sparseness of our sample databases, this 
enhancement was not added into NPSNET. The three by three array is chosen by selecting the center grid 


square as the current location of the entity. 


Each Square Represents One Grid Square 


ome Objects are in 
Two Grid Squares 


Radius of 
Detection 


Figure 56. Area of Concern for Collisions 





The first level collision detection is based upon the entity’s height above the terrain. Since all of 
the objects are attached to the polygon skin, if an entity 1s above the tallest object in the grid square, there 1s 
no chance for a collision to occur. If it is below the maximum height, then the collision detection algorithm 


proceeds to the next level. 
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Right 
Gnd Square ( Grid Square 


Figure 57. Subdivision of Area of Concern 





In the second level of contact detection, the two dimensional distances between all of the objects 
and the entity are computed. Stored with each of the objects is a bounding cylinder, Figure 58. We chose a 
cylinder rather than a sphere, since it was a closer approximation of the shape of the object. Specifically, the 
trees are fifteen meters tall, but only five meters wide. The use of a bounding sphere would yield many erro- 
neous collisions. If the two dimensional distance is less than the sum of the object’s and entity’s radii, a third 
level check is done. The final check ensures that the entity above ground elevation is less than height of the 
object. If the entity passes all of these test, a collision has occurred. 

Once a collision has been detected, the system enters into a resolution phase. In the interest of 
speed, we have chosen to use a table driven response system similar to [HAHN88]. Shown in Table 6 1s a 
small extract of the system collision resolution table. The basic rules are quite simple; the faster the entity 1s 


traveling the more damage is caused, the more mass in the object, the more damage to the entity, weapons 
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Terrain Footprint of 
Bounding Cylinder 


Terrain Footprint of 
Bounding Sphere 


Figure 58. Bounding Cylinder Vs. Bounding Sphere 


always cause maximum damage due to their explosive nature. This simple table driven approach produced 


very good results with a minimal additional computational load. 


Table 6: ENTITY / OBJECT COLLISION RESOLUTION BY ENTITY SPEEd 


Stop/None* Stop/None Stop/None 





Destroyed/Knocked Over 
Destroyed/Stump 


Airplane Destroyed/None 
Destro yed/Knocked Over 
Destroyed/Stump 


Destroyed/None 
Destroyed/Ruins 


Destroyed/None 
Destroyed/None 
Destroyed/Ruins 


Destroyed/None 
Destroyed/None 


Stop/None 
Destro yed/None 
Destroyed/None 


Missile Destroyed/Destroyed 
Destro yed/Destroyed 
Destroyed/Destroyed 


Destroyed/Destroyed 
Destroyed/Destroyed 
Destroyed/Destroyed 


Destroyed/None 
Destroyed/None 
Destroyed/None 


a. Each of the three lines are formatted as Entity Result / Object Result. The lines are based upon 
the entities speed, with slow, medium, and fast from top to bottom. 


As mentioned previously, two of the important characteristics of NPSNET are the use of slow en- 
tities and small objects relative to the grid size of the database. If either of these facts are not true, the meth- 


odology presented here does not work in its entirety. To compensate for larger objects, the size of the area 





i ac ae 


that has to be checked has to be expanded from three by three to five by five grid squares or larger. When the 
size of the objects are small compared to the area of concem, the same types of checks can be performed. 
When the speeds of the entities are significantly larger than the size of the entity, the radius check can skip 
objects along the path. To compensate for this, we use a volume that is swept out by the path of the entity 
from its last position to the current positions, Figure 59. This is first level collision detection test used for the 


missiles in NPSNET. 


Location at Frame N 


Location at Frame N - | 


Bounding Sphere Swept Volume Intersects 
Misses Object B Object B 


Figure 59. Fast Moving Entity Collision Volume 





2. Moving ! Moving Collision 

If an entity has not collided with an object, it is then checked to see if it has hit any of the other 
entities. To improve efficiency, we have divided the collision detection algonthm down into three levels. 
Each of the levels 1s increasingly more complex and accurate. The first level is checking to see if any other 
entity is within one hundred meters along the X or Z axis. As shown in Figure 60, the first rough cut serves 
the same function as the grid based selection of the objects presented above. 1f an entity passes the first level 
check, the bounding spheres and the three dimensional distance between the entities are used to determine if 
contact has actually occurred, Figure 61. The bounding spheres used are not true bounding spheres, but rather 


spheres in which the radius equals the maximum distance along any axis from the origin of the icon. This 
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results in a slightly smaller sphere that might exclude the comers of the object. This increases the chance that 


any collision reported 1s actually a true collision. 


Entity Passes eg 
First Level Check 100m From Entity 


Location of Entity 


Figure 60. First Level Distance Based Collision Check 


The first two levels of the collision detection are used to determine if a collision has occurred, but 
does not give any indication where the collision occurred. To identify the location of the collision, we use a 
modified version of ray tracing from {GLAS89]. Normally, ray tracing is a computationally expensive pro- 
cess which is not run in real-time. However, we are using only a single ray and icons with a low polygon count 
(normally less than 200 polygons per icon). As a result, the additional computational load 1s not too signifi- 
cant if we apply the ray tracing technique judiciously. Hence, it is the final check. A ray is cast from the origin 
of one of the entities to the ongin of the other, Figure 62. This ray passes through the collision point and the 
polygons that have interpenetrated the other entity. From these intersections, we can determine where, in 
body and world coordinates, the collision has occurred. If the summation of the distances from the origin to 
the polygon intersection is less than the distance between the entities, then no collision has occurred, Figure 
63. 

Once the collision point has been determined, collision resolution must be performed. Presented 


algorithmically in Figure 64 and graphically in Figure 65, the response is based upon the angle and speed of 
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Spheres Only Overlap 
(Erroneous Detection) 


Spheres and Entities Overlap 
(Valid Detection) 


Figure 61. Collision Detection Using Bounding Spheres 


Possible Intersected 
Polygon 


Moving Entity B 


Moving Entity A otyzon 


Figure 62. Ray Casting to Determine Collision Point For Entity A 
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|Ac, Ap| + |Bp, Bc] < |Ac, Bp| 
No Collision Occurred 


|Ac, Ap} + [Bp, Bc| > |Ac, Bp| 
Collision Occurred 


Figure 63. Ray Intersection Distance Collision Test 


if other entity is a dynamic entity { 

Check for angle of impact; 

If( (angle >=85 && <= 95) || /*Right Side Impact*/ 
(angle >= 175 && angle <= 185) |{ /*Rear Side Impact*/ 
(angle <= 5) || (angle >= 355) || /*Front Impact*/ 
(angle >= 265 && angle <= 275)){ /*Left Side Impact */ 

if (speed of colliding vehicle > constant) { 
Kill both Entities; \ 


else{/* Not poing fast enough to be a catastrophic kill*/ 
Stop both; 


else {/*Glancing collision*/ 
Bounce off each other; 
Diminish speed of both; 


Figure 64. Collision Resolution Algorithm 
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impact. Basically, if there is a head-on or side-impact collision at high speed, both entities are killed. At slow- 
er speeds, both entities stop. When the angle is a glancing, the entities bounce off each other with a reduced 
speed and new heading, Figure 66. 


If Entity Ais struck and 
Entity B’ s relative 
heading 1s in any of the 
non-shaded areas, it 1s 
considered a glancing 
Collision. All others are 
stop/kill collisions. 


Figure 65. Graphical Representation of Collision Resolution Algorithm 





D. SUMMARY 


The single most interesting thing we found out was the introduction of true dynamics models made the 
entities difficult to control. As humans, we are not trained to think in quantitative forces. Rather we judge the 
amount of force to apply based upon the intermediate results. For example, we do not figure out that it takes 
five newtons to move a box, we continually push harder until the box moves. It is difficult on the VW to de- 
velop the same feel for forces we have in the real world. For this reason, all of the systems have an autopilot 
and all stop features so that when the user controlling the entity becomes hopelessly lost, the system can be 
reset and the user can resume control from a known state. 

While the collision detection we have implemented is admittedly simple, it works quite well. It 
has been very interesting to watch how the tactics of the games have changed. Speeds are slower, there is no 


more hiding mside buildings, and the users are avoiding the areas with a lot of trees. We attribute this to the 
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Moment of Collision After Collision Resolution 


Figure 66. Glancing Collisions Resolution 





self preservation instinct. If the user is going to die trying to drive their icon in a group of trees, chances are 
he will avoid them. An exception to this is when a user wants to go and “harvest” the trees by shooting them, 
which seems to be one of the more popular pastimes in the NPSNET “Sierra Club Edition.” In the “Al Gore” 


version the trees shoot back. 
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VU. VIRTUAL WORLD POPULATION 


As stated in the definition of VW, one of the key aspects of a VW is the population of the world. By 
population we mean the number of active entities within the world. An active entity is anything in the world 
that is capable of exhibiting a behavior. A human controlled player is definitely an active entity, while the 
tree that gets blown up is in the grey area between being an active and a static entity. A rock that just sits there 
is definitely a static entity. For our purposes, we have divided all of the active entities into four general cate- 
gories based upon the control mechanism. The categories are: reactive behavoir system, scripting system, net- 
work entity and driven entity. Recently, the term “Computer Generated Forces” (CGF) has come to group all 
entities that are under computer control into a single category. In NPSNET, both the reactive behavoir system 
and scripting system controlled entities are part of this category. The controlling mechanisms of the first three 
are the topic of this chapter. The final category, the driven entity control is discussed in Chapter VII. 


A. REACTIVE BEHAVOIR SYSTEMS 


A reactive behavoir system in the context used in NPSNET is a system capable of controlling an entity 
“intelligently.” It is the use of the word intelligently that can create some controversy. For our purposes we 
are defining intelligence as the execution of a basic behavior when a stimulus is applied to an entity. The 
true expert systems, such as the one described in [CULL92], are implemented outside of NPSNET and com- 
municate over the network. As such, these entities are treated as network controlled entities. What NPSNET 
does provide is a limited reactive behavoir system that controls the motion of what can be considered as the 
“noise entities.” These are the entities that are used to populate the world when there are not enough human 
or networked entities to make the scenario interesting. This section discusses the dynamic entities only; the 
response of static entities to stimuli is covered in "Moving / Static Collision”. 

The NPSNET noise entity reactive behavoir system has four basic behaviors; zig-zag paths, environ- 
ment limitation, edge of the world response, and fight or flight. The behaviors have been grouped by the stum- 
uli that causes the behavior to be triggered. The zig-zag behavior uses an internal timer to initiate the behavior. 
Environment limitation and edge of the world response are both dependent of the location of the entity im the 
database as the source of stimuli. The fight or flight behavior is triggered by external stimuli. The behaviors 
are covered in more detail below. The fifth behavior, collision detection, is handled as part of the dynamics 


process and is covered in the preceding section on "COLLISION DETECTION AND RESPONSE’. 


ae 


l. Zig-Zag Paths 


After running many trials with human controlled entities, we noticed when they were shooting, 
they would lead the entity they were shooting at. After a while, these human players got quite good at long 
range gunnery. To make the scenarios more interesting, we decided that the noise entities needed to exhibit 
some sort of evasive maneuvers. Using the standard military doctrine that when an entity 1s in combat it never 
travels in a straight line for very long, we decided that a zig-zag behavior would be appropmiate. The rule set 
is shown graphically in Figure 67, and algorithmically in Figure 68. Basically, sometime between T and 2T, 
depending on the speed of the entity and a random number, the entity makes a turn between zero and forty- 
five degrees left or nght. The time limitation was imposed to prevent jittering entities and a randomness fac- 
tor. The random direction turns prevent the human users from lining up targets at long distances and as a 


result increases the realism of the scenario. 


Actual Vehicle 
Path 

Potential 

Turn Angle 


Potential Turn 
Range 


Figure 67. Graphic Representing of Zig-Zag Behavior 





2. Environment Limitation 
All entities have a normal operational environment. In the case of a land entity, it is the ground. 
Likewise a ship 1s expected to operate only on the water. This is a key behavior of the noise entities. While it 


is quite humorous to see a ship go sailing over the mountains, it is not very realistic and destroys any sense 
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(entity->alive) && (!entity->control) && /*alive and a noise entity*/ 

(current time > entity->turntime) && /* on the path long enough*/ 

(entity->speed >= 1.0) && /*moving fast*/ 

( (tflags.networking) || /*the network is off or */ 
(flags.networking && flage.masterflag))){ /* this is the master node*/ 


/* generate a turn time based upon the speed*/ 
1x = minimum_of (LENGTHOFTURNTIME, 
(rand() % LENGTHOFTURNTIME - (int) entity->speed)) ; 


/*make sure it stays on track at least one LENGTHOFTURNTIME*/ 
entity->turntime = current _time + LENGTHOFTURNTIME*2 - ix; 


/*make it turn*/ 
entity->direction += (float) (({rand() % 90) -45); 


/*if the network is active, send out a update message*/ 
if (flage.networking) 
sendupdatemess(current time, entity) ; 


Figure 68. Algorithmic Representation of Zig-Zag Behavior 





of realism. To avoid this problem, we instituted two simple rules, one for ships and one for ground based en- 
tities, as part of the noise entity behavior. The ship mule 1s simply that ships have to stay in the zero elevation 
areas. When the elevation of the polygonal skin exceeds zero, the ship turns around. Since we only represent 
ships at sea, this works quite well. A better approach is to check the soil type and ensure that it 1s of type water. 
This way lakes and rivers could be navigated as well. For ground based entities the opposite holds true. They 
must stay on terrain above zero elevation. These simple rules prevent us from representing tanks in Death 


Valley and ships on the Great Lakes, but are adequate for the noise entities with our current terrain databases. 


3. Edge of the World Response 
NPSNET was designed to run for a long time before it had to be restarted and initially we used a 
small terrain patch. To allow the system to run for extended periods of time, we had to develop a behavior to 
handle the situation of the entities reaching the edge of the world. The only suitable behavior was to have the 
entities tum around and go back from whence they came. As shown in Figure 69, this rule 1s activated when 
the entity has entered the buffer zone around the edge of the database. The entity then reverses direction and 
heads back into the main part of database. If the entity is initialized at a slow enough speed in the buffer zone, 


it will constantly reverse itself. To avoid this, all entities are checked to make sure they are not initialized in 


the buffer zone. If they are in the buffer zone, they are moved just outside of it preserving the direction and 


speed. 


Frame N 
Entity 1s 
approaching 
the Buffer 
Zone. 


Frame N+1 
Entity has 
entered the 
Buffer Zone 
and turned 


FrameN+2 
Entity has 
left the 
Buffer Zone. 


around. 





South Edge of the Database 
Figure 69. Edge of the World Behavior 





It is interesting to note some of the other ways that the edge of the world was handled in the past. 
One system blew up all the entities when they reached the edge of the world. After awhile the driven entity 
was the only one left alive, provided the user could steer well enough to avoid the edge. Another system put 
the entities in a tight spiral. While it was cute, once again the entities tended to all end up on the edge of the 
world. Another was the system that just flew off in the wild blue yonder. Both of these approaches ended up 
limiting the number of noise entities that were still active after a while. Our personal favorite was one of the 
first versions of NPSNET. A bug allowed us to drive off the terrain and into and over the rest of the program. 


It was a wild ride until the segmentation fault. 


4. Fight or Flight 
Very few real people will sit idly by and allow themselves to be shot. To mimic this, we developed 
the fight or flight behavior. The first phase of the behavior is the receipt of the stimuli, in this case missiles 
that comes close enough to be sensed by, but not to kill, the entity. The “sensor range” is shown in Figure 70. 
A smaller box is within the near miss box, this is the kill box where the missile will kill the entity. Any missile 
within the near miss box will trigger the behavior. If the missile is within the kill box, the entity is tagged as 
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dead. The dead behavior overrides all others. The response to the missile in the kill box varies according to 
the type of entity being modeled. If the entity is unarmed, it turns and aligns its direction of travel with that 
of the missile and heads off at maximum speed. This 1s the flight response. It assumes that the entity firing is 
located along the reverse azimuth of the missile path and tries to get away from it as fast as it can. The opposite 
end of the spectrum is the fight response used by the entities that are armed. As shown in Figure 70, the entity 
turns forty-five degrees every time it senses a missile. Once it comes within a one turn of the missile’s reverse 
azimuth, the noise entity fires a missile along the reverse azimuth towards the original firing entity. These 
simple behaviors have made the scenarios much more interesting and challenging. The user cannot randomly 


shoot at the noise entities with impunity; they shoot back. 


Path of Entity Path of Entity 


eee te Path of the 
missile eats 
Case |: Entity turns Case 2: Entity fires back 


in flight of missile 


Figure 70. Fight Response 





B. SCRIPTING SYSTEM 

Much like a script in a stage play, a script contains a list of instructions that the entity follows dunng 
the simulation. One of the major uses of scripting systems, known to the SIMNET community as data loggers, 
is the ability to record scenarios and play them back later. The playback ability provides an after action review 
capability that can faithfully reproduce the engagement. This reproducibility is a key factor in the analysis 
process. It allows for all the routes and time sequences to be held constant while varying a single parameter. 


For example, the routes of a squadron of attack aircraft can be scripted to test out different anti-aircraft missile 
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engagement ranges. If the aircraft were manned, then there could be subtle differences in timing, routes, and 
pilot mental state that could affect the outcome of the tests. Since the aircraft are scripted, they will fly the 
same route over and over again until the testers, not the pilots, get tired. A similar scenario can be constructed 
for an after action review. During an after action review the evaluators sit down with the trainees and discuss 
the actions taken during the exercise. Rather than relying on the memory of the participants and evaluators, 
the recorded script provides a “ground truth” of what really happened. Thus, the focus of the review can be 
the “why” of the exercise instead of the “what.” A comprehensive review of scripting systems can be found 
in [WEST91}. 

The major drawbacks of scripting systems are their major strength. They are an unchanging recording 
of what has happened. As a result of this, after the introduction of a new event, the rest of the script must be 
invalidated. For example, in the aircraft scenario above, the aircraft might have acted differently if the missile 
was launched from 10,000 meters away versus the 3,500 meters in the script. Likewise in the after action re- 
view, if a tank had gone left then right, some of the subsequent actions might not have been the same. A pure 
scripting system cannot handle this type of modification. What can be done is to have the script manage the 
entity until some interaction occurs. At that time, the control of the entity is passed off to an expert system. 
The expert system then controls the entity until it can rejoin the scripted actions. 

The scripting of entities in NPSNET is a two phase task. The first phase is the generation of the script 
by automated or manual means. Once the script has been generated, it can then be played back. Both of phases 
are discussed in detail below. Prior to discussing the generation and playback of the scripts, we discuss the 


content of the scripts. 


1. Script Content 

The content of the script varies from system to system in terms of both format and content. None- 
theless, there are certain attributes that are shared among all scripting systems. These are the preservation of 
time stamps and entity state information. The time stamp is used to sequence the events in the script and to 
indicate at what time the script data should be applied. The state information contains the dead reckoning pa- 
rameters, component orientation, status information, and location. What constitutes the state information de- 
pends on the system. A single time stamp and state information entry are grouped into a script line. A line of 
the script, much like an actor’s line in a play, is the smallest sequencing action and is treated as an atomic 
unit. When a script is written or read, it is done a line at a time. This way the sequencing of the actions are 


preserved. 
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The NPSNET script shown in Figure 71 is a fragment of a National Guard Exercise that was held 
in 1988 in the National Training Center, Fort Irwin, CA. For NPSNET, we made the decision that the scripts 
were to be human readable and as such all of the scripts are in ASCII. At first glance, the script is utterly 
meaningless, even in ASCII, but the numbers are actually highly formatted. The first set of three numbers 
is the time stamp for the script line. The entity identifier, entity type, and which side it belongs to comprise 
the required data to select the entity and icon for this script line. The next three are the location of the entity 
in database coordinates. For all non-aircraft, the Y component is 0.0 indicating that the entity follows the 
ground. The next four numbers are used to determining the fire control solution. The last floating point num- 
ber is the speed of the entity. The fire and alive flag complete the script line. These are true / false flags used 


to determine the status of the entity and the appropriate response by the system. 


59 2 8161.926270 0.0 8174.560547 135.989869 0.000000 0.000000 0.000000 12.496254 0 1 
56 2 9659.545898 0.0 5537.709961 178.391381 156.804391 0.000000 0.000000 2.778167 0 1 
107 61 8621.704102 0.0 8938.416016 170.537046 10.795384 0.000000 0.000000 0.000000 0 1 
58 2 7601.989746 0.0 8732.117187 201.021437 118.372680 0.000000 0.000000 0.000000 0 1 
58 2 7601.989746 0.0 8732.117187 0.000000 180.000014 0.000000 0.785398 0.000000 0 0 
124 1 9361.876953 0.0 9833.312500 203.685402 0.000000 0.000000 0.000000 8.330992 0 1 
59 2 8125.976562 0.0 8209.289062 135.989869 168.226653 0.000000 0.000000 0.000000 Oo 1 
57 2 7855.773926 0.0 8645.324219 162.891606 0.000000 0.000000 0.000000 12.500731 0 0 
60 2 9689.331055 0.0 5599.487305 175.381522 160.417411 0.000000 0.000000 12.507100 1 1 


Format 


Hours Minutes Seconds Entity_Number Entity_Type X_Position Y_Position Z_Position 
Direction View_Direction Gun_Elevation Above_Ground_Level Speed Fire_Flag Alive_Flag 


Figure 71. Typical NPSNET Script 





2. Script Generation 
There are two fundamentally different types of script generation systems. The first 1s the manual 
method. In this method, the script developer manually enters the data, usually as a series of way points. This 
can be accomplished in several different ways. The two most common are a text entry system and pointing 
device entry. In the text entry system, the developer uses a text editor to enter all of the data. Not only is this 


a time consuming and error prone to type all the numbers in, but the speeds, locations and times must all be 
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computed by hand. The second, more practical, way of generating scripts by hand 1s to use a pointing device 
to select the way points and a valuator, single degree of freedom, device to select the speed of each segment 
or the time stamp at each way point. Once the path has been laid out, Figure 72, the state parameters and tim- 
ings are computed by the computer, Table 7. The underlined parameters were input by the user, the others 
were computed by the computer. Once the data is generated, it 1s stored in a file for later playback. The ac- 
curacy of the placement of the entities is limited to the resolution of the input device. This can result is unin- 
tentional co-location of multiple entities. Seeing two tanks merge into a single icon destroys all sense of 
reality built by the system, not to mention collision detection processing. Despite that caveat, using the point- 
ing device is a quick way of generating the scripts and it works relatively well for new scripts [CECI91]. 


Table 7: SCRIPT PARAMETERS GENERATED FROM SELECTED PATH® 


eS 
(eo ume | sos [9 [ows | as 


woss[_au[ a0] amas [coms 


a. Underlined values are input by the user. All other values are computed. 







The second method of script generation is the automated recording of the entity’s actions, known 
as data logging. In this system, every time the state of the entity changes, it is recorded automatically by the 
computer and stored in the script. Once again, there are two basic ways of doing this. The first is the method 
used by NPSNET to generate scripts. In this system, the actions of only the driven entity are recorded. It is 
possible to build a compound script by using the play and record feature which integrates the actions of the 
currently driven entity with the existing script. The second, and perhaps more common, way of automatically 
generating a script, is the use of a recording device that records the states of all of the entities at once. Most 
often this is done by some type of network monitoring device. As packets are placed on the network, the data 
logger reads, time stamps and records them. Since maintaiing an accurate state of the world at run time re- 
quires the transfer of the state information across the network anytime it changes (See Chapter X for more 


details about the network component), the PDU stream provides the ideal data and format for the script file. 
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Point D 


Figure 72. Sample Path Layout 





3. Script Playback 

Once the scripts have been generated, the next step is the playback. In this phase, the script 1s read 
in line by line and applied to the scenario at the appropriate time. The algorithm in Figure 73 shows how this 
is done in NPSNET. As each of the lines are read in, the time stamp 1m the script is compared to the elapsed 
time in the scenario. If the scenario time is greater, then the line is applied to the appropriate entity. If the 
script time 1s greater, the function keeps the data in a static area of memory for the next call to the script read 
function. One concession we made to the interactive play of scripted entities is the script reading by dead en- 
tities. If an entity is marked as dead, the script lines for that entity are ignored. This was done after we noticed 
a disconcerting amount of reincarnation going on!. Currently this is the only deviation from the prepro- 


grammed script allowed in NPSNET. 


C. NETWORK ENTITY 
A network entity is a special type of entity in that it is transparent to the host what or who is actually 


controlling the entity. The only thing the host needs to know are the dead reckoning parameters to update the 


1. The entities are reincarnated when their next script line is read in from the script file. The script 
line was generated by one the previously mentioned methods. In the original script, the entity did 
not die. 
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read _the_ script _file() 

{ 
static float next _script_time; /*the time of the next line*/ 
static entity state script entity; /*the entity state parameters*/ 


while (current_time < next_script_time) { 
/*if the current time is less than the next script line*/ 


if (script entity.alive != FALSE) { 
/*Apply the script line, if the entity is alive*/ 
entity array[script entity.id] = script entity; 


/*read the script file*/ 
read (scriptfile, next_script time, script entity); 


Figure 73. Script Playback Algorithm 





entity positions between PDU updates. Dead reckoning 1s discussed in detail n "DEAD RECKONING". 
Much like the scripted entities, the network entities receive periodic updates from some source and are dead 
reckoned between the updates. Unlike the scripted entities, there is no way of knowing when the next update 
is coming or where the entity will be located when the update arrives. This places even more importance on 
the dead reckoning algorithm. The issue of network latency can become a problem over long haul or saturated 
networks. To minimize the latency, all pending messages are applied to the entities during each frame. This 


ensures that the system 1s operating with the most current data possible. 


D. SUMMARY 

The combination of noise, scripted, networked, and user controlled entities has contributed greatly to 
the success of NPSNET. When the system is brought up in the single user mode, the user always asks where 
the other players are. This stems largely from human nature. We are social creatures and enjoy the interaction 
with other people, or at least what we perceive as other people. By combining the computer generated forces 
(CGF) and the human controlled entities in a controlled manner, it presents a challenge to the user to deter- 
mine which of the entities are live and which are CGF. This increases the user’s belief that the world contains 
more people in it than it actually does. As mentioned above, having a large population 1s a key requirement 


in a VW. The requirement is further modified, in the case of NPSNET, to ensure a large realistic behaving 
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population. As we presented in this chapter, the entities that make up population can come from several dif- 


ferent sources, as long as to the user they appear to be human controlled. 
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IX. SCENE MANAGEMENT 


As discussed previously, the pnmary function of the scene management process 1s the selection of the 
polygons to be passed to the rendering process. The view volume, also known as the viewing frustum, is that 
part of the VW that is visible to the user from the current eyepoint. It is defined by the near and far clipping 
planes and the vertical and horizontal field of views, Figure 74. In this chapter, we discuss how the view vol- 
ume is constructed and used to select the polygons that are the pertinent parts of the database. Once the parts 
of the database that are in view are selected, the scene management process determines if it is possible to re- 
duce the level of detail (LoD) of the representation of the features in the database without affecting the scene 
quality. The creation of a view volume and LoD processing, combine to reduce the number of polygons 
passed to the rendering process. The catch with this process is that the elimination of polygons from the scene 
must take less time than rendering them. If it takes longer to cull than to render, it makes no sense to do the 


culling at all. 


Near Clipping 
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Field of View 
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Figure 74. The View Frustum 
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Not included in either of the following sections is the polygon reduction that is done as part of the da- 
tabase construction. This includes such tricks as representing a group of trees as a canopy or as a tree line and 
the use of textures!. The use of canopies and tree lines are a form of permanent LoD processing. The trees are 
always modeled as an aggregated unit. While this looks good at a distance, as the user approaches the feature, 
it looks progressively less realistic. As a result, canopies are normally used in areas that are non-trafficable 


and those of lesser interest. The use of textures, on the other hand, adds realism as an user gets closer to the 


feature”. Texture mapping reduces the polygon requirements by being able to represent a complex face as a 
single polygon. For example a window on a wall can be represented as two coplanar polygons or a single 
polygon with the image of the wall mapped on to it. Adding a second window requires an additional polygon 
or a modification to the texture. As the wall gets more complex, the number of polygons increases whereas it 
can still be represented by a single polygon and a texture map. Combined, texture mapping and object aggre- 


gation can significantly reduce the number of polygons in a VW database. 


A. VIEW VOLUME MANAGEMENT 

As discussed above, the view volume 1s the portion of the database that is visible to the user at any given 
instance. This volume is a subset of what is passed to the graphics pipeline. As shown in Figure 75, the reason 
for this is that some of the graphics primitives cross the view volume boundary. It is faster and easier to let 
the graphics hardware clip these polygons out of the window than it is for the application software to cull 
them from the draw list. As such, in this section we focus on the macro level, the selection of grid squares 


that comprise the view volume, rather than the micro level, the selection of individual polygons. 


1. Field of View Determination 


When a human moves around, the portion of the world that they see changes. While this may seem 
like an overly simplistic statement, it is crucial in the whole concept of the view volume determination. The 
view volume is a function of the human’s position, orientation of the head, atmospheric conditions, and time 
of day levels. In the virtual world, the same parameters should be taken in consideration during the constnuc- 


tion of the scene. In NPSNET we took all these factors into consideration except the light. The reason for this 


1. A texture is an image that is mapped onto a polygon. 

2. This holds true up to a point. Geospecific textures, satellite photographs for example, tend to 
have a limited resolution. Once you get close enough to the polygon being texture mapped, the pix- 
els of the textures become discernible. As a result, the realism is degraded. Most icon textures have 
enough resolution to prevent the user from seeing the individual pixels. 
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Figure 75. View Volume and Volume Passed to Renderer 





simple; it is always 1500 in NPSNET. In this section, we describe how each of these parameters affect the 
constniction of the view volume. 

The most important factor in the determination of the view volume is the position and orientation 
of the user. As shown in Figure 76, a vector is constructed from the user’s location to the look-at point. The 


length of the vector is unimportant, the direction of the vector is what matters. The look-at vector’s angle is 


a function of the heading and the view angle>. This vector is then used as a center line of the view volume. In 
order to ensure that all visible grid squares are passed to the graphics pipeline, the center point of the view 
triangle, the projection of the view volume onto a two dimensional plane, is projected one post spacing along 
the reverse look-at vector. The angle of the left hand side clipping plane is the angle of the look-at vector mi- 
nus one half the field of view angle. The nght hand side clipping plane adds half of field of view angle to the 
look-at vector. The left hand side vertex is determined by projecting a point along the left hand clipping plane 
vector for the viewing distance. The same process is repeated for the night hand side. The near clipping plane 


is a fixed distance of one meter from the user’s eye point. In order to prevent the squashing or stretching of 


3. The view angle is the angle the user’s “head” is turned from the heading, or direction of travel. 
This allows the user to go in a straight line and still look around. This ts analogous to looking out 
the side window while driving a car. For example, if a car was heading 10° and the driver is look- 
ing out the left hand window, a view angle of 270° , the resulting look-at vector orientation is 280°. 
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Figure 76. Construction of View Triangle 





the scene, the aspect ratio’ is kept constant. The current aspect ratio is three to four to match the screen win- 
dow size. The location of the far clipping plane, or viewing distance, is dependent on the fog density, frame 


rate, and users preference. This parameter is discussed in detail below in "Real-Time Modification". 


2. Terrain Selection 
Once the view triangle has been constructed, the next step is to select which grid squares are vis- 
ible. In this section, we present two of the methods used during the development of NPSNET. We used one 
method in NPSNET as part of the level of detail processing. As a result of the relaxation of terrain at lower 
resolutions, larger terrain polygons had to be used. In NPSStealth, the primary focus was the accurate place- 
ment of entities controlled by other nodes on the network on the common terrain database. To accommodate 
this, the decision was made not to do any level of detail processing on the terrain skin. When processing the 


objects and icons, level of detail processing is used in both NPSNET and NPSStealth. 


4. The aspect ratio, the ratio of the vertical field of view, is a fixed ratio to the horizontal field of 
view. If the ratio of the angles is different, than the ratio of the window height and width dimen- 
sions, the image is distorted. 
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a. NPSNET 


To account for the terrain level of detail processing, discussed at length in "Terrain" below, 
the selection of terrain in NPSNET is done only partially before it is passed off to the next process. Shown in 
Figure 77 is the bounding box that is built from the center, left, and nght vertices of the view triangle. To 
determine the bounds of the box, the miimum and maximum X and Z coordinates of the three vertices are 
used. We then determine which quadtree node contains the minimum and maximum extents along the X and 
Z axes. The bounding box information is then passed to the level of detail processing phase to determine 


which terrain polygons are to be drawn. 


D Projection of the 
View Volume 


Figure 77. Gnd Square Bound Box 





b. NPSStealth 
The bounding box approach described above, with one exception, 1s used as the first pass for 
the NPSStealth system. The exception being, the bounding box minima and maxima are expressed in grid 
Square coordinates rather than in the root of the quadtrees. This is a function of the decision not to use level 
of detail processing for the terrain skin in NPSStealth. The second pass is the connection of the three vertices. 
To do this, we use the algorithm presented in Figure 78. Basically, we are interested in which grid squares the 


line segment passes through, not the exact coordinates of the line segment at every poimt. Once the three 


eA 


vertices have been connected, the bounding box is scanned to fill in the middle of the view triangle, Figure 
78. An additional function of this scan is to expand the view triangle by one grid square in each direction. 
When t-mesh rendering is used, this additional grid square pushes the start / stop of the strips out a little 
further. This ensures that a slightly larger area is passed to the renderer then what the user can see. By doing 


this, we can ensure that the complete view triangle is drawn. 


Mark the Grid Square containing the Vertices as drawable 
for {Loop through all three line segments that make up the View Triangle} 
Compute Equation of the line 
Xgrid = X grid coordinate of the starting point 
While X grid <= X grid coordinate of the ending point 
Xgnid = Xgnid + Gnd Size 
Zgrid = Xgnrid * Slope + Z intercept 
Mark the Grid Square containing Xgrid, Zgrid as drawable 


/*To fill in the rest of the view triangle*/ 
for (Xgrid = Minimum Bounding Box X to Maximum Bounding Box X) 
/*Find the bottom marked Grid Square*/ 
Zstart = Minimum Bounding Box 
While (Xgrid, Zstart is unmarked and Zstart < Maximum Bounding Box Z) 
Zstart = Zstart +1 
/*Find the top marked Grid Square*/ 
Zstart = Maximum Bounding Box 
While (Xgrid, Zend is unmarked and Zend > Minimum Bounding Box Z) 
Zend = Zend -1 
/*Fill in the boxes between 
for (Zgrid = Zstart to Zend) 
Mark the Grid Square containing Xgrid, Zgrid as drawable 


Figure 78. Selection of Grid Squares 





3. Real-Time Modification 

In NPSNET, there are two view volume parameters that can be changed during the running of a 
scenario. The first of these is the field of view. The number keys control the honzontal field of view, which 
can vary from ten degrees to ninety degrees. As mentioned above, the vertical field of view is a function of 
the horizontal field of view, thus preserving the aspect ratio. By decreasing the field of view, the user can 
emulate the use of a zoom telescope. The icons in the distance appear closer since they now occupy a larger 
portion of the screen. This effect is shown in Figure 79. The user can increase the frame rate by selecting a 
smaller field of view. The frame rate increases since there are fewer grid squares in the view triangle. The 
increase in frame rate can be negated by increasing the view distance, the other modifiable parameter. 

The change in the view distance can be controlled by the user or the system. Since the number of 


grid squares, which can be translated in to the number of polygons, in the scene has a significant impact on 
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Figure 79. Effect of Increasing the Field of View 





the frame rate, we decided that the user should have control over this parameter. This was especially obvious 
when we were working with the five meter data for Fort Irwin, CA. On a SGI Indigo Elan, we could maintain 
thirty frames per second with a view distance of one hundred meters. While the system responded well, it was 
very hard to get a good appreciation for the terrain. When we had a viewing distance of two thousand meters, 
the frame rate was down to around one or two frames per second. At this frame rate, control was impossible. 
Since we could adjust the viewing distance, we could indirectly control the frame rate. This gave us the ability 
to position the eye point at the desired location at interactive rates, thirty hertz, using the two dimensional 
map as a reference. After we positioned ourselves, we then extend the viewing distance to generate a useful 
view in three dimensions as a much slower frame rate. 

There are two instances when the system controls the viewing distance. The first of these was in 
an early version of NPSNET when we attempted to do fixed frame rates. In this system, if the frame took 
longer than the allotted amount of time, the view distance would be reduced by a constant. If the frame took 
less than the allotted time, the view distance was increased. The results of this were visually disappointing. 
By changing how far out the scene was drawn, things would appear in one frame and not the next. Particularly 
annoying was when the frame rate was right on the boundary and the viewing distance would alternate be- 


tween two values. A damping function helped, but this approach was discarded in favor of level of detail pro- 
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cessing. The remaining instance of the system controlling the viewing distance is when fog is used. The 
density of the fog is inversely proportional to the obscuration distance. As the fog thickens, we decrease the 
viewing distance to reflect the new obscuration distance. Since everything beyond the obscuration distance 
is rendered in the same color as the fog, there is no reason to pass it to the graphics pipeline. When the density 


of fog is decreased, the viewing distance is increased accordingly. 


B. LEVEL OF DETAIL SELECTION 

LoD processing relies on the feature that perspective projections causes things to appear smaller the fur- 
ther away they are from the viewer, Figure 80. The basic result of this is that the finer details cannot be seen 
when things are far away. Specifically, when polygons transform to less than one screen pixel, they are com- 
bined. There are several factors that determine the visibility of the icons. Such things such as atmospheric 
effects, lighting, and shading all affect the LoD. The primary factor 1s the distance between the icon and the 
user’s eye point. As such, this is the factor on which NPSNET based its LoD processing. 
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Figure 80. Perspective Projection’s Effect on Apparent Size 





In this section, we discuss the two types of LoD processing used in NPSNET. We have broken down 
the LoD processing into two functional areas, one for icons and one for the terrain, since the effects are fun- 
damentally different in these two cases. Each of the algorithms and effects are discussed in the following sec- 


tions. 
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I. Icons 

The same basic algorithm is used for both the moving entities and the fixed objects. We have cho- 
sen a simple model switch algorithm. As shown in Figure 81, the icon representation is chosen based upon 
which bin the distance between the icon and the view point falls into. While this seems relatively simple, it 
is somewhat of an art. Trial and error are used to determine which models and ranges are optimal. However, 
there are some rules that can be applied to the selection of the parameters. Foremost of these is the preserva- 
tion of the icon’s outline. As shown in Figure 82, the changing shape of the outline can be quite noticeable if 
it is done too close to the user. A simple five polygon box can be used to represent a truck at a distance, while 
an airplane needs to be represented by a slightly different minimum polygon representation. Color is another 
important attribute that must be preserved. We modeled trees with a texture on them to represent leaves. 
While this looked good close up, at a distance the texture was not visible. So we took off the texture beyond 
a certain distance. However, the untextured trees were a lighter shade in the distance. As a result, it was very 
obvious where the LoD boundary was. To compensate for this, we had to make the trees in the distance a 


darker shade to match the color of the texture, so the removal of the texture was not noticeable. 


Eye Point Object Not Rendered 
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Figure 81. Level of Detail Ranges 





The switch of the models themselves presents an interesting problem. Figure 81 shows a sample 


of the discrete model switching distances used in NPSNET. When the distance increases from one bin to the 
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Figure 82. Effect of Differing Outlines on Model Switching 





next, one model is changed in the for the next in a single frame. The two different resolution models are not 
shown together at any time. Some of the high-end flight simulators use a technique to blend the two LoD mod- 
els together [E&S91]. As shown in Figure 83, this methodology gradually blends the two models together 
during a transition phase. This method allows for a smooth transition from one LoD to the next, allowmg the 
transitions to be moved closer to the user. The down side of this approach is that both models are displayed 
during the transition phase and the alpha blending between the two models. Both of these features can actually 


increase the graphics load on the system during the transition. 


2. Terrain? 


The terrain LoD processing is based upon distance being the driving factor. The difference is in 
the complexity of the system and the management of icons on the terrain. As discussed in "WORLD SEG- 
MENTATION" and shown in Figure 8, the VW is divided up into a hierarchical structure based upon loca- 
tion. It is possible to take advantage of this structure to reduce the number of polygons that make up the 


5. Much of the implementation work on which this section is based was done jointly with Randall 
Mackey and appears in his thesis, [MACK91],and in a joint paper, [PRAT92]. His thesis contains a 
detailed review of the implementation and a comprehensive review of other methods of doing 
multi-resolution terrain. 
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Figure 83. Level of Detail Blending 





polygon skin that represents the terrain. As shown in Figure 84 and Table 8, the use of LoD processing sig- 
nificantly reduces the number of polygons that are passed to the graphics pipeline.The reduction of the num- 
ber of polygons in the terrain does not come free. There is an additional complexity in the placement of icons 


and the selection of resolution for the terrain. This section covers both these topics in detail. 


Table 8: NUMBER OF POLYGONS IN DIFFERENT TERRAIN LOD CONFIGURATIONS 


Range Bins 
LoD Confi guration Number of Polygons 


High Resolution Ce ae a 2080 


High Resolution 
Medium High Resolution 

















High Resolution 
Medium High Resolution 
Medium Low Resolution 












High Resolution 
Medium High Resolution 
Medium Low Resolution 
Low Resolution 
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Figure 84. Terrain Level of Detail for the Terrain 





a. Multiple Resolution Terrain Selection 


Since NPSNET terrain data structures are based upon a hierarchical scheme, the size of the 
terrain polygons doubles at each lower level of detail. The highest resolution grid post spacing is 125 meters. 
The lower resolutions are 250, 500, and 1000 meters respectively. The challenge 1s to rapidly select the 
correct polygons from the four different levels of resolution. To do this, we use the concentric circles shown 
in Figure 84. as the boundary between two different levels of resolution. The low resolution nodes, those 
which are at are within the field of view, are selected and are processed using the algorithm m Figure 85 to 
determine the level of resolution for the particular subnode. Since all of the nodes are axis aligned, we can 
use a fast circle / rectangle intersection check to determine if the node is within, intersects, or outside of the 
LoD boundary. When the node is completely outside of the resolution boundary, it is drawn at the lower 
resolution. If it is entirely inside the LoD range, it is passed to the next level. When the boundary intersects a 
node, the node is adjacent to a lower resolution node. This might require the use of fill polygons to hide the 
differences in elevations along the resolution seams. Figure 86 shows the resulting gap and the required fill 
polygon to hide the seam. The fill polygons are only required when there are two or more of the node vertices 
outside of the higher resolution boundary and the lower resolution polygon is higher than the thinned high 


resolution vertex. An important point is that the fill polygon should have the same polygon normal as the 
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adjacent lower resolution polygon. By doing this, the fill polygon blends and is not noticeable, even though 
it is a Vertical wall. If at any point a node or subnode 1s entirely outside of the field of view, the rest of the tree 
rooted at that node is discarded. If it is partially or completely within the field of view, it is retained for future 


processing. 


If the 1000m node is within Low Resolution Circle and the Field of View 
If 1000m node is within Medium Low Resolution Circle 
For each 500m node in the current 1000m node that is in the Field of View 
If the 500m node is within Medium High Resolution Circle 
For each 250m node in the current 500m node that is in the Field of View 
If the 250m node is within High Resolution Circle 
For each 125m node in the current 250m node that is in the Field of View 
Render node at 125m resolution 
Else 
Render node at 250m resolution 
Else 
Render node at 500m resolution 
Else 
Render node at 1000m resolution 


Figure 85. Terrain LoD Selection Algorithm 





b. Placement of Icons on Multple Resolution Terrain 

As mentioned in "ICON PLACEMENT ON THE TERRAIN” and shown in Figure 23, it is 
possible to have flying trees and aircraft under the terrain on multiple resolution terrain. To avoid this, we 
have taken two approaches, one for objects and a second for the dynamic entities. Both share the terrain 
resolution determination data structure and algorithm. Once the appropriate terrain resolution has been 
selected using the algorithm discussed above, an entry is made into an array indicating the resolution level. 
Each entry into this array corresponds to one of the grid squares in the view triangle. As shown in Figure 87, 
the entry in the array provides the key to determining which size grid square to use to determine the elevation 
of the icon. Since the database is constructed as a hierarchical quadtree, the correct X, Z of the corners of the 
terrain polygon can be obtained by simply performing a modulo function on the coordinates of the icon. As 
part of the reading in of the objects or the preprocessor, the four elevations that correspond to the levels of 


resolution are computed and stored with the object’s location. This way, there is not the performance penalty 


120 


Fill Polygon 


Thinned 


/ Vertex 
Look At Vector 


The Thinned Vertex is lower than 
the corresponding point on the lower 
LoD Polygon, a fill polygon is 


Thinned 


/ Vertex 
Look At Vector 


The Thinned Vertex is higher than 
the corresponding point on the lower 
LoD Polygon, no fill polygon is 
needed. 


needed. 


Figure 86. Fill Polygon to Hide Edge Gap 





of having to compute the elevation value during the scenario. Since the locations of the entities are not known 
at start-up, the elevation of the underlaying terrain must be computed at run-time. For sea and land entities, 
the offset from the underlying terrain and the entity’s Y origin is set to zero. This amounts to forcing all of 
the entities to follow the terrain’s polygonal skin. For air entities, the elevation parameter, or above ground 
level (AGL), is used to provide an offset to the ground level computer for the current location. This ensures 


that the entity remains above the ground at the correct height. 


C. SUMMARY 


In this chapter, we have discussed the construction and management of the view volume and how to 
select polygons to pass to the rendering process. As shown in Table 2, the fewer polygons in the scene, the 
more frames we can display in a given amount of time. However, we do not want to sacrifice the scene qual- 
ity. By careful application of the methods presented in this chapter, it 1s possible to construct a VW with both 
interactive frame rates and good scene quality. 

The culling and LoD algorithms we have presented here are fairly specific to the NPSNET type of en- 
vironment of large gridded terrain databases. Since the traversal methods and the distribution of polygons are 
characteristic of a particular type of VW database, the algorithms discussed in this chapter will not be as ef- 
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Sample Entity Location: 
Resolution Entry: 

Don’t draw this Grid Square 
Resolution Entry: 

Gnd Square Size: 


X,Z of YO, Y1, Y2, and Y3!: 


Resolution Entry: 

Gnid Square Size: 

X,Z of YO, Y1, Y2, and Y3: 
Resolution Entry: 

Grid Square Size: 

X,Z of YO, Y1, Y2, and Y3: 
Resolution Entry: 

Gnid Square Size: 

X,Z of YO, Y1, Y2, and Y3: 


234,254 
0 


1 High Resolution 

125m 

(125,250), (125,375), (250,250), (250,375) 
Z ~ Medium High Resolution 
250m (Every two posts) 

(0,250), (0,500), (250,250), (500,250) 
3 Medium Low Resolution 
500m (Every four posts) 

(0,0), (0,500), (500,0), (500,500) 

4 Low Resolution 

500m (Every four posts) 

(0,0), (0,1000), (1000,0), (1000, 1000) 


1. Refer to Figure 22. for Elevation Interpolation Algorithm. 


Figure 87. Terrain Resolution Array and Elevation Determination 





ficient in other types of VWs. Significant work has done in culling and LoD for another major type of VW, 
building interiors, at both the University of California, Berkeley and the University of North Carolina, Chapel 
Hill (FUNK92] [| AIRE90A]. 
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xX. NETWORK MANAGEMENT 


SIMNET showed what can be done when a large collection of simulators are connected to a network 
and are capable of interacting with one another [THOR87]. While the NPSNET system is nowhere near the 
cost or complexity of the SIMNET system, many of the same lessons and concepts apply [ZYDA92]. Key 
among the network issues are the concepts of database consistency and timeliness of interaction. 

The development of a network process is not a complex matter. Nonetheless, it is a tedious, time con- 
suming, and poorly documented process. The NPSNET hamess process was developed to provide the user 
community with a simple, clear and well documented network interface. This in turn supports rapid integra- 


tion of different components into the NPSNET simulation system via the network. 


A. NETWORK HARNESS 


The implementation of Ethernet on the SGI computers limits the number of processes that can commu- 
nicate reliably using the same port address to a single process [SGI90A]. However, it is possible to have sev- 
eral different processes running concurrently on the multiple-processor computers that need to access the 
network. To get over the limitation, we use a network demon process. The network demon allows up to 32 
independent processes to run simultaneously. 

Communication management in NPSNET is handled by this network demon. Currently, the network 
demon uses the Ethernet network and TCP/IP multicast packets of our own design. In this section, we discuss 
the network demon, its interface to the NPSNET system and NPSNET “player” programs. Player programs 
developed by users are stand alone applications that provide specific world interaction functionality. 

The high level structure of the network harness is shown in Figure 88 The harness 1s divided into two 
main sections, the network demon and the player program interface, which communicate via shared memory. 
The principal purpose of the network demon is to provide low level data and network management support 
for user written NPSNET player programs. The well defined player program interface routines allow the net- 
work demon to provide the low level data and network management routines in an application independent 
manner. 

When the demon is invoked, it spawns a child process to listen to the network and to manage the in- 
coming message queue. This process uses a block read of the network socket. A blocked read acts as an in- 


terrupt driven process. The receive process only consumes CPU cycles when there is data to be read from the 
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Figure 88. NPSNET Network Harness 





network. The send process operates on the same principle of using a blocked read on the outgoing message 
queue. When the player program has a message to send, the player program generates a user defined interrupt 
to wake up the send process. This process then takes the message off the outgoing message queue and places 
it on the network. Once a message has been sent, a read flag is checked to see if multiple processes are using 
the demon as a concentrator. If there are multiple processes, the message is placed on the incoming message 
queue with the read bit of the sending process set to READ. The send process then checks the queue to see if 
any more messages are pending and processes them or blocks awaiting the next interrupt. The use of the 
blocking read and interrupt have proven crucial to the design of the system. These mechanisms allow the net- 
work demon to nun with minimal impact on other processes. 

The player program interface consists of a set of routines that allow the user to interact with the network 
at a high level of abstraction. These functions include setting up the shared memory space with the network 
demon, creation of a network read key, message formatting, and the actual sending and reading of the network 
message. When the player program joins the network, a bit mask is created for a unique process address, and 
a pointer is provided to the shared address space. To send a message, the player calls the appropriate message 


transmittal routine. The interface routines format the message, place it on the outgoing message queue, and 
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generate the interrupt to wake up the network demon’s send process. This method allows the player process 
to continue processing independent of the network load. 

The network read process works much the same way. When the player program does a network read, 
the incoming message queue is scanned for unread messages. All of the messages are tagged by a bit mask 
corresponding to the player process read keys. The received messages are returned to the player program in 
one of two formats. The player can select message-at-a-time retrieval. In this process, a pointer to a single 
message 1s returned in the raw format. Once all the pending messages have been read, a pointer to NULL is 
retumed. This method is advantageous when the player program is only concerned with a small subset of the 
entities and the programmer desires to write his own message filter. The second method of retrieving mes- 
sages is the block read. In this process, all the pending messages are applied to the entity database by a default 


set of routines. This is the more common and efficient usage of the read routines. 


B. PROTOCOLS 


One of the interesting things we have read about the Ethernet network is that it is more efficient to have 
a few long messages rather than many short messages [TANE89]. This influenced the creation of the types 
and formats for the messages. This, combined with the use of a dead reckoning algorithm to move the entities 
between updates, lead us to the development of five simple message types. Samples of all of these messages 
formats are shown in Figure 89. The messages are in ASCII format to facilitate network monitoring. While 
the ASCII representation of the values consumes more network bandwidth, the ease of use and monitor ability 
were more important. All the messages are prefaced by an ASCII tag to facilitate decoding. 

As mentioned above, it is more efficient to have a few long messages rather than many short ones. For 
this reason we combined all of the entity state parameters into a single message. This has the additional ben- 
efit of updating all of the entity parameters at the same time. This eliminates the need for special message 
formats for weapons firing and ensures accurate placement and orientation of the entity. Between updates, 
the entities are dead reckoned. This reduced the network traffic to less than 10% of what would be required 
if the positions of the entities were sent out every frame. There is no noticeable loss of entity placement ac- 


curacy. Dead reckoning is covered in more detail in "DEAD RECKONING". 


1. Network Management 
Two message types, NEWSTATMESS and DELSTATMESS, are used when a station enters or 
leaves the networked environment. These are used solely as administrative messages and do not affect the 


appearance of any entity. When the station designated as the master station receives the NEWSTATMESS, 
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NEWSTATMESS 
~10 
Tag Entity_Number 


DELSTATMESS 
110 
Tag Entity_Number 


SWITCHMESS 
@10 14 
Tag Old_Entity_Number New_Entity_Number 


CHANGEVEHTYPEMESS 
#102 
Tag Entity_Number New_Entity_Type 


UPDATEMESS 

$00 10 15 10 2 145.0 0.0 2334.0 34.0 0.0 0.00.0 4.8 1 1 

Tag Hours Minutes Seconds Entity_Number Entity_Type X_Position Y_Position Z_Position 
Direction View_Direction Gun_Elevation Above_Ground_Level Speed Fire_Flag Alive_Flag 


Figure 89. Sample Formats of NPSNET Messages 





it sends the current entity states of all computer controlled entities. All other stations on the network mark the 
entity specified in the message as a network entity and send out an updated state vector for all entities they 


control. Upon receipt of the DELSTATMESS, all stations convert the driven entity to computer controlled. 


2. Object Maintenance 
One of the features of NPSNET 1s the capability to allow the user to change entities during the 
process of the simulation. The SWITCHMESS notifies all the other nodes on the network that the user has 
changed entities. This does not affect the appearance of any of the entities. Not only can the user change 
which entity he is driving, but by using the CHANGEVEHTYPEMESS, the entity type can be changed. This 


message allows the game master to change the types of entities during a simulation exercise 


3. Entity Maintenance 
The UPDATEMESS is the largest and most common message format used in NPSNET. It ac- 
counts for almost all network traffic. Before we discuss this message, the concept of the state of the entity in 
NPSNET must be covered. When an entity is being moved over the terrain by first order (speed and direction) 
dead reckonmmg, the location of the entity can be accurately predicted as long as the entity’s speed and direc- 


tion vectors do not change. Thus, the dead reckoning parameters must be updated only when the speed or di- 
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rection change. The tilt, roll and location of the entity can be derived from the last updated position and the 
terrain database. Additionally, the orientation of the turret, the gun elevation, entity destruction, and weapons 
firing all change the state of the entity. Whenever any of these state parameters changes, a message must be 


sent to update the entity’s dead reckoning parameters at all the other network nodes. 


C. DEAD RECKONING 

The use of a commercially available network, Ethernet in our case, imposes certain limitations. The 
foremost of these is the limited bandwidth. This requires the networking protocols to operate in a resource 
constrained environment. To minimize the network load, there should be a detailed model of each entity at 
each node on the network. While this minimizes the network load, it maximizes the computational require- 
ments of each of the nodes. The other extreme is the sending of the entity state (position, orientation, and ve- 
locity) information every update. This requires a minimal] amount of computation at the receiving end, but 
maximizes the network load. What dead reckoning does is seek to find a point in between where the network 
and computational loads are at an optimal mix [IST92]. Table 9 shows a comparison of several different dead 
reckoning time based thresholds versus computational loads. To update a dead reckoning position takes three 
assignments, three additions and three multiplications. The multiplications count as two operations. To up- 
date from the network takes three assignments. The number of bytes in a message is the approximate length 
of a SIMNET Appearance PDU [POPE89]. 

Table 9: DEAD RECKONING THRESHOLDS AND COMPUTATIONAL LOAD* 





a. The Computational and Network loading levels reflect that average load over the 
dead reckoning interval. In this table, peak loads are discounted. 
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From analyzing the data in Table 9, we determined that increasing the time between network up- 
dates plays a significant part in the overall network loading. The almost two orders of magnitude in the net- 
work loading, served as proof that dead reckoning was required for a large scale exercise. By exploiting dead 
reckoning, it is possible to maintain a low resolution model of every entity’s dynamics at each node and one 
high resolution model at the controlling node [BLAU92]. The controlling node maintains both models and 
only sends out packets when the difference in position or orientation between the two exceeds a certain 
threshold, the reduces the computational load of each of the individual workstations while still maintaining 
network consistency. There are two types of dead reckoning thresholds, time based and error based. In time 
based dead reckoning, Table 9 is an example, a PDU is sent out at fixed intervals. In error based dead reck- 
oning, a PDU is sent out when the difference between the controlling high fidelity model and the dead reck- 
oned model exceeds a certain error threshold. A graphical depiction of error based dead reckoning thresholds 


is shown in Figure 90. 


Dead Reckoned Path 


Update message 
<= Received 
se Actual Entity Path 


Figure 90. Error Based Dead Reckoning and Actual Paths 





As mentioned above, dead reckoning uses the entity state variables to derive the current location, 
X, and orientation of the entity based upon some known starting point, X’, and elapsed time since the last 
update, Ar. The order and parameters of the dead reckoning algorithm determines what makes up the state 


variable. The order of the dead reckoning algorithm is determined by the highest derivative of the positional 
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graph. Equation 10.1 through Equation 10.3 are the three different order dead reckoning algorithm for the X 
component of the positions. The other components of the state vector have corresponding equations. Zero or- 


der dead reckoning 1s strictly position and / or orientation information, X', Equation 10.1. First order dead 


reckoning, shown in Equation 10.2, includes the positional and / or angular velocities, X, as well as the infor- 


mation from the zero order dead reckoning. Equation 10.3, second order dead reckoning, also contains the 


positional and / or angular accelerations, X. The higher order algorithm used, the more computationally com- 
plex the dead reckoning becomes and fewer messages are needed to be send out across the network to accu- 
rately predict the position and orientation of the entity. Other more esoteric dead reckoning algorithms are 
contained in [IST91]. 


X=X Equation 10.1 
X=X+AtX Equation 10.2 
X= X+ AtX+ sv'x Equation 10.3 


When an entity exceeds the dead reckoning threshold and a message is sent out, a discrepancy ex- 
ists between the entity’s computed position and the actual position as stated in the message. As shown in Fig- 
ure 91, there are two basic methods of correcting the location of the entity. The first and simpler method is 
the use of “snap back.” In this method, the location of the entity is corrected immediately. While this is sim- 
pler to implement, it results in the apparent jumping of the entities. Visually this can be quite disconcerting. 
The second more complex method ts the “smooth back” method. In this method, the future position of the 
entity is computed and a smooth path is calculated to intersect the projected path. In addition to being more 
complex than the “snap back,” it can result in the entity chasing its correct location. This can become a prob- 
lem when the position of the entity must be computed accurately for weapon effects and formation movement. 
The major advantage of the “smooth back” method is the lack of the visual disconcerting jump that result from 
the “snap back” method. If the dead reckoning thresholds are set low enough, the amount of positional error 
between the updated and the computed position is small. In this case, the jump of the entity 1s not as notice- 
able and the “snap back” method should be used. When a large discrepancy exists, the jump is quite notice- 


able. In these cases, “smooth back” is the best choice. 


D. STANDARD PROTOCOL INTEGRATION 


While the NPSNET protocols were the minimal set required and quite efficient for the small scale ex- 


periments run in our laboratory, they were not standard. In order to integrate the Simulation Networking 
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Figure 91. Position Error Correction Methods 





(SIMNET) and Distributed Interactive Simulation (DIS) protocols, the protocol converters, shown in Figure 
92, were required to translate the PDU formats [POPE89] [IST92]. While this initial approach was easy to 
implement, it was not as efficient as we had hoped. This lead to a restructuring of the network demon. At the 
same time, the emphasis shifted from a multi-client capable demon to a single-client highly optimized ver- 
sion. To accomplish this, the network demon was completely rewritten and simplified. The resulting structure 
is shown in Figure 93. Part of this optimization process was the migration of the formatter routines from a 
demon function to application specific routines in the user program. Keeping with the module oriented stnic- 
ture of NPSNET, all of the application’s network routines were kept in a single source file with standard in- 
terfaces. The same function interfaces used in NPSNET were used in the NPSStealth with SIMNET 
protocols. This allowed the rapid integration of the new network protocols and the subsequent update of the 
network routines to fully integrate the system into the DARPA sponsored exercise, Zealous Pursuit. 

An interesting aside is the comparison of the NPSNET and SIMNET network protocols. The SIMNET 
architecture makes several assumptions and trade-offs that affect the operation of the system. The three most 
significant of these are: the use of a three dimensional velocity vector, the inclusion of the pitch and roll as 
part of the state vector, and the five second update. None of these are part of the NPSNET network architec- 


ture. When the pitch and roll are included in the state vector, an update message must be sent across the net- 


130 


Player Program 


7 Network Send Network Read 


Interrupt | Message Data Request for Message Data 
| Message 


arc? Memory 


Outgoing all — K Ofrn ne 
Message Queue Message Queue 





Message Data Message Data Message Data 


Network i 
, | Networ 
aan, epesiace = ) Receive Message 


Process 
Network Demon ee 


Protocol Converter | Protocol Converter 


Message Message 
Local Area 
Network 


Figure 92. Network Harness Showing Protocol Converters 


Player Program 


. ' Request Simulation 
Sun iauon for Dats PDUs or NULL 


Receiye (essa ge 


Simulation 
Us 


Association 


Local Area Network 
Figure 93. Final Network Harness Structure 





131 


work to reflect any change in the orientation. Thus, as an entity drives across the terrain, every time it comes 
to a polygon joint, a message is sent to reflect the new orientation. The use of the three dimensional velocity 
vector, X, Y, and Z components, is consistent with this. Both serve to reduce to a bare minimum the compu- 
tational load of the dead reckoning process. NPSNET views the cross over point between computational and 
network load slightly differently. The use of a single dimensional speed vector and an align-to-ground func- 
tion, which computes the pitch and roll, increases the dead reckoning computational load but decreases the 
network load. This design decision represents that of trying to find the cross over point in the cost curves. 
Both NPSNET and SIMNET use standard Ethernet, but the processors in the SGI are much more powerful 
than the Masscomp host used in SIMNET. This allowed us to trade bandwidth for computational costs. 
SIMNET requires that an appearance PDU be sent at least every five seconds. The reason for the peri- 
odic updates is two fold. The first is to ensure that all entities have the generating entity still on the network. 
Since multicasting does not guarantee delivery, the periodic sending of PDUs helps to reduce the problem of 
lost packets by providing a means of sending redundant packets. If an entity has not been heard from for two 
and a half update intervals, twelve seconds, it is assumed that it dropped off the network. Likewise, when an 
appearance PDU is received from a previously unreported entity, a new entity is created at the local host. 
These two mechanisms combine to provide the same functionality as the DELSTATMESS and NEWSTAT- 
MESS, respectively. The exceptions being that in NPSNET the entities default case is computer controlled 


and NPSNET uses active notification of changes to the network. 


E. EXPERIMENTAL RESULTS 

From our experience, the network loading, as measured in PDUs per second, is highly dependent on the 
users (both number and type), scenario, and the current actions. As such the network loading is difficult to 
predict accurately. 

We have done an empirical evaluation of the network demon using an Excelan EX5000 Network Ana- 
lyzer and the departmental Ethernet. The source data for this test was a SIMNET Data Logger tape of an en- 
gagement at Fort Hunter-Liggett, California. In a test of the network load, we averaged approximately 100 
messages a second for a period of 20 minutes coming from 270 different entities. The average packet length, 
including network header, was 149 bytes. During the exercise, the average PDU rate was approximately, 100 
PDUs per second with a peak of 210 PDUs ina second. The average PDU rate was slightly below the normal 


rate of a PDU a second per entity due to the static nature of most of the entities in the network. The simulation 
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PDU traffic accounted for 50% of the network load, but only 1% of the network bandwidth. The maximum 
one second burst was 2.3% of the bandwidth. These results are well within acceptable network load limits. 
During the Zealous Pursuit VIP demonstration on 12/11/92, Loral Defense Systems - Akron took mea- 
surements from the network [NEYL93]. These measurements showed that there was an average SIMNET 
PDU rate of 142 packets per second. The network encryption devices had a limitation of approximately 170 
PDUs per second!, so the scenario was constructed to stay within that limit. To accommodate the encryption 
limit, of the approximately one hundred entities on the network, only the three high performance aircraft sim- 
ulators were manned. Approximately ten transtent munition entities, such as SCUDS, bombs, and rockets, 
were active during the course of the exercise. Moving computer controlled entities, or Semi-Automated Forc- 
es (SAFOR), accounted for approximately seventy of the entities. Static destructible entities accounted for 
the rest. The average network traffic accounted for 340 Kbit/Sec or 3.4% of the theoretical bandwidth and 
10% of the actual bandwidth. Using a real exercise as a networked load, we are able to verify the correctness 
and efficiency of our network interface. Even with all this network load, NPSStealth maintained a frame rate 


of 20-30Hz. 


1. If the maximum PDU rate was reached, the encryption devices would slow down and buffer the 
messages. If the buffer overflowed, the devices would crash. 
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XI. CONCLUSIONS 


In this, the final chapter, we present some of the conclusions that we have drawn from our experience 
developing NPSNET. We try to do an honest evaluation of our work, not only the good parts, but also the 
problems. The chapter concludes with a brief discussion of some of the future work that we hope to undertake 


in the future along with others interested in real-time distributive interactive simulation. 


A. LIMITATIONS OF WORK 

It is hard to be objective when evaluating one’s own work, but no work is ever perfect. There are many 
things that are not supported in NPSNET, but we must remember that NPSNET was designed to model a 
ground combat world. As such, we focused on the limitations which affect that world. The main limitations 
of NPSNET fall into three areas: Dynamic Terrain, Real World Dynamics, and Atmospheric Effects. Dynam- 
ic Terrain is the ability to modify the underlying polygon database. While we have implemented destructible 
entities and have added above-ground deformations to the terrain, we have not implemented modifications 
that require the removal of a terrain polygon and its replacement by the polygons modeling the deformations. 
This is not just a limitation of NPSNET, since nearly all VW system have this limitation. There are two rea- 
sons for this. The first is the CPU and graphics processing required to remove a polygon and replace it with 
many others. The second reason leads directly into the second area of limitations. The accurate modeling of 
dynamics is a computationally intensive process. If we were to accurately model the effects of weapon’s im- 
pact on the terrain or use the complete mobility model, the system would not run in real-time. Furthermore, 
many of the parameters needed to run the dynamics models are classified. The use of models or data with 
such parameters will require the security classification of NPSNET. This would prevent the distnbution of 
the software and prohibit its development 1n the Graphics and Video Laboratory. However, some of the users 
of NPSNET have modified the code to take advantage of their ability to run in a classified environment. The 
final area of weakness for NPSNET is atmospheric effects. While NPSNET does model different densities 
and colors of fog, time of day, clouds, smoke, and ram are not currently part of the system. This has been a 
matter of priorities; up until this year we have not had any of our sponsors willing to fund research into this 


area. 
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B. VALIDATION OF WORK 


Perhaps the most significant tests of NPSNET were the two major opportunities to validate our archi- 
tecture and contributions in large scale VW demonstrations. Each of these presented a slightly different 
chance to test and stress the system. The remainder of this section covers the two exercises and the contribu- 


tions / lessons we learned from each of them. 


I. Tomorrow’s Realities Gallery, SIGGRAPH ‘91 

SIGGRAPH ‘91 presented us with the first major opportunity to display NPSNET in a public set- 
ting. For the show we constructed a small network of two SGI IRIS 4D/340 VGXs and one SGI IRIS 4D/35 
TG. This allowed up to three human controlled entities. The remaining twenty-nine entities were computer 
controlled. Since we were interested in the interactions between players, the world was limited to a two kilo- 
meter square area of Fort Hunter-Liggett, CA that we enhanced with additional buildings and trees. This small 
world kept the entities in a confined area and forced them to interact with each other. 

During the duration of the show, we estimate that over 4000 people used NPSNET. All novice 
players were given brief instructions on how to operate the controls and basic strategy. Some tried it for a 
couple of minutes and left, others got good at operating NPSNET and hung around the booth so much that 
they started to give instructions to the novice players. 

It was from talking to the users that we learned what other people thought about the NPSNET sys- 
tem. The most common complaint was the dislike of the SpaceBall. Most of the novice users had problems 
decoupling the forward translation for speed and the pitch to control the elevation of the main gun. After sev- 
eral minutes, most had adapted to the SpaceBall and could control the entity effectively. What was amazing 
to us was the level of immersion that the users felt. People would block out the rest of the world and be totally 
engrossed with the actions they were experiencing in the VW. This served to reinforce our claim that if the 
interactivity level is high enough, and the scene is realistic enough, the user will be completely immersed into 
the experience without the need for mock-ups or specialized hardware. Thus, we were able to prove that it 
was possible to build a VW system on a workstation. 

While it was transparent to the users, this served as a validation of the software architecture. The 
system worked without crashing during the entire show on all three platforms. The frame rates were main- 
tained and the entities communicated their positions across the network the way we had expected. The only 


problem with the system that we encountered was that occasionally packets would get lost on the network 
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and entities would not come back to life. This required that the station controlling the autonomous entities be 


taken off the network, reset the entities, and then rejoin the network. 


2.  Zealous Pursuit 


Zealous Pursuit was the first exercise in the ARPA’s War Breaker program [NEYL93}. This pro- 
gram is designed to use simulation to exercise sensor, intelligence, and command and control functions. The 
framework of this program is to test and improve the Time Critical Target (TCT) hunting and killing ability 
of the military. While ARPA is the lead agency in this program, all the services have supporting programs 
and are players in the exercises. 

It 1s a logistical and budgetary impossibility to co-locate all the players in one physical location. 
However, all the players needed to talk to each other. To do this the Defense Simulation Network (DSI), sup- 
plemented by leased T-1 telephone lines, was used as Wide Area Network (WAN) to provide connectivity. 
For Zealous Pursuit, the scenario called for the integration of twelve combat models / simulators that had nev- 
er been attached to the network before. In addition to these systems, there were other nodes on the network 
that had been connected to the network previously. As discussed in Chapter X, there were approximately 100 
total active entities. The exercise “took place” in an area 274 x 114Km in north west Iraq. 

NPSStealth, one of the many NPSNET derivatives, provided a vital capability initially as a stealth 
display. A stealth display is a passive entity on the network, it can see what is going on but it does not broad- 
cast its position and cannot be seen by other nodes on the network. This was used extensively by the partici- 
pants to determine their location and orientation. Since NPSStealth can run on any SGI IRIS 4D, each of the 
players were able to do the network connectivity debugging at their home locations. This saved in terms of 
both travel time and contract costs. Because NPSStealth is more capable and forgiving than the BBN Stealth, 
it was dubbed the “Silver” standard. Final testing was done using the BBN Stealth at IDA, the “Gold” stan- 
dard. Durning the initial phases of the exercise, the NPSStealth was used extensively as the terrain database 
viewing and validation tool. The network monitoring capabilities of NPSStealth were used to determine 
when, who, how often, and what types of packets were being put out on the network. On more the one occa- 
sion, we were called upon to determine the cause of failures. 

As the exercise progressed, the NPSStealth took on several new roles. The network hamess was 
modified to allow the system to emulate an F-15! to provide additional entities on the network. There was 
also a problem with the visualization of the Unmanned Air Vehicle (UAV) simulated sensor display. Basi- 


cally, there was none. We modified NPSStealth to provide a green scale Forward Looking Infrared Radar 


136 


(FLIR) display to replicate the actual sensor display. This was used extensively during the later parts of the 


exercise as a command and control and target designation platform. 


C. CONTRIBUTIONS 

The most significant contribution made to the body of computer science during the development of 
NPSNET was the integration of many different fields into a single coherent system. By delving into most of 
the major fields of computer science, we had to extract what was pertinent to a VW. This is distinct from a 
rote application of existing concepts and algorithms, as it was much more a synthesis and fusion process. As 
shown in the previous chapters, we have made a contribution to each of these fields. We have developed, im- 
plemented, and documented novel software structures, database formats, and algorithms which are required 
to build and maintain a VW. 

In the realm of software architectures, the contribution was the development, implementation, and doc- 
umentation of a large scale multi-processor VW system.To support this, we developed a significant number 
of algorithms and data structures to manage and populate the databases that make up the VW. The most sig- 
nificant contribution to the database structure was the development of terrain paging for both polygonal and 
mesh databases. 

As mentioned above, entity dynamics is still a limitation of NPSNET. Nonetheless, we have made sig- 
nificant contributions to the area of entity modeling. This was done by developing simple visually correct dy- 
namics models that can run in real time from a large number of entities on a COTS workstation. To control 
these entities, we developed a set of simple, yet extensible, behaviors to increase the realism of their actions. 
To increase the realism of the entity’s actions even further, a real-time collision detection algornthm was de- 
veloped and implemented. To allow repetitive tests, a scripting system was built into NPSNET. 

As discussed in detail in Chapter X, we have designed and implemented a complete networking scheme. 
This scheme proved to be able to efficiently manage distributed entities with very little data loss over long 
periods of time and high entity loads. Furthermore, by also implementing standard network protocols, we 
were able to bring the workstation into the distributed simulation environment. 

The most far reaching result of NPSNET’s success is the impact we have made to the real-time graphics 
community. We have developed and demonstrated flexible and general techniques for controlling the number 


of polygons passed to the graphics pipeline and still retain good scene quality. By providing source code and 


1. An amusing point is that we did not implement the F-15’s dynamics model. As a result we could 
perform maneuvers that the other simulators could not do, such as stopping in midair and instanta- 
neous turns. It was fun flying against them. 
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publishing references on the construction and management of virtual worlds, we have been able to signifi- 
cantly reduce the entry cost into virtual worlds for the entire graphics and simulation communities. We also 
have made VW technology even more accessible by constructing NPSNET on commercially available Sili- 
con Graphics IRIS workstations. The combination of these two major contributions has had a major impact 
in the academic, industrial, and military simulation communities. 

In the first chapter, we listed the goals and motivations for NPSNET. In achieving these goals, we have 
done what has never been done before. We have built a complete networked VW on a COTS workstation. In 
doing this, we have had to push both the limits of the hardware and the supporting software. The success of 
our work is evidenced by the distribution of our software to over forty sites, portions of the results published 
in numerous papers, and the role it has played in serving as the foundation for many other virtual worlds. Our 
notable contributions to the field of computer science included aiding AI researchers visualize the path of 
their vehicles, providing tools to understand the actions of a combat model, determining when a network node 
was producing incorrect data, and, perhaps most importantly, proving that it is possible to build a system that 


can encompass an entire VW on a single workstation. 


D. FUTURE WORK 

NPSNET ts very much a work in progress. We are constantly improving the system. In this section, we 
briefly discuss some of the projects that are underway or planned. Obviously, we are working on incorporat- 
ing better dynamics in the entity models. Specifically, we are investigating the use of expert systems to con- 
trol the movement of entities in a more realistic manner. We have several projects currently underway to 
model the behavior of nautical entities, an area that has been sorely overlooked. As the focus of NPSNET 
shifts to a larger battlefield, we will have to include space based platforms. The issues of dynamic terram and 
atmospheric effects are topics of current funded research proposals. We are also in the process of rewnting a 
major portion of our code in an object oriented language. While the design and implementation of NPSNET 
were object based, it did not take advantage of the features of languages such as C++. As workstations be- 
come more powerful, we are constantly trying to improve our systems to take advantages of the added capa- 
bilities. 

A project we have currently underway, and is rapidly expanding, is the integration of traditional con- 
structive combat models into NPSNET. By doing this we are able to take advantage of the significant sunk 
cost of the development of the models, while at the same time taking advantage of the visual capabilities of 


a three dimensional virtual world. Extending this work will lead us into the modeling of urban terrain. When 
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we can efficiently model the large terrain databases, such as the ones we are currently using, with the urban 
areas having the fidelity to enter a building and look around, we will have truly developed a seamless VW. 
The most daunting challenge that lies before us, and the most significant topic for a follow on disserta- 
tion, 1s the construction of corps and theater level simulations. While individual battles might only involve a 
couple hundred entities ranging over several hundred square kilometers, corps and theater exercises involve 
upwards of 300,000 entities over thousands of square miles. In order to have sufficient entities in the world, 
constructive combat models will have to be used to populate the world. Most often these models represent the 
entities at an aggregate level; e.g. a single object in the model represents several actual entities. This requires 
that the object in the model be disaggregated for a realistic representation to the human player in a virtual 
world. This itself, the realistic portrayal of behavior of the entities in a manner that is consistent with the ac- 
tions of the higher level model, represents a significant challenge. A further problem with the sheer number 
of the entities is how the state of the world is maintained. While the tank commander might only be interested 
in the entities in the local area, the corps commander tracks major units across the entire theater and the air- 
borne command and surveillance platforms track thousands of entities over the majority of the area. Each one 
of these platforms has different requirements in terms of entity updates, the amount of data required, and the 
terrain database. One of the problems is the allocation of network bandwidth. From the extrapolation of the 


data in Table 9, we can see that the bandwidth constraints of T-1 long haul, Ethernet and FDDI networks limit 


the scalability of the current architectures”. To solve this formidable problem, aggregation and filtering 
schemes will have to be developed. Even if all of the data was received at a node on the network, the host will 
still have to process the data and maintain the state of the world. This computational load alone exceeds the 
processing ability of most, if not all, of the current processors. To accommodate this large number of entities, 
a form of parallel processing will have to be used to distribute the load across the nodes on the network. In 
our work in NPSNET, we have not solved these problems. Instead, we have constructed a software architec- 
ture which can be used as a test-bed for the development of and experimentation with progressively larger 


virtual worlds. 


2. We are often told that technology will provide us with a solution to the network bandwidth prob- 
lem, most often in the form of FDDI, ATM, and fiber optic cables. In reality, these technologies will 
only help to forestall the overloading of the network. Network bandwidth, like all other finite 
resources, suffers from the “closet syndrome.” Regardless of the size of closet, it will eventually fill 
up. At that point you must get a bigger closet, throw some things away, or organize the things in the 
closet. It is our contention that by organizing the closet, you can achieve much better utilization of 
resources, regardless of size. 
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E. FINAL COMMENT 

The design and implementation of NPSNET is based on what Thorpe has called the “70% Solution” 
[THOR87]. Basically, it states that if you can provide the user with 70% of what is in the real world, his brain 
will fill in the rest. It is this last thirty percent that we will continue to work on. Realistically, we will never 
completely replicate the real world in a VW. As such, NPSNET will never be done. 

Finally, we offer an objective evaluation by Lance Kindl, the son of one of the doctoral students, on 


using NPSNET. “This is better than Nintendo™!” 


The End 
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